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1. General Product Information

1.1. EUT description

Test item description................... Smartphone
Model/Type reference................ | KINGKONG MINI 3
Hardware Version........... TE155_XXAl

Software Version..................

CUBOT_KINGKONG MINI 3_C031C_V01_20220728

RAtING(S).xrurmrmrrramamamrrrarnnnniil Rechargeable Li-polymer Battery DC 3.87V
2G

Operation Band........ccceceevanenens GSM900,GSM1800

Supported type.......cc.cceuveneenn...: | GSM/GPRS/EGPRS

Power Class........cccoeeeviunnnneen

GSM900:Power Class 5; GSM1800:Power Class 0

Modulation Type.............

GMSK for GSM/GPRS; 8QPSK for EGPRS

GSM Release Version........c......... R99
GPRS Multislot Class.................. 12
EGPRS Multislot Class....... 12

3G

Operation Band...................

WCDMA Band | & Band VIl

Power Class........cccoeeeveunnnnee.

Power Class 3

Modulation Type.............

QPSK for WCDMA/HSDPA/HSUPA

WCDMA Release Version............. R99

HSDPA Release Version............... Release 5
HSUPA Release Version..............: Release 6
DC-HSUPA Release Version........: Not Supported

LTE

Operation Band....................

LTEBand 1 & LTEBand 3 & LTE Band 7 & LTE Band 8 &
LTE Band 20 & LTE Band 40

Power Class........cccoeevveunnnnen.

Power Class 3

Modulation Type.............

QPSK &16-QAM for LTE

WiFi 2.4G

Supported type......ccccocuernnns

802.11b/802.119/802.11n

Modulation Type.............

802.11b: DSSS; 802.119/802.11n:OFDM

Operation Frequency....

802.11b/802.119/802.11n(HT20):2412MHz~2472MHz;
802.11n(HT40):2422MHz~2462MHz

Channel number..................

802.11b/802.11g/802.11n(HT20):13; 802.11n(HT40):9

Channel separation.............

5MHz

Hotline: 400-6611-140

Tel: 86-755-27673339
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Bluetooth

Bluetooth Version.........

Supported BT5.0

Modulation..........coeeeveevienneinnit

GFSK(1Mbps) , 1 /4-DQPSK(2Mbps) , 8-DPSK(3Mbps)

Operation Frequency...

2402MHz~2480MHz

Channel number...........

79/40

Channel separation......

1IMHz/2MHz

Wi-Fi 5G

Operation Frequency...

Band 1: 5180 MHz -5240 MHz
Band 3: 5745 MHz -5825 MHz

Channel Bandwidth......

802.11a: 20MHz
802.11n: 20MHz, 40MHz
802.11ac: 20MHz, 40MHz, 80MHz

Modulation Technology.

Orthogonal Frequency Division Multiplexing(OFDM)

Modulation Type...........

256QAM, 64QAM, 16QAM, BPSK, QPSK

NFC

Operation Frequency...

13.56MHz

Antenna Type............

Internal antenna

1.2. Model(s) list
None.
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2. Test standard

The tests were performed according to following standards:
BS EN 50566:2017

BS EN 50663:2017

BS IEC/IEEE 62209-1528:2020

BS EN 50360:2017

BS EN 62479:2010

3. Facilities and Accreditations
3.1. Facilities

The test facility is recognized, certified, or accredited by the following organizations:
e FCC - Registration No.: 645098

SHENZHEN TONGCE TESTING LAB

Designation Number: CN1205

The 3m Semi-anechoic chamber has been registered and fully described in a report

with the (FCC) Federal Communications Commission. The acceptance letter from the
FCC is maintained in our files.

e |C - Registration No.: 10668A-1
SHENZHEN TONGCE TESTING LAB
CAB identifier: CN0031
The testing lab has been registered by Certification and Engineering Bureau of Industry
Canada for radio equipment testing.
3.2. Location

Shenzhen TCT Testing Technology Co., Ltd.

Address: 2101 & 2201, Zhenchang Factory, Renshan Industrial Zone, Fuhai Subdistrict,
Bao'an District, Shenzhen, Guangdong, China

3.3. Environment Condition

Temperature: 18°C ~25°C
Humidity: 35%~75% RH
Atmospheric Pressure: | 1011 mbar
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4. Test Result Summary

The maximum results of Specific Absorption Rate (SAR) found during test as bellows:
<Highest Reported standalone SAR Summary>

Reported Highestd
Exposure Equipment Reporte
Position FEeLEnEy [Bee R0fg STATR Class 10-g SAR
(W/kg) K
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Exposure Reported Equipment Highest
Sechiflan Frequency Band 10g SAR Class Reported 10-g
(W/kg) SAR (W/kg)
GSM900 0.06
GSM1800 0.23
WCDMA Band | 0.11
WCDMA Band VIl 0.20
LTE Band 1 0.15
Front-to-face L =leng o 0.12 PeE
(10 mm Gap) LTE Band 7 0.19 0.28
LTE Band 8 0.19
LTE Band 20 0.17
LTE Band 40 0.28
5.2GWLAN 0.07 NI
5.8GWLAN 0.05
2.4GWLAN 0.10 DTS
Page 8 of 226
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GSM900 0.63
GSM1800 1.17
WCDMA Band | 0.70
WCDMA Band VIII 1.22
LTE Band 1 0.83
Wrist Worn LTE Band 3 0.82 $92
(0 mm Gap) LTE Band 7 0.99 1.44
P LTE Band 8 1.00
LTE Band 20 0.99
LTE Band 40 1.44
5.2GWLAN 0.34 NIl
5.8GWLAN 0.31
2.4GWLAN 0.69 DTS
<Highest Reported simultaneous SAR Summary>
Highest Reported
Exposure Position Simultaneous Limit
P Transmission (W/Kg)
SAR (W/kg)
Head
10-g SAR 0.95 2
Body-worn
10-g SAR (5 mm Gap) LS 2
Front-to-face
(10 mm Gap) Ot 4
Wrist Worn
(0 mm Gap) 1.78 4

The EUT battery must be fully charged and checked periodically during the test to
ascertain inform power output

This EUT has two batteries, and we have pre-tested the two batteries; we record the
results of the worst-case battery in this report.
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5. RF Exposure Limit

Type Exposure AR (Wkg)
Uncontrolled Exposure Limit

Spatial Peak SAR (10g cube 200
tissue for head and trunk) '

Spatial Peak SAR (10g cube 4.00
tissue for limbs) ]

Spatial Peak SAR (10g cube 0.08
tissue for whole body) '

Note:

1. This limitis according to recommendation 1999/519/EC, Annex Il (Basic Restrictions)

2. Occupational/Uncontrolled Environments are defined as locations where there is exposure that may be
incurred by people who are aware of the potential for exposure,(i.e. as a result of employment or occupation)
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6. SAR Measurement System Configuration
6.1. SAR Measurement Set-up

The OPENSAR system for performing compliance tests consist of the following
items:

A standard high precision 6-axis robot (KUKA) with controller and software.
KUKA Control Panel (KCP)

A dosimetric probe, i.e., an isotropic E-field probe optimized and calibrated for usage in
tissue simulating liquid. The probe is equipped with a Video Positioning System (VPS).

The stress sensor is composed with mechanical and electronic when the electronic
part detects a change on the electro-mechanical switch; it sends an “Emergency
signal” to the robot controller that to stop robot’s moves A computer operating Windows
XP.

OPENSAR software Remote control with teaches pendant and additional circuitry for
robot safety such as warning lamps, etc.

The SAM phantom enabling testing left-hand right-hand and body usage.
The Position device for handheld EUT
Tissue simulating liquid mixed according to the given recipes.

System validation dipoles to validate the proper functioning of the system.

Multimeder 3 \
‘ | o
| I. ‘Lo“

1/.-

F1ale srabs
o~ [wathnrface datecl)

fertoms

T TIS50% Slmurating
haud

T & IndAr st

o Deyite holde

KUKA SAR Test Sysytem Configuration
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6.2. E-field Probe

The SAR measurement is conducted with the dosimetric probe (manufactured by
MVG).

The probe is specially designed and calibrated for use in liquid with high permittivity.
The dosimetric probe has special calibration in liquid at different frequency.

This probe has a built in optical surface detection system to prevent from collision with
phantom.

Probe Specification

Construction Symmetrical design with triangular core

Interleaved sensors

Built-in shielding against static charges

PEEK enclosure material (resistant to organic solvents, e.g., DGBE)
Calibration ISO/IEC 17025 calibration service available.

COMOSAR DOSIMETRIC E FIELD

Device Type PROBE
Manufacturer MVG
Model SSE2
Serial Number SN 36/20 EPGO346
Frequency Range of Probe 0.15 GHz-6GHz
Resistance of Three Dipoles at D!pole FG9=0-217 M
C Dipole 2: R2=0.245 M
onnector :
Dipole 3: R3=0.219 M
& § I $
Photo of E-Field Probe

6.3. Phantom

The SAM Phantom SAM120 is constructed of a fiberglass shell integrated in a wooden
table. The shape of the shell is in compliance with the specification set in IEEE P1528
and CENELEC EN62209-1, EN62209-2:2010.

The phantom enables the dosimetric evaluation of left and right hand phone usage as
well as body mounted usage at the flat phantom region.

A cover prevents the evaporation of the liquid.

Reference markings on the Phantom allow the complete setup of all predefined
phantom positions and measurement grids by manually teaching three points in the
robot

System checking was performed using the flat section, whilst Head SAR tests used the
left and right head profile sections.

Body SAR testing also used the flat section between the head profiles.

Name: COMOSAR IEEE SAM PHANTOM
S/N: SN 19/15 SAM 120
Manufacture: MVG
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SAM Twin Phantom'

6.4. Device Holder

In combination with the Generic Twin Phantom SAM120, the Mounting Device enables
the rotation of the mounted transmitter in spherical coordinates whereby the rotation
points is the ear opening.

The devices can be easily, accurately, and repeatedly positioned according to the FCC
and CENELEC specifications.

The device holder can be locked at different phantom locations (left head, right head,
flat phantom).
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239
v o

3=
= L
©

o >
® T
:'Z
(@]

> 2
i
«Q

Page 13 of 226

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




I C I Report No.: TCT220810E070

6.5. Data Storage and Evaluation

Data Storage

The OPENSAR software stores the acquired data from the data acquisition electronics
as raw data (in microvolt readings from the probe sensors), together with all necessary
software parameters for the data evaluation (probe calibration data, liquid parameters
and device frequency and modulation data) in measurement files. The software
evaluates the desired unit and format for output each time the data is visualized or
exported. This allows verification of the complete software setup even after the
measurement and allows correction of incorrect parameter settings. For example, if a
measurement has been performed with a wrong crest factor parameter in the device
setup, the parameter can be corrected afterwards and the data can be re-evaluated.

The measured data can be visualized or exported in different units or formats,
depending on the selected probe type ([V/m], [A/m], [°C], [MWI/g], [MW/cm?], [dBrel],
etc.). Some of these units are not available in certain situations or show meaningless
results, e.g., a SAR output in a lossless media will always be zero. Raw data can also
be exported to perform the evaluation with other software packages.

Data Evaluation

The OPENSAR software automatically executes the following procedures to calculate
the field units from the microvolt readings at the probe connector. The parameters used
in the evaluation are stored in the configuration modules of the software:

Probe parameters: - Sensitivity Normi, ai0, ail, ai2
- Conversion factor ConvFi
- Diode compression point Dcpi
Device parameters: - Frequency f
- Crest factor cf
Media parameters: - Conductivity o
- Density Jo;

These parameters must be set correctly in the software. They can be found in the
component documents or they can be imported into the software from the configuration
files issued for the OPENSAR components. In the direct measuring mode of the
millimetre option, the parameters of the actual system setup are used. In the scan
visualization and export modes, the parameters stored in the corresponding document
files are used.

The first step of the evaluation is a linearization of the filtered input signal to account for
the compression characteristics of the detector diode. The compensation depends on
the input signal, the diode type and the DC-transmission factor from the diode to the
evaluation electronics. If the exciting field is pulsed, the crest factor of the signal must
be known to correctly compensate for peak power. The formula for each channel can
be given as:

Vi=Ui+Ui2-cf/dcpi

With Vi = compensated signal of channel i (i=x,v,2)
Ui = input signal of channel i (i=x,%2)
cf = crest factor of exciting field (MVG parameter)
dcpi = diode compression point (MVG parameter)
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From the compensated input signals the primary field data for each channel can be

evaluated:
E-field probes: Ei = (Vi / Normi - ConvF )1/2
H-field probes: Hi = (Vi )1/2 - (ai0+ ailf +ai2f2)/f
With Vi = compensated signal of channel i (i=x,Y, 2
Normi = sensor sensitivity of channel i (i=x,Y,2
[mV/(V/m)2] for E-field Probes
ConvF = sensitivity enhancement in solution
aij = sensor sensitivity factors for H-field probes
f = carrier frequency [GHZz]
Ei = electric field strength of channel i in V/m
Hi = magnetic field strength of channel i in A/m

The RSS value of the field components gives the total field strength (Hermitian
magnitude):
Etot = (Ex2+ EY2+ Ez2)1/2

The primary field data are used to calculate the derived field units.
SAR = (Etot) 2 - o /(p - 1000)

with SAR = local specific absorption rate in mW/g
Etot = total field strength in V/m
o = conductivity in [mho/m] or [Siemens/m]
P = equivalent tissue density in g/cm3

Note that the density is normally set to 1 (or 1.06), to account for actual brain density
rather than the density of the simulation liquid. The power flow density is calculated

assuming the excitation field to be a free space field.
6.6. Position of the wireless device in relation to the phantom

Handset Reference Points
Ppwe = Etot2 / 3770 or Ppwe = Htot2 - 37.7

With  Ppwe = equivalent power density of a plane wave in mW/cm2
Etot = total electric field strength in V/m
Htot = total magnetic field strength in A/m
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Wb

Positioning for Cheek / Touch

handset \

Wt  Width of the handset at the level of the acoustic

Width of the bottom of the handset
A Midpoint of the width wt of the handset at the level of the acoustic output

B Midpoint of the width wb of the bottom of the handset

Vertical Vertical
center line center line

w2, ) w2 | w2
l—" Horizontal ! '

| line i i

//Horizontal /
line A Acoustic
) A output
Acoustic B Bottom of
output
B

Body Worn Accessory Configurations
To position the device parallel to the phantom surface with either keypad up or down.

To adjust the device parallel to the flat phantom.
To adjust the distance between the device surface and the flat phantom to 5mm or

holster surface and the flat phantom to 0 mm.

gt
d¥
Jedi® E

6 “"ne%“h\
=}

~Q
<
-
> oo

o'oo

Illustration for Body Worn Position
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6.7. Tissue Dielectric Parameters

According to EN 62209-2:2010, the liquid parameters for head are the same as body
requirements. For SAR measurement of the field distribution inside the phantom, the
phantom must be filled with homogeneous tissue simulating liquid a depth of at least
15cm,For head SAR testing, the liquid height from the ear reference point(ERP) of the
phantom to the liquid top surface is larger than 15cm, For body SAR testing, the liquid
height from the center of the flat phantom to the liquid top surface is larger than 15cm.
Frequency Liquid Liquid Type + 5% Range Permittivity + 5% Range
(MHz) Type (0) (e)
300 Head 0.87 0.83~0.91 45.3 43.04~47.57
050 Head 0.87 0.83~0.91 43.5 41.33~45.68
835 Head 0.90 0.86~0.95 41.5 39.43~43.58
900 Head 0.97 0.92~1.02 41.5 39.43~43.58
1800-2000 Head 1.40 1.33~1.47 40.0 38.00~42.00
2450 Head 1.80 1.71~1.89 39.2 37.24~41.16
2600 Head 1.96 1.86~2.06 39.0 37.05~40.95
3000 Head 2.40 2.28~2.52 38.5 36.58~40.43
5800 Head 5.27 5.01~5.53 35.3 33.54~37.07
(er = relative permittivity, o0 = conductivity and p = 1000 kg/m3)

6.8. Tissue-equivalent Liquid Properties

Fr?:\qﬂllj_lezr;cy Test Date Te‘,g] P er o(s/m)
900 08/15/2022 22 41.92 0.96
1800 08/17/2022 22 38.85 1.41
2000 08/18/2022 22 39.72 1.43
2450 08/22/2022 22 38.35 1.92
2600 08/23/2022 22 38.34 1.92
5200 08/30/2022 22 35.07 5.22
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6.9. System Check

The SAR system must be validated against its performance specifications before it is
deployed. When SAR probe and system component or software are changed, upgraded or
recalibrated, these must be validated with the SAR system(s) that operates with such
component. Reference dipoles are used with the required tissue-equivalent media for system
validation.

System check results have to be equal or near the values determined during dipole calibration
with the relevant liquids and test system (£10 %).

System check is performed regularly on all frequency bands where tests are performed with

the OPENSAR system.
z y
X

3D Probe positioner

Tuning
element

Spacer

eld probe |
" || FlatPhantom

e

‘Signal
|Generator

System Check Set-up

Verification Results:

Measured Value in :
31 6mwW Normalized to 1W Target Value Deviation (%)
Frequency (W/kg) (W/kg)
Data (MH2) (W/kg)
1g 10g 1g 10g 1g 10g 1lg 10g
Average | Average | Average | Average | Average | Average | Average | Average
08/15/2022 900 0.33 0.21 10.44 6.65 10.90 6.99 -4.19 -4.93
08/17/2022 1800 1.16 0.63 36.71 19.94 38.40 20.10 -4.40 -0.81
08/18/2022 2000 1.30 0.67 41.14 21.20 41.10 21.10 0.10 0.49
08/22/2022 2450 1.59 0.74 49.69 23.13 52.40 24.00 -5.17 -3.63
08/23/2022 2600 1.69 0.78 53.48 24.68 54.11 24.03 -1.16 2.72
08/30/2022 5200 5.01 181 158.7 57.2 163.88 | 56.90 -3.16 0.53

Comparing to the original SAR value provided by MVG, the verification data should be within its
specification of 10%. Below table shows the target SAR and measured SAR after normalized to 1W
input power. The table as below indicates the system performance check can meet the variation
criterion and the plots can be referred to Section 10 of this report.
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7. Measurement Procedure

7.1. Measurement Process Diagram

Preparation of system

v

P
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(used at the body)

~\

Configuration

\2

~/

L 2

\ 4

Test Position according
to
EN62209-1, 6.1.4 Head
and
EN62209-2, 6.1.4 for
body

L

Measurement according
to Figure b) at center
frequency

All test position

done?
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I C I Report No.: TCT220810E070

7.2. Measurement Procedure

Setup a Call Connection
Establish a call in handset at the maximum power level with a base station simulator
via air interface, or make the EUT estimate by itself in testing band.

Power Reference Measurement

The reference and drift jobs are useful jobs for monitoring the power drift of the device
under test in the batch process. Both jobs measure the field at a specified reference
position, at a selectable distance from the phantom surface. The reference position can
be either the selected section's grid reference point or a user point in this section. The
reference job projects the selected point onto the phantom surface, orients the probe
perpendicularly to the surface, and approaches the surface using the selected
detection method.

Area Scan

Area scans are defined prior to the measurement process being executed with a user
defined variable spacing between each measurement point (integral) allowing low
uncertainty measurements to be conducted. Scans defined for FCC applications utilize
a 10mm?2 step integral, with Imm interpolation used to locate the peak SAR area used
for zoom scan assessments.

When an Area Scan has measured all reachable points, it computes the field maxima
found in the scanned area, within a range of the global maximum. The range (in dB) is
specified in the standards for compliance testing. For example, a 2 dB range is required
in IEEE 1528-2003, EN 50361 and IEC 62209 standards, whereby 3 dB is a
requirement when compliance is assessed in accordance with the ARIB standard.

Zoom Scan

Zoom scans are used to assess the peak spatial SAR values within a cubic averaging
volume containing 1 g and 10 g of simulated tissue. The default zoom scan measures 5
x 5 x 4 points within a cube whose base faces are cantered around the maximum found
in a preceding area scan job within the same procedure. If the preceding Area Scan job
indicates more than one maximum, the number of Zoom Scans has to be enlarged
accordingly (The default number inserted is 1).

Power Drift measurement

The drift job measures the field at the same location as the most recent reference job
within the same procedure, and with the same settings. The drift measurement gives
the field difference in dB from the reading conducted within the last reference
measurement. Several drift measurements are possible for one reference
measurement. This allows a user to monitor the power drift of the device under test
within a batch process. In the properties of the Drift job, the user can specify a limit for
the drift and have OPENSAR software stop the measurements if this limit is exceeded.
If the power drifts more than 5%, the SAR will be retested.
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TCT

8. Conducted Output Power

Report No.: TCT220810E070

Band: GSM 900

Measured Power (dBm)

Averaged Power (dBm)

Channel 975 60 124 Ca"(:gl'g";“on 975 60 124
Frequency 880.2 902 914.8 880.2 902 914.8

GSM (GMSK, Voice) | 33.11 | 33.43 | 33.39 -9.03 24.08 | 24.40 | 24.36
GPRS (GMSK, 1-slot) | 33.48 | 33.60 | 33.65 -9.03 24.45 | 2457 | 24.62
GPRS (GMSK, 2-slot) | 32.75 | 32.88 | 32.93 -6.02 26.73 | 26.86 | 26.91
GPRS (GMSK, 3-slot) | 30.83 | 30.81 | 31.08 -4.26 26.57 | 26.55 | 26.82
GPRS (GMSK, 4-slot) | 29.55 | 29.69 | 29.68 -3.01 26.54 | 26.68 | 26.67
EGPRS (GMSK, 1-slot) | 26.22 | 26.26 | 26.29 -9.03 17.19 | 17.23 | 17.26
EGPRS (GMSK, 2-slot) | 25.15 | 25.12 | 25.14 -6.02 19.13 | 19.10 | 19.12
EGPRS (GMSK, 3-slot) | 22.93 | 22.74 | 22.87 -4.26 18.67 | 18.48 | 1861
EGPRS (GMSK, 4-slot) | 21.70 | 21.66 | 21.76 -3.01 18.69 | 18.65 | 18.75

Band: GSM 1800 Measured Power (dBm) Averaged Power (dBm)

Channel 512 | 700 | 885 Ca'?ggﬁo” 512 | 700 885
Frequency 1710.2 | 1747.8 | 1784.8 1710.2 | 1747.8 | 1784.8

GSM (GMSK, Voice) | 29.87 | 29.93 | 29.21 -9.03 20.84 | 20.90 | 20.18
GPRS (GMSK, 1-slot) | 29.98 | 29.99 | 29.26 -9.03 20.95 | 20.96 | 20.23
GPRS (GMSK, 2-slot) | 28.96 | 28.64 | 28.37 -6.02 2294 | 22.62 | 22.35
GPRS (GMSK, 3-slot) | 27.42 | 27.04 | 26.56 -4.26 23.16 | 22.78 | 22.30
GPRS (GMSK, 4-slot) | 25.96 | 25.96 | 25.41 -3.01 22.95 | 22.95 | 22.40
EGPRS (GMSK, 1-slot) | 26.30 | 26.26 | 25.40 -9.03 17.27 | 17.23 | 16.37
EGPRS (GMSK, 2-slot) | 25.21 | 25.20 | 24.09 -6.02 19.19 | 19.18 | 18.07
EGPRS (GMSK, 3-slot) | 23.08 | 23.44 | 22.23 -4.26 18.82 | 19.18 | 17.97
EGPRS (GMSK, 4-slot) | 21.68 | 21.81 | 21.07 -3.01 18.67 | 18.80 | 18.06

Note:
1. Division Factors

To average the power, the division factor is as follows:

1TX-slot = 1 transmit time slot out of 8 time slots=> conducted power divided by (8/1) => -9.03dB

2TX-slots = 2 transmit time slots out of 8 time slots=> conducted power divided by (8/2) => -6.02dB
3TX-slots = 3 transmit time slots out of 8 time slots=> conducted power divided by (8/3) => -4.26dB
4TX-slots = 4 transmit time slots out of 8 time slots=> conducted power divided by (8/4) => -3.01dB
2. According to the conducted power as above, the body measurements are performed with 4Txslots for
900MHz and 1800 MHz for GPRS.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT220810E070

Band WCDMA Band | WCDMA Band ViIi

Channel 9612 9750 9888 2712 2788 2863
Frequency 1922.4 1950 1977.6 882.4 897.6 912.6

RMC 12.2Kbps 22.48 22.56 22.34 22.67 22.78 22.55
HSDPA Subtest-1 22.02 22.15 22.07 22.07 22.20 22.12
HSDPA Subtest-2 21.72 21.84 21.79 21.77 21.89 21.84
HSDPA Subtest-3 21.66 21.79 21.73 21.71 21.84 21.78
HSDPA Subtest-4 21.60 21.77 21.72 21.65 21.82 21.77
HSUPA Subtest-1 21.36 21.49 21.39 21.41 21.54 21.44
HSUPA Subtest-2 21.26 21.39 21.31 21.31 21.44 21.36
HSUPA Subtest-3 21.21 21.02 20.99 21.26 21.07 21.04
HSUPA Subtest-4 20.82 20.96 20.87 20.87 21.01 20.92
HSUPA Subtest-5 20.73 20.80 20.78 20.78 20.85 20.83

?.Otejb\ccording to the power listed above, the HSDPA and HSUPA were not determined for SAR testing.

2. The default test configuration is to measure SAR with an established radio link between the EUT and a
I(;oon;nrﬁnuon;(éation test set using a 12.2kbps RMC(reference measurement channel) configuration in test
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Report No.: TCT220810E070

WLAN 2.4G
Mode 802.11b 802.11g
Channel 1 7 13 1 7 13
Frequency 2412 2442 2472 2412 2442 2472
Average Power (dBm) 14.97 14.72 13.11 11.21 12.72 10.88
Mode 802.11n(HT20) 802.11n(HT40)
Channel 1 7 13 3 7 11
Frequency 2412 2442 2472 2422 2442 2462
Average Power (dBm) 11.04 12.65 10.87 10.53 11.18 11.52
BDR+EDR
Mode GFSK Pi/ADQPSK 8DPSK
Average Power (dBm) 4.42 3.28 3.44
Mode BLE(1M)
Frequency 2402 2440 2480
Average Power (dBm) -10.95 -7.53 -9.28
Mode BLE(2M)
Frequency 2402 2440 2480
Average Power (dBm) -10.23 -7.50 -9.27

Note:

1. Because the output power(eirp) of Bluetooth of the EUT is less than 20mW(13dBm), so standalone

SAR are exempt according to EN62479.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT220810E070

WLAN 5G
Mode 802.11a
Channel 36 48 149 157 165
Frequency 5180 5240 5745 5785 5825
Average Power (dBm) 9.05 7.58 8.47 9.24 8.50
Mode 802.11n
Channel 36 38 46 48 149 149
Frequency 5180 5190 5230 5240 5745 5745
Average Power (dBm) 8.47 7.42 8.99 7.01 8.70 8.70
Channel 151 157 159 165
Frequency 5755 5785 5795 5825
Average Power (dBm) 8.51 9.06 9.03 8.25
Mode 802.11ac
Channel 36 38 46 48 149 151
Frequency 5180 5190 5230 5240 5745 5755
Average Power (dBm) 8.63 7.38 8.15 7.18 8.50 8.45
Channel 155 157 159 165
Frequency 5775 5785 5795 5825
Average Power (dBm) 8.47 9.28 8.99 8.52
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NFC

Report No.: TCT220810E070

About NFC reference to Reference levels for electric, magnetic and electromagnetic fields (
OHz to 300GHz,unperturbed ms values)

- E-field strength H-field strength B-field quivalent plane
reguency range Vim) Am) e wave F'C"'.:LI'EF delnsltyr
Seq(Wim2)
0-1Rz 32104 4104 -
1-8Hz 10000 3.22104/2 4 % 10442
8-20Hz 10000 4000/ 2000+
0.023-0.6kHz 2501 it i
0.8-3KHz 250/f d 6.25
3-150KHz 87 5 8.25
0.1>-1MHz 87 0.73ff 0.92/f
1-10MHz 87/11/2 0.73/f 0.92ff
10-400MHz 28 0.073 0.092 2
400-2000MHz 1.375f1/2 0.003711/2 0.00461/2 200
2-300GHz B1 0.16 0.20 10
Reference to B19N02883-NFC
Maximum Emissions Level
ode TR | Tamwamy |y | ()| Resut
NFC 13.56 -12.8 2.291*107" 0.073 PASS

Hotline: 400-6611-140

Tel: 86-755-27673339

HM=_12 80dBUA/Mm=2.291*10°A/m<0.073A/m

So the SAR measurement for the of NFC is not necessary

Fax: 86-755-27673332
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Report No.: TCT220810E070
The conducted power measurement results for LTE

LTE-BAND 1
N Channel RB allocation Average Average
Condition . Channel Power (dBm) Power (dBm)
Bandwidth RB Size | RB Offset QPSK 16-QAM
1 0 22.72 22.54
Low range max 22.61 22.43
Partial 0 22.82 22.64
max 22.72 22.54
1 0 22.45 22.27
. max 22.35 22.17
5MHz Mid range et 0 52 45 52 27
max 22.44 22.26
1 0 22.27 22.09
High max 22.22 22.04
range Partial 0 22.19 22.01
Normal max 22.27 22.08
1 0 22.58 22.39
Low range max 22.50 22.32
Partial 0 22.42 22.24
max 22.49 22.31
1 0 22.98 22.80
. max 22.25 22.07
20MHz Mid range ot 0 52 20 52 02
max 22.05 21.87
1 0 22.05 21.87
High max 21.55 21.37
range Partial 0 21.73 21.55
max 21.74 21.56

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT220810E070

LTE-BAND 3
y Channel RB allocation Average Average
Condition : Channel Power (dBm) Power (dBm)
Bandwidth RB Size | RB Offset QPSK 16-QAM
1 0 22.11 21.93
Low max 22.10 21.92
range Partial 0 22.15 21.97
max 21.49 21.31
L 0 21.87 21.69
Mid max 21.85 21.67
1L range [~ 0 21.86 21.68
max 21.81 21.63
1 0 21.87 21.69
High max 21.38 21.20
range Partial 0 21.47 21.29
max 21.54 21.35
1 0 22.11 21.92
Low max 22.07 21.89
range Partial 0 22.12 21.94
max 21.82 21.64
1 0 21.88 21.70
Mid max 21.39 21.21
Norigg > MHz ange [~ 0 2144 21.26
max 21.37 21.19
1 0 21.43 21.25
High max 21.40 21.22
range Partial 0 21.38 21.20
max 21.40 21.22
1 0 22.02 21.84
Low max 21.89 21.71
range Partial 0 21.91 21.73
max 21.44 21.26
1 0 22.16 21.98
Mid max 21.32 21.15
MK ange [~ 0 2136 2117
max 21.33 21.16
1 0 21.20 21.02
High max 21.25 21.07
range Partial 0 21.32 21.20
max 21.30 21.18

Hotline: 400-6611-140
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Report No.: TCT220810E070

LTE-BAND 7
y T RB allocation Average Average
Condition : Channel Power (dBm) Power (dBm)
Bandwidth RB Size | RB Offset QPSK 16-QAM
1 0 22.34 22.16
LowYante max 21.71 21.53
Partial 0 21.88 21.70
max 21.86 21.68
1 0 21.83 21.65
. max 21.79 21.61
5MHz Mid range et 0 51.79 51 61
max 21.78 21.60
1 0 21.86 21.68
High max 21.98 21.80
range Partial 0 21.98 21.80
Normal max 22.28 22.09
1 0 21.85 21.66
Low range max 21.77 21.59
Partial 0 21.83 21.65
max 21.80 21.62
1 0 22.37 22.19
. max 21.73 21.55
20MHz Mid range et 0 51,59 5141
max 21.60 21.42
1 0 21.76 21.58
High max 21.72 21.54
range Partial 0 21.79 21.61
max 22.34 22.16

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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LTE-BAND 8
5 Channel RB allocation Average Average
Condition . Channel Power (dBm) Power (dBm)
Bandwidth RB Size | RB Offset QPSK 16-QAM
1 0 22.95 22.77
Low max 23.55 23.37
range Partial 0 23.55 23.37
max 23.57 23.39
1 0 23.06 22.88
Mid max 23.04 22.86
1.4MHz range Partial 0 23.05 22.87
max 23.06 22.88
1 0 22.89 22.71
High max 22.87 22.69
range Partial 0 22.92 22.74
max 22.92 22.73
1 0 23.59 23.40
Low max 23.55 23.37
range Partial 0 23.55 23.37
max 23.47 23.29
1 0 23.08 22.90
Mid max 23.05 22.87
Norg > MAz ange [ 0 23.07 22.89
max 23.01 22.83
1 0 23.05 22.87
High max 22.95 22.77
range Partial 0 23.08 22.90
max 22.92 22.74
1 0 23.58 23.40
Low max 23.23 23.05
range Partial 0 23.52 23.34
max 23.37 23.19
1 0 23.59 23.41
Mid max 23.08 22.91
18- range [~ 0 23.14 22.95
max 23.00 22.83
1 0 22.98 22.80
High max 22.95 22.77
range Partial 0 23.06 22.94
max 23.00 22.88
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Report No.: TCT220810E070

LTE-BAND 20
y I RB allocation Average Average
Condition : Channel Power (dBm) Power (dBm)
Bandwidth RB Size | RB Offset QPSK 16-QAM
1 0 23.35 23.17
LowYange max 23.20 23.02
Partial 0 23.20 23.02
max 23.19 23.01
1 0 23.19 23.01
. max 23.31 23.13
5MHz Mid range et 0 5318 53.00
max 23.25 23.07
1 0 23.33 23.15
High max 23.28 23.10
range Partial 0 23.25 23.07
Normal max 23.25 23.06
i 0 23.31 23.12
Low range max 23.21 23.03
Partial 0 23.07 22.89
max 23.24 23.06
L 0 23.41 23.23
. max 23.26 23.08
20MHz Mid range et 0 5378 5310
max 23.18 23.00
1 0 23.13 22.95
High max 23.16 22.98
range Partial 0 23.23 23.05
max 23.32 23.14

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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LTE-BAND 40
y T RB allocation Average Average
Condition : Channel Power (dBm) Power (dBm)
Bandwidth RB Size | RB Offset QPSK 16-QAM
1 0 22.93 22.75
LowYange max 22.80 22.62
Partial 0 23.06 22.88
max 23.02 22.84
1 0 23.12 22.94
. max 23.12 22.94
5MHz Mid range et 0 53 10 52 00
max 23.17 22.99
1 0 23.01 22.83
High max 23.04 22.86
range Partial 0 23.13 22.95
Normal max 23.11 22.92
i 0 22.96 22.77
Low range max 22.80 22.62
Partial 0 22.92 22.74
max 22.83 22.65
1 0 23.19 23.01
. max 23.07 22.89
20MHz Mid range et 0 5310 52 00
max 23.10 22.92
1 0 23.03 22.85
High max 22.98 22.80
range Partial 0 23.01 22.83
max 22.89 22.71
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9. SAR Test Results Summary

Report No.: TCT220810E070

9.1. Head SAR 10g Value
Max. Reporte .
Meas. Power Meas. . Limit
Band Mode Position CH. Nl Power IR Drift SAR10g Sl e (W/Kg
(MHz) (dBm) Power %) (Wikg) Factor SAR10g )
(dBm) ° g (Wrkg)
Right Cheek 60 902 33.43 33.50 3.24 0.09 1.016 0.09
Right Tilt 60 902 33.43 33.50 -1.22 0.04 1.016 0.04
GSM900 voice
Lege 60 902 33.43 33.50 -2.68 0.11 1.016 0.11
Cheek
Left Tilt 60 902 33.43 33.50 0.02 0.05 1.016 0.05
Right Cheek 700 1747.8 29.93 30.00 0.42 0.20 1.016 0.20
Right Tilt 700 1747.8 29.93 30.00 -0.31 0.10 1.016 0.10
GSM1800 voice
Left 700 1747.8 29.93 30.00 0.31 0.22 1.016 0.22
Cheek
Left Tilt 700 1747.8 29.93 30.00 -2.64 0.11 1.016 0.11
Right Cheek 9750 1950 22.56 23.00 2.46 0.12 1.107 0.13
Right Tilt 9750 1950 22.56 23.00 -0.39 0.06 1.107 0.07
WCDMA
RMC
Band | Left
Cheek 9750 1950 22.56 23.00 2.82 0.14 1.107 0.15
Left Tilt 9750 1950 22.56 23.00 -2.67 0.07 1.107 0.08
2.00
Right Cheek 2788 897.6 22.78 23.00 0.87 0.15 1.052 0.16
Right Tilt 2788 897.6 22.78 23.00 1.37 0.07 1.052 0.07
WCDMA
RMC
Band VIII Left
2788 897.6 22.78 23.00 -1.42 0.17 1.052 0.18
Cheek
Left Tilt 2788 897.6 22.78 23.00 0.06 0.08 1.052 0.08
Right Cheek 07 2442 14.97 15.00 -1.36 0.36 1.007 0.36
Right Tilt 07 2442 14.97 15.00 -0.34 0.21 1.007 0.21
802.11b DATA
Ceft 07 2442 14.97 15.00 1.18 0.38 1.007 0.38
Cheek
Left Tilt 07 2442 14.97 15.00 2.21 0.23 1.007 0.23
Right Cheek 36 5180 9.05 9.50 -1.50 0.16 1.109 0.18
Right Tilt 36 5180 9.05 9.50 2.24 0.08 1.109 0.09
802.11a DATA ot
e
Cheek 36 5180 9.05 9.50 -0.47 0.14 1.109 0.16
Left Tilt 36 5180 9.05 9.50 0.33 0.07 1.109 0.08

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Right Cheek 157 | 5785 9.28 9.50 1.09 0.12 1.052 0.13
Right Tilt 157 | 5785 9.28 9.50 -2.01 0.06 1.052 0.06
802.11ac DATA
Left 157 | 5785 9.28 9.50 -2.15 0.14 1.052 0.15
Cheek
Left Tilt 157 | 5785 9.28 9.50 3.04 0.07 1.052 0.07
Reporte
sand | wode | oo | con | fen | R8 L Re | poer | i | Coni | saniog | S | 8
@Bm) | (@Bm) | %) | (Wikg) o)
_ (Wikg)
Right | 18300 | 1950 1 0 22.98 23.00 | -2.57 0.24 1.005 0.24
Cheek
LTE psi | RightTilt | 18300 | 1950 1 0 22.98 23.00 | 2.63 0.12 1.005 0.12
Band S%MH
1 | (@OMHZ) [ Left 1 e300 | 1950 1 0 22098 | 2300 | 066 0.26 1.005 0.26
Cheek
Left Tilt | 18300 | 1950 1 0 22.98 23.00 1.08 0.14 1.005 0.14
Right | 19575 | 1747.5 1 0 22.16 2250 | -1.11 0.42 1.081 0.45
Cheek
LTE psi | RightTilt | 19575 | 1747.5 1 0 22.16 2250 | 2.99 0.27 1.081 0.29
Band ZQOMH Left
3 | (20MHz) € 19575 | 17475 1 0 22.16 2250 | 0.54 0.44 1.081 0.48
Cheek
Left Tilt | 19575 | 1747.5 1 0 22.16 2250 | -2.36 0.29 1.081 0.31
Right
Chook | 21100 | 2535 1 0 22.37 2250 | 0.34 0.50 1.030 0.52
LTE psk | RightTilt | 21100 | 2535 1 0 22.37 2250 | -0.21 0.30 1.030 0.31
Band Z%MH ft
7 | (20MHz) Le 21100 | 2535 1 0 22.37 2250 | 3.72 0.55 1.030 0.57
Cheek
Left Tilt | 21100 | 2535 1 0 22.37 22.50 1.27 0.32 1.030 0.33
Right | 51695 | g97.5 1 0 23.59 24.00 | 0.21 0.12 1.099 0.13
Cheek
LTE psi | RightTilt | 21625 | 897.5 1 0 23.59 24.00 | 2.04 0.06 1.099 0.07
Band 1%MH Left
g | (10MHZ) € 21625 | 897.5 1 0 23.59 24.00 | -0.60 0.15 1.099 0.16
Cheek
Left Tilt | 21625 | 897.5 1 0 23.59 24.00 | -2.69 0.07 1.099 0.08
Right | 4300 | 847 1 0 23.41 2350 | -0.34 0.16 1.021 0.16
Cheek
LTE psk | RightTilt | 24300 | 847 1 0 23.41 2350 | 0.05 0.09 1.021 0.09
Band Z%MH Left
20 | (POMHZ) € 24300 | 847 1 0 23.41 2350 | -3.53 0.18 1.021 0.18
Cheek
Left Tilt | 24300 | 847 1 0 23.41 2350 | -3.02 0.10 1.021 0.10
Right
ook | 39150 | 2350 1 0 23.19 2350 | -1.02 0.10 1.074 0.11
LTE sk | RightTilt | 39150 | 2350 1 0 23.19 2350 | -2.05 0.05 1.074 0.05
Band (Z%MSHZ) Left
40 39150 | 2350 1 0 23.19 23.50 1.93 0.11 1.074 0.12
Cheek
Left Tilt | 39150 | 2350 1 0 23.19 23.50 1.67 0.06 1.074 0.06

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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9.2. Body-Worn 10g SAR Value

Report No.: TCT220810E070

Ve Meas LAERS Power Meas Reported
Band Mode P‘\’Nsi'ttrgon CH. (';/lrﬁl) Power JL"DZ‘\*A',; Drit | SAR10g ?:Zl:';g? SAR10g (\kl';"}g;)
0,
5mm @m) | Pigm | ) | Whkg) (Wikg)
Back 60 902 33.43 33.50 -2.54 0.22 1.016 0.22
voice
Front 60 902 33.43 33.50 -1.07 0.11 1.016 0.11
Back 60 902 32.88 33.00 2.28 0.20 1.028 0.21
Front 60 902 32.88 33.00 0.65 0.10 1.028 0.10
GSM900
Left 60 902 32.88 33.00 -1.44 0.02 1.028 0.02
GPRS
2 slots )
Right 60 902 32.88 33.00 -1.12 0.02 1.028 0.02
Top 60 902 32.88 33.00 2.81 0.01 1.028 0.01
Bottom 60 902 32.88 33.00 1.07 0.01 1.028 0.01
Back 700 1747.8 29.93 30.00 -2.79 0.73 1.016 0.74
voice
Front 700 1747.8 29.93 30.00 -1.34 0.43 1.016 0.44
Back 700 1747.8 25.96 26.00 0.61 0.87 1.009 0.88
2.00
Front 700 1747.8 25.96 26.00 -1.37 0.52 1.009 0.52
GSM1800
Left 700 1747.8 25.96 26.00 -2.61 0.01 1.009 0.01
GPRS
4 slots )
Right 700 1747.8 25.96 26.00 0.69 0.01 1.009 0.01
Top 700 1747.8 25.96 26.00 0.44 0.01 1.009 0.01
Bottom 700 1747.8 25.96 26.00 -1.54 0.02 1.009 0.02
Back 9750 1950 22.56 23.00 0.55 0.35 1.107 0.39
Front 9750 1950 22.56 23.00 -3.54 0.20 1.107 0.22
Left 9750 1950 22.56 23.00 -1.40 0.03 1.107 0.03
WCDMA
RMC
Band |
Right 9750 1950 22.56 23.00 3.05 0.02 1.107 0.02
Top 9750 1950 22.56 23.00 -1.35 0.01 1.107 0.01
Bottom 9750 1950 22.56 23.00 1.03 0.01 1.107 0.01
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Back 2788 897.6 22.78 23.00 -0.12 0.64 1.052 0.67
Front 2788 897.6 22.78 23.00 2.34 0.34 1.052 0.36
Left 2788 897.6 22.78 23.00 0.51 0.01 1.052 0.01
WCDMA RMC
Band VIII
Right 2788 897.6 22.78 23.00 -1.62 0.01 1.052 0.01
Top 2788 897.6 22.78 23.00 -1.04 0.02 1.052 0.02
Bottom 2788 897.6 22.78 23.00 3.16 0.01 1.052 0.01
Back 07 2442 14.97 15.00 1.13 0.35 1.007 0.35
Front 07 2442 14.97 15.00 -2.69 0.20 1.007 0.20
Left 07 2442 14.97 15.00 0.61 0.02 1.007 0.02
802.11b DATA
Right 07 2442 14.97 15.00 -1.69 0.01 1.007 0.01
Top 07 2442 14.97 15.00 1.21 0.01 1.007 0.01
Bottom 07 2442 14.97 15.00 2.63 0.01 1.007 0.01
Back 36 5180 9.05 9.50 -1.66 0.21 1.109 0.23
Front 36 5180 9.05 9.50 0.79 0.11 1.109 0.12
Left 36 5180 9.05 9.50 1.98 0.01 1.109 0.01
802.11a DATA
Right 36 5180 9.05 9.50 -1.02 0.01 1.109 0.01
Top 36 5180 9.05 9.50 2.34 0.01 1.109 0.01
Bottom 36 5180 9.05 9.50 3.32 0.01 1.109 0.01
Back 157 5785 9.28 9.50 -0.30 0.18 1.052 0.19
Front 157 5785 9.28 9.50 -1.36 0.10 1.052 0.11
Left 157 5785 9.28 9.50 -2.60 0.01 1.052 0.01
802.11ac DATA
Right 157 5785 9.28 9.50 -3.66 0.01 1.052 0.01
Top 157 5785 9.28 9.50 2.51 0.01 1.052 0.01
Bottom 157 5785 9.28 9.50 1.65 0.01 1.052 0.01

2.00
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P-giisttio Freq RS RB A TLLJane- P I, Scaling Re%orte
Band Mode . CH. . allocatio Power e Drift SAR10g
n with (MHz) . offset (dBm) Limit (%) (Wikg) Factor SAR10g
5mm (dBm) 9 (W/kg)
Back 18300 1950 1 0 22.98 23.00 -0.34 0.55 1.005 0.55
Front 18300 1950 1 0 22.98 23.00 -1.60 0.30 1.005 0.30
LTE QPSK Left 18300 1950 1 0 22.98 23.00 -1.61 0.02 1.005 0.02
Band | 50MHz) _
1 Right 18300 1950 1 0 22.98 23.00 -2.62 0.02 1.005 0.02
Top 18300 1950 1 0 22.98 23.00 -1.33 0.01 1.005 0.01
Bottom 18300 1950 1 0 22.98 23.00 2.07 0.01 1.005 0.01
Back 19575 | 1747.5 1 0 22.16 22.50 0.25 0.44 1.081 0.48
Front 19575 | 1747.5 1 0 22.16 22.50 0.20 0.22 1.081 0.24
LTE QPSK Left 19575 17475 1 0 22.16 22.50 -1.46 0.02 1.081 0.02
Band | 50MHz) _
3 Right 19575 17475 1 0 22.16 22.50 1.06 0.01 1.081 0.01
Top 19575 17475 1 0 22.16 22.50 2.07 0.01 1.081 0.01
Bottom 19575 1747.5 1 0 22.16 22.50 3.21 0.01 1.081 0.01
Back 21100 2535 1 0 22.37 22.50 0.32 0.48 1.030 0.49
Front 21100 2535 1 0 22.37 22.50 -1.68 0.28 1.030 0.29
LTE QPSK Left 21100 2535 1 0 22.37 22.50 1.63 0.02 1.030 0.02
Band | 50MHz) _
7 Right 21100 2535 1 0 22.37 22.50 2.55 0.02 1.030 0.02
Top 21100 2535 1 0 22.37 22.50 -3.72 0.01 1.030 0.01
Bottom 21100 2535 1 0 22.37 22.50 1.30 0.01 1.030 0.01
Back 21625 897.5 1 0 23.59 24.00 -0.33 0.47 1.099 0.52
Front 21625 897.5 1 0 23.59 24.00 -0.93 0.27 1.099 0.30
LTE QPSK Left 21625 897.5 1 0 23.59 24.00 -1.25 0.01 1.099 0.01
Band | (15MHz) _
8 Right 21625 897.5 1 0 23.59 24.00 241 0.01 1.099 0.01
Top 21625 897.5 1 0 23.59 24.00 -3.33 0.02 1.099 0.02
Bottom | 21625 897.5 1 0 23.59 24.00 2.62 0.01 1.099 0.01
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Back 24300 847 1 0 23.41 23.50 -1.85 0.52 1.021 0.53

Front 24300 847 1 0 23.41 23.50 -1.73 0.27 1.021 0.28

LTE Left 24300 847 1 0 23.41 23.50 1.30 0.02 1.021 0.02
Band Vad]

(20MHz) _

20 Right 24300 847 1 0 23.41 23.50 -2.14 0.01 1.021 0.01

Top 24300 847 1 0 23.41 23.50 -3.01 0.01 1.021 0.01

Bottom 24300 847 1 0 23.41 23.50 2.16 0.01 1.021 0.01

Back 39150 2350 1 0 23.19 23.50 -0.87 0.76 1.074 0.82

Front 39150 2350 1 0 23.19 23.50 -3.60 0.46 1.074 0.49

LTE Left 39150 2350 1 0 23.19 23.50 1.75 0.02 1.074 0.02
Band QPSK
20MHz

40 ( ) Right 39150 2350 1 0 23.19 23.50 2.06 0.01 1.074 0.01

Top 39150 2350 1 0 23.19 23.50 -1.09 0.01 1.074 0.01

Bottom 39150 2350 1 0 23.19 23.50 2.61 0.01 1.074 0.01

Note:

1. Body-worn SAR testing was performed at Omm separation, and this distance is determined by the handset
manufacturer that there will be body-worn accessories that users may acquire at the time of equipment
certification, to enable users to purchase aftermarket body-worn accessories with the required minimum
separation.

Determination of the worst-case configuration and all configurations with less than 3 dB of applicable limits.

3. When 10g SAR < 1.0 W/kg, testing for low and high channel is optional.

~
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9.3. Front-to-face 10g SAR

L Meas b8 Power Meas Reported
Band Mode | osiion | oy Fred. | power | TUeU | Thin | sariog | SC@ING | gaRigg | Limit
with (MHz) (dBm) p Power %) (Wikg) Factor (W/kg) (W/Kg)
10mm (dBm)
GSM900 |  voice Front 60 902 | 3343 | 3350 | 233 0.06 1.016 0.06
GSM1800 |  voice Front 700 17478 | 2993 | 3000 | -171 0.23 1.016 0.23
V‘égﬁév'f RMC Front 9750 1950 | 2256 | 23.00 | 2.02 0.10 1.107 0.11
WCDMA RMC Front 2788 897.6 | 2278 | 2300 | -0.89 0.19 1.052 0.20 4.00
Band VIII
802.11b DATA Front 07 2442 | 1497 | 1500 | 1.22 0.10 1.007 0.10
802.11a DATA Front 36 5180 | 9.05 950 | -0.92 0.06 1.109 0.07
802.11ac | DATA Front 157 5785 | 9.28 950 | -1.33 0.05 1.052 0.05
PZiisttio Freq. R . RB e T”r!e‘.Up POWer B Scaling Reriorte
Band | Mode | yyih | M| (g | 109N | offser '(Ddoé"’rﬁ)r ('a'é“n'nt) '(30;';‘ S&,F;&O)g Factor | SAR10g
10mm g 9 (W/kg)
LTE
Band (2(?)|:/ISI-|K2) Front | 18300 | 1950 1 0 2208 | 2300 | 1.04 0.15 1.005 0.15
1
LTE "\ opsk
Band | VS | Front | 19575 | 1747.5 1 0 216 | 2250 | 017 0.11 1.081 0.12
3
LTE "\ opsk
Band | 2NN | Front | 2100 | 2535 1 0 237 | 2250 | -016 | o0.18 1.030 0.19
7
LTE "\ opsk
Band | QU | Front | 21625 | 8975 1 0 2359 | 2400 | 154 0.17 1.099 0.19
8
LTE "\ opsk
Band | VS| Front | 24300 | 847 1 0 2341 | 2350 | -024 | o017 1.021 0.17
20
LTE | opsk
Band Front | 39150 | 2350 1 0 2319 | 2350 | 021 0.26 1.074 0.28
40 (20MHz)
Note:

1. Front-to-face SAR testing was performed at 10mm separation.
2. Determination of the worst-case configuration and all configurations with less than 3 dB of applicable limits.
3. When 10g SAR < 2.0 W/kg for front-to-face, testing for low and high channel is optional.
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9.4. Wrist Worn 10g SAR
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Ve Meas LAERS Power Meas Reported
Band Mode P‘\’Nsi'ttrgon CH. (';Ara‘l') Power JL"DZ‘\*A',; Drit | SAR10g ?:Zl:';g? SAR10g (\kl';"}g;)
0,
o @Bm) | PESmST | o) | whko) Wikg)
voice Back 60 902 3343 | 3350 | -0.27 0.62 1.016 0.63
GSM900
GPRS
Back 60 902 32.88 | 33.00 1.33 0.54 1.028 0.56
2 slots
voice Back 700 1747.8 | 29.93 | 30.00 2.12 111 1.016 1.13
GSM1800
GPRS
Back 700 17478 | 2596 | 26.00 1.05 1.16 1.009 1.17
4 slots
V‘é‘;ﬁg"ﬁ RMC Back 9750 1950 | 2256 | 23.00 | -0.57 0.63 1.107 0.70 4.00
\B"{; ﬁgm RMC Back 2788 | 897.6 | 2278 | 2300 | -2.02 1.16 1.052 122
802.11b DATA Back 07 2442 | 1497 | 1500 | -056 0.69 1.007 0.69
802.11a DATA Back 36 5180 9.05 9.50 1.14 0.31 1.109 0.34
802.11ac DATA Back 157 5785 9.28 9.50 -2.02 0.29 1.052 0.31
e RB Ave Tune-Up | Power Meas Reported
Band | Mode | OO | CH. (';AreH‘;) allocatio | F° | Power | Limit | Drift | SAR10g ?:?C';g? SAR10g
P n @Bm) | @m) | o) | Wko) Wikg)
TE | opsk
Band Back | 18300 | 1950 1 0 2298 | 2300 | -0.03 0.83 1.005 0.83
1 (20MHz)
TE | opsk
Band Back | 19575 | 1747.5 1 0 2216 | 2250 | 1.07 0.76 1.081 0.82
3 (20MHz)
TE | opsk
Band Back | 21100 | 2535 1 0 2237 | 2250 | -2.43 0.96 1.030 0.99
7 (20MHz)
TE | opsk
Band Back | 21625 | 897.5 1 0 2359 | 2400 | -0.75 0.91 1.099 1.00
5| (20MHz)
TE | opsk
Band Back | 24300 | 847 1 0 2341 | 2350 | -0.95 0.97 1.021 0.99
00 | omHz)
LTE | opsk
Band Back | 39150 | 2350 1 0 2319 | 2350 | -0.19 1.34 1.074 1.44
o0 | omHz)
Note:

1.  Wrist Worn SAR testing was performed at Omm separation, and this distance is determined by the handset
manufacturer that there will be body-worn accessories that users may acquire at the time of equipment
certification, to enable users to purchase aftermarket body-worn accessories with the required minimum
separation.

2. Determination of the worst-case configuration and all configurations with less than 3 dB of applicable limits.

3. When 10g SAR < 2.0 W/kg for wrist worn, testing for low and high channel is optional.

Hotline: 400-66

11-140

Tel: 86-755-27673339
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9.5. Simultaneous Transmission Considerations

The device contain transmitters (GSM & WIFI, GPRS & WIFI, RMC & WIFI, HSDPA &

WIFI, HSUPA & WIFI, LTE & WIFI, GSM & Bluetooth, LTE & Bluetooth, GPRS &

Bluetooth, RMC & Bluetooth, HSDPA & Bluetooth, HSUPA & Bluetooth) can transmit

multiple transmission modes at the same time, determining the threshold power level

available to the secondary transmitter (Pavailanle) iS to calculate it from the measured

peak spatial-average SAR of the primary transmitter (SAR;) according to the equation:
Pavailable = Pthm - (SARIim - SAR1) / SAR;,

where Py, is the threshold exclusion power level taken from Annex B of IEC 62479 for the frequency of

the secondary transmitter at the separation distance used in the testing.

The maximum SAR; of head is 0.57 W/Kg, so

Pavailable =20mW x (2.0 - 0.57/2.0=14.30mW
The maximum power of 2.4GWIFI is 14.97 dBm =32.81mw > Pavailable;
So the SAR measurement for the secondary transmitter of 2.4Gwifi is necessary
The maximum power of 5GWIFI is 9.28 dBm =8.47mw < Pavailable;
So the SAR measurement for the secondary transmitter of 5Gwifi is necessary
The maximum power of BT is 4.42 dBm=2.77mw < Pavailable,
So the SAR measurement for the secondary transmitter of BT is hot necessary
NFC power is less than pavailable; and can be exempted from evaluation
The maximum SAR; of body-worn is 0.88W/Kg, so

Pavailable =20mW x (2.0 -0.88)/2.0=11.20mW
The maximum power of 2.4GWIFl is 14.97 dBm =31.41mw > Pavailable,
So the SAR measurement for the secondary transmitter of 2.4Gwifi is necessary
The maximum power of 5GWIFI is 9.28 dBm =8.47mw < Pavailable,
So the SAR measurement for the secondary transmitter of 5Gwifi is necessary
The maximum power of BT is 4.42 dBm=2.77mw < Pavailable,
So the SAR measurement for the secondary transmitter of BT is not necessary
NFC power is less than pavailable; and can be exempted from evaluation
The maximum SAR; of Front-to-face is 0.28W/Kg, so

Pavailable =20mW x (4.0 — 0.28)/4.0=18.60mW
The maximum power of 2.4GWIFI is 14.97 dBm =31.41mw > Pavailables
So the SAR measurement for the secondary transmitter of 2.4Gwifi is necessary
The maximum power of 5GWIFI is 9.28 dBm =8.47mw < Pavailables
So the SAR measurement for the secondary transmitter of 5Gwifi is necessary
The maximum power of BT is 4.42 dBm=2.77mw < Pavailable;
So the SAR measurement for the secondary transmitter of BT is not necessary
NFC power is less than pavailable; and can be exempted from evaluation
The maximum SAR,4 of Wrist Worn is 1.44W/Kg, so

Pavailable =20mW x (4.0 — 1.44)/4.0=12.80mW
The maximum power of 2.4GWIFI is 14.97 dBm =31.41mw > Pavailable,
So the SAR measurement for the secondary transmitter of 2.4Gwifi is necessary
The maximum power of 5SGWIFI is 9.28 dBm =8.47 < Pavailable,
So the SAR measurement for the secondary transmitter of 5Gwifi is necessary
The maximum power of BT is 4.42 dBm=2.77mw < Pavailable,
So the SAR measurement for the secondary transmitter of BT is not necessary
NFC power is less than pavailable; and can be exempted from evaluation
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So highest simultaneous Transmission Procedures as below:

Report No.: TCT220810E070

PosHon WWAN | g | wWONSG | Lo | L
Head Mode 9 (WiK9) | saR10g (Wikg) | SAR10g (W/kg) (VV/kg)l (WiKg)
Right Left Right Left Right Left
Cheek Cheek Cheek Cheek | Cheek | Cheek
GSM 900 0.09 0.11 0.36 0.38 0.18 0.16 0.49
GSM1800 0.20 0.22 0.36 0.38 0.18 0.16 0.60
WCDMA Band | 0.13 0.15 0.36 0.38 0.18 0.16 0.53
WCDMA Band VI 0.16 0.18 0.36 0.38 0.18 0.16 0.56
LTE Band 1 0.24 0.26 0.36 0.38 0.18 0.16 0.64
LTE Band 3 0.45 0.48 0.36 0.38 0.18 0.16 0.86 200
LTE Band 7 0.52 0.57 0.36 0.38 0.18 0.16 0.95
LTE Band 8 0.13 0.16 0.36 0.38 0.18 0.16 0.54
LTE Band 20 0.16 0.18 0.36 0.38 0.18 0.16 0.56
LTE Band 40 0.11 0.12 0.36 0.38 0.18 0.16 0.50
Note: 2 SAR1 is equal to the maximum value of the sum of Right Cheek or Left Cheek
N WWAN | WLAN -2.4G | WLAN -5G b3 Limit
Body Mode Position | SAR10g SAR10g SAR10g SAR, (W/Kg)
(Wihkg) | (Wikg) (Whkg) | (Wikg)
GSM 900 (GPRS) Back 0.22 0.35 0.23 0.57
GSM1800(GPRS) Back 0.88 0.35 0.23 1.23
WCDMA Band | Back 0.39 0.35 0.23 0.74
WCDMA Band VIl Back 0.67 0.35 0.23 1.02
LTE Band 1 Back 0.55 0.35 0.23 0.90 200
LTE Band 3 Back 0.48 0.35 0.23 0.83
LTE Band 7 Back 0.49 0.35 0.23 0.84
LTE Band 8 Back 0.52 0.35 0.23 0.87
LTE Band 20 Back 0.53 0.35 0.23 0.88
LTE Band 40 Back 0.82 0.35 0.23 1.17
Front-to-face Position mf(% V;Lfg W5LéN % vi/ﬁgf (\k};nlg;)

Hotline: 400-6611-140
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(W/kg) SAR10g SAR10g
(W/kg) (W/kg)

GSM 900 (voice) Front 0.06 0.10 0.07 0.16
GSM1800(voice) Front 0.23 0.10 0.07 0.33
WCDMA Band | Front 0.11 0.10 0.07 0.21
WCDMA Band VIl Front 0.20 0.10 0.07 0.30
LTE Band 1 Front 0.15 0.10 0.07 0.25

LTE Band 3 Front | 0.12 0.10 0.07 0.22 R
LTE Band 7 Front 0.19 0.10 0.07 0.29
LTE Band 8 Front 0.19 0.10 0.07 0.29
LTE Band 20 Front 0.17 0.10 0.07 0.27
LTE Band 40 Front 0.28 0.10 0.07 0.38

. " LEAAZa V;Lfg VYIS_éN S SAR Limit

Wrist Worn Position S(Cvljligo)g S AI.? 10g | SAR10g (VV/kg)Z (WiKg)

(Whkg) | (W/kg)
GSM 900 (GPRS 2slots) Back 0.63 0.69 0.34 0.97
GSM1800(GPRS 4slots) Back 1.17 0.69 0.34 151
WCDMA Band | Back 0.70 0.69 0.34 1.04
WCDMA Band VIl Back 1.22 0.69 0.34 1.56
LTE Band 1 Back 0.83 0.69 0.34 1.17
LTE Band 3 Back 0.82 0.69 0.34 1.16 400

LTE Band 7 Back 0.99 0.69 0.34 1.33
LTE Band 8 Back 1.00 0.69 0.34 1.34
LTE Band 20 Back 0.99 0.69 0.34 1.33
LTE Band 40 Back 1.44 0.69 0.34 1.78

Hotline: 400-6611-140
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9.6. Measurement Uncertainty (450MHz-3GHz)

Report No.: TCT220810E070

UNCERTAINTY EVALUATION FOR HEADSET SAR

- . . . Std. Std.

Uncertainty Component Descriptio | Uncertainty I.Dro'bablly Div. (D (D) unc. unc.
n Value(%) Distribution 1g 10g 19(%) | 10g(%)
Measurement system
Probe calibration 7.2.1 5.8 N 1 1 1 5.8 5.8
Axial isotropy 7.2.1.1 35 R J3 | @C)”® | a-cy? | 1.43 | 143
Hemispherical isotropy 7.2.11 5.9 R ﬁ ,/Cp ,/Cp 241 241
Boundary Effects 7.2.1.4 1.00 R J3 1 1 058 | 0.58
Linearity 7.2.1.2 4.70 R NE) 1 1 271 | 271
System detection limits 7.21.2 1 R \/3_’ 1 1 0.58 0.58
Modulation Response 7.2.13 3 N 1 1 1 3.00 3.00
Readout Electronics 7.2.1.5 0.5 N 1 1 1 0.50 0.50
Response Time 7.2.16 0 R 3 1 1 0.00 | 0.00
Integration Time 7.2.1.7 1.4 R \/§ 1 1 0.81 0.81
RF Ambient
Conditions-Noise 7.2.3.7 3 R 3 1 1 173 | 1.73
RF Ambient
Conditions-Reflection 1231 8 R ‘/§ ! ! 1.73 173
Probe positioned
mechanical Tolerance 7.2.2.1 14 R ‘/§ 1 1 0.81 0.81
Probe positioning with
respect to phantom shell 7.2.2.3 14 R ‘/5 1 1 0.5% 0.81
Extrapolation interpolation
and integration algorithms 7.2.4 2.3 R 1 1 1 1.33 1.33
for Max. SAR evaluation
Test sample related
Test sample positioning 72244 2.6 1 1 1 2.60 2.60
. . 72242

Device holder uncertainty 79543 3 1 1 1 3.00 3.00
output power variation-SAR
drift measurement 7.2.3.6 5 R 3 1 1 289 | 2.89
SAR scaling 725 2 R 3 1 1 115 | 1.15
Phantom and tissue parameters
Phantom uncertainty
(shape and thickness 7222 4 R 3 1 1 231 | 231
tolerances)
uncertainty in SAR
correction for deviation (in 7.2.6 2 N 1 1 0.84 | 2.00 | 1.68
permittivity and
conductivity)
Liquid conductivity 7.235 2.5 N 1| 078 071 | 195 | 1.78
(temperature uncertainty)
Liquid conductivity 7.2.3.3 4 N 1 | 023 026 | 092 | 1.04
-measurement uncertainty
Liquid permittivity 7.2.35 25 N 1 0.78 071 | 195 | 178
(temperature uncertainty)
Liquid permittivity 7.2.3.4 5 N 1 | 023 026 | 115 | 1.30
measurement uncertainty
Combln_ed standard RSS 10.83 | 1054
uncertainty
Expanded uncertainty
(95%CONFIDENCEINTER k 21.26 21.08
VAL
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UNCERTAINTY FOR PERFORMANCE CHECK

. . . Std. Std.

Uncertainty Component Description U\r;;lig?;/:: )ty Dliasrt? ité)auk:ilgn Div. (fé) (1(83 unc. uUnc.
19(%) | 10g(%)

Measurement system
Probe calibration 7.2.1 5.8 N 1 1 1 5.8 5.8
Axial isotropy 7.2.1.1 35 R 3 | 1-CM? | 1-Cy'? | 1.43 | 1.43
Hemispherical isotropy 7211 5.9 R \/§ ,/Cp Cp 241 241
Boundary Effects 7.2.1.4 1.00 R 3 1 1 0.58 | 0.58
Linearity 7.2.1.2 4.70 R 3 1 1 271 | 271
System detection limits 7212 1 R 3 1 1 058 | 0.58
Modulation Response 7.2.13 3 N 1 1 1 0.00 0.00
Readout Electronics 7.2.1.5 0.5 N 1 1 1 0.50 0.50
Response Time 7.2.16 0 R 3 1 1 0.00 | 0.00
Integration Time 7.21.7 1.4 R \/3_’ 1 1 0.81 0.81
RF Ambient
Conditions-Noise 7.2.37 3 R 3 1 1 1.73 | 173
RF Ambient
Conditions-Reflection /237 3 R ‘/§ L L 173 173
Probe positioned
moechanical Tolerance 7.2.2.1 1.4 R 3 1 1 081 | 0.81
Probe positioning with
respect to phantom shell 7.2.2.3 1.4 R 3 1 1 0.81 | 0.81
Extrapolation
interpolation and
integration algorithms for 724 23 R 1 1 1 QF 1.33
Max.SAR evaluation
Dipole
Deviation of experimental
source from numerical 4 N 1 1 1 4.00 4.00
source
Input power and SAR drift | 7 5 5 ¢ 5 R NG 1 1 2.89 | 2.89
measurement
Dipole axis to liquid
distance 2 R ‘/§ L L
Phantom and tissue parameters
Phantom uncertainty
(shape and thickness 7222 4 R ﬁ 1 1 231 231
tolerances)
uncertainty in SAR
correction for deviation (in | 7, ¢ 2 N 1 1 084 | 200 | 1.68
permittivity and
conductivity)
Liquid conductivity 7.2.35 25 N 1| o078 071 | 195 | 178
(temperature uncertainty)
Liquid conductivity
-measurement 7.2.3.3 4 N 1 0.23 0.26 0.92 1.04
uncertainty
Liquid permittivity 7.2.35 2.5 N 1 0.78 071 | 1.95 | 1.78
(temperature uncertainty)
Liquid permittivity 7.2.34 5 N 1 0.23 026 | 115 | 1.30
measurement uncertainty
Combln_ed standard RSS 10.15 | 10.05
uncertainty
Expanded uncertainty
(95%CONFIDENCEINTE k 20.29 20.10
RVAL

Hotline: 400-6611-140

Tel: 86-755-27673339
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Page 44 of 226

http://www.tct-lab.com




TCT

9.7. Test Equipment List

Report No.: TCT220810E070

Serial Calibration
Test Equipment Manufacturer Model Calibration Calibration
Number
Date Due
PC Lenovo H3050 N/A N/A N/A
Signal Generator Agilent N5182A MY47070282 | Jul. 04, 2022 | Jul. 03, 2023
Multimeter Keithley M“ggggter 4078275 | Jul. 04,2022 | Jul. 03, 2023
Network Analyzer Agilent 8753E US38432457 | Jul. 04, 2022 | Jul. 03, 2023
Wideband Radio
Communication R&S CMW500 114220 Jul. 04, 2022 | Jul. 03, 2023
Tester
Power Meter Agilent E4418B GB43312526 | Jul. 04, 2022 | Jul. 03, 2023
Power Meter Agilent E4416A MY45101555 | Jul. 04, 2022 | Jul. 03, 2023
Power Meter Agilent N1912A MY50001018 | Jul. 04, 2022 | Jul. 03, 2023
Power Sensor Agilent E9301A MY41497725 | Jul. 04, 2022 | Jul. 03, 2023
Power Sensor Agilent E9327A MY44421198 | Jul. 04, 2022 | Jul. 03, 2023
Power Sensor Agilent E9323A MY53070005 | Jul. 04, 2022 | Jul. 03, 2023
Power Amplifier PE PE15A4019 112342 N/A N/A
Directional Coupler Agilent 722D MY52180104 N/A N/A
Attenuator Chensheng FF779 134251 N/A N/A
. SN 36/20
E-Field PROBE MVG SSE2 EPGO346 Oct. 08, 2021 | Oct. 07, 2022
SN 16/15 DIP
DIPOLE 750 MVG SID 750 0G750-368 Jun. 05, 2021 | Jun. 04, 2024
SN 16/15 DIP
DIPOLE 900 MVG SID 900 0G900-370 Jun. 05, 2021 | Jun. 04, 2024
SN 16/15 DIP
DIPOLE 1800 MVG SID 1800 1G800-371 Jun. 05, 2021 | Jun. 04, 2024
SN 16/15 DIP
DIPOLE 2000 MVG SID 2000 2G000-373 Jun. 05, 2021 | Jun. 04, 2024
SN 16/15 DIP
DIPOLE 2450 MVG SID2450 2G450-374 Jun. 05, 2021 | Jun. 04, 2024
SN 16/15 DIP
DIPOLE 2600 MVG SID2600 2G600-375 Jun. 05, 2021 | Jun. 04, 2024
SN 13/14
DIPOLE 5G MVG SID 5G WGA32 May 15, 2021 | May 14, 2024
Communication SN 39/14
Antenna MVG ANTA59 ANTAS9 N/A N/A
Mobile Phone SN 19/15
Position Device MVG MSH101 MSH101 N/A N/A
SN 19/15
SAM PHANTOM MVG SAM120 SAM120 N/A N/A
SN 19/15
PHANTOM TABLE MVG TABP101 TABP101 N/A N/A
SN 19/15
Robot TABLE MVG TABP61 TABP61 N/A N/A
6 AXIS ROBOT KUKA KR6-R900 501822 N/A N/A
Note:

1.N/A means this equipment no need to calibrate
2.Each Time means this device need to calibrate every use time

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT220810E070

10. System Check Results

Date of measurement: 08/15/2022 Test mode: 900MHz (Head)
Product Description: Validation

Dipole Model: SID900

E-Field Probe: SSE2 (SN 36/20 EPGO346)

Phantom Validation plane
Input Power 31.6mW
Frequency (MHz) 900.000000
Relative permittivity (real part) 41.923440
Relative permittivity (imaginary part) 18.359541
Conductivity (S/m) 0.960017
Variation (%) -0.040000
SAR 10g (W/Kg) 0.212972
SAR 1g (W/KQg) 0.332613
SURFACE SAR VOLUME SAR

Page 46 of 226
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Report No.: TCT220810E070

Z (mm)

0.00 4.00

9.00

14.00

19.00

SAR (W/KQ)

0.5056 0.3693

0.2494

0.1719

0.1225

ShE (K ke)
o o oo o ooo o

51 -5

:45—\

40 - \

L35-

a0- P

E5- M,

L20-

.15-

"""h..-.-

.08 -

Z (mm)

I
o2 4 & & 10 12 14 16 15 20 22 24 28 23 30

Hot spot position
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I C I Report No.: TCT220810E070

Date of measurement: 08/17/2022 Test mode: 1800MHz (Head)
Product Description: Validation

Dipole Model: SID1800

E-Field Probe: SSE2 (SN 36/20 EPGO346)

Phantom Validation plane
Input Power 31.6mwW
Frequency (MHz) 1800.000000
Relative permittivity (real part) 38.854207
Relative permittivity (imaginary part) 13.770436
Conductivity (S/m) 1.412109
Variation (%) -0.010000
SAR 10g (W/Kg) 0.633056
SAR 1g (W/KQ) 1.156185
SURFACE SAR VOLUME SAR

SRR SAR

Colors Seals
W/kg)
1.251721

Celers Seals
(Wkg)
1245252

0.9L4106 0.390904

I-Cuts Control I-Cats Contrel
< Upper Cut
I=14t0 mm Z=1%t0 LU
SV Can e Cen

o X (mm) [0 T (om)
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I C I Report No.: TCT220810E070

Z (mm) 0.00 4.00 9.00 14.00 19.00

SAR (W/KQ) 1.9743 1.3143 0.7807 0.4734 0.3027

1.97-

1.75—\

N
150N

1.25- P,

1.00- M,

0.75- N
HK—

0.50- -
[

0 19- — —

I I I
o2 4 & & 10 12 14 16 13 20 22 24 26 =23 30

T (mm)

SAR (W/ks)

Hot spot position
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Report No.: TCT220810E070

Product Description: Validation
Dipole Model: SID2000
E-Field Probe: SSE2 (SN 36/20 EPGO346)

Date of measurement: 08/18/2022 Test mode: 2000MHz (Head)

Phantom Validation plane
Input Power 31.6mW
Frequency (MHz) 2000.000000
Relative permittivity (real part) 39.721249
Relative permittivity (imaginary part) 12.468850
Conductivity (S/m) 1.430792
Variation (%) -0.450000
SAR 10g (W/Kg) 0.673813
SAR 1g (W/Kg) 1.298495
SURFACE SAR VOLUME SAR

Celors Seals
kgl
1. 408782

0. 97020

o X (mn) [0 T (om)

Hotline: 400-6611-140  Tel: 86-755-27673339
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I C I Report No.: TCT220810E070

Z (mm) 0.00 4.00 9.00 14.00 19.00

SAR (W/Kg) 2.1749 1.4043 0.7969 0.4595 0.2803

AT-

SR (f/kg)
e

[4)}

]

|

5 - N,

50 - [P,
‘H

H""h

I I
o2 4 & & 10 12 14 16 13 20 22 24 26 =23 30

T (mm)

Hot spot position
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Report No.: TCT220810E070

Product Description: Validation
Dipole Model: SID2450
E-Field Probe: SSE2 (SN 36/20 EPGO346)

Date of measurement: 08/22/2022 Test mode: 2450MHz (Head)

Phantom Validation plane
Input Power 31.6mwW
Frequency (MHz) 2450.000000
Relative permittivity (real part) 38.352823
Relative permittivity (imaginary part) 13.671675
Conductivity (S/m) 1.925428
Variation (%) -0.510000
SAR 10g (W/Kg) 0.740967
SAR 1g (W/Kg) 1.590162
SURFACE SAR VOLUME SAR

Celors Seals
kgl
1743245

1105712

o X (mm) [0 T (om)

SAR

Celors Seals
(Wkgh
1757685

0.488330

Hotline: 400-6611-140  Tel: 86-755-27673339
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 2.6697 1.6242 0.8388 0.4321 0.2349
2 T_
N
70-— 4
%ﬂ 1.5- \\
e N
E 1.0-
Mo
0.5- "“'*-...____-_
I:I.l—I o |
0 2 4 B & 10 17 14 16 15 20 27 24 26 25 30
Z (mm)

Hot spot position
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I C I Report No.: TCT220810E070

Date of measurement: 08/23/2022 Test mode: 2600MHz (Head)
Product Description: Validation

Dipole Model: SID2600

E-Field Probe: SSE2 (SN 36/20 EPGO346)

Phantom Validation plane

Input Power 31.6mW

Frequency (MHz) 2600.000000

Relative permittivity (real part) 38.342158

Relative permittivity (imaginary part) 13.671675

Conductivity (S/m) 1.921254

Variation (%) -0.470000

SAR 10g (W/KQ) 0.782541

SAR1g (W/Kg) 1.690254

SURFACE SAR VOLUME SAR

SAR Visualisation Graphical Interface SAR ¥isualization Graphical Interface

Surface Radiated Intensity o Boffdut Volume Radiated Intensity Toon Tn/lut

Colors Seals ey Colors Seals i
M/ke)

'ke)
1962203 120]
1800185
1 836186
1776177
1.714189
1652180
1.590151
1.526143
1466134
1.404125
1342117
1.280108

1986694 120}
1425323
1863752
1802180
1.740609
1673038
1617467
0555355
0484325
0432753
0371162

0308611
0248040
0.186458
0.124897 = 7]
sz

Z-Cuts Control

<< Upper Cut
mn

7= to

1218089
0. 158081
0. 094082 =
s

120} -120-}

-181

By p ) T ! iy * n n 0y | gL
SE Cancel 150 -120 90 -€0 -0 O 30 B0 80 120 150 SwE Cencel
X

By p " y ) ? * n ! ) !
-150 -120 -€0 -60 -3 0 30 80 90 120 150
T

o X (m) [0 T (om)
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/Kg) 2.8357 1.6928 0.8472 0.4195 0.2184
2.8-
2.5—\
N
. 2.0- \
SN
= 15- ™
E 1.0-
x
0.5- iﬁ"“"---.
0.1-

i I
o 2 4 6 & 10 12 14 16 18 20 22 24 26 25 30
T (mm)

Hot spot position
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Report No.: TCT220810E070

Product Description: Validation
Dipole Model: SID5200
E-Field Probe: SSE2 (SN 36/20 EPGO346)

Date of measurement: 08/30/2022 Test mode: 5200MHz (Head)

Phantom

Validation plane

Input Power

31.6mW

Frequency (MHz)

5200.000000

Relative permittivity (real part)

35.068832

Relative permittivity (imaginary part)

13.679428

Conductivity (S/m)

5.220788

Variation (%)

-0.820000

SAR 10g (W/KQ)

1.807521

SAR1g (W/KQ)

5.012481

SURFACE SAR

VOLUME SAR

SAR Visualisation Graphical Interface

Surface Radiated Intensity Zoom In/Out

150~

Colors Seale
W/kg)
5205019 120
5019963
4 494321
4.038018
7. 382995
2 320332
z.271070
1.216019
1. 16034¢

1. 104861
1.048019
0933350
0937885
0830031
0828019 &
IS

-1

ko, " " g " gy ! n " g d
SAE Bl -1S0 -120 -80 60 -30 0 a0 0 90 120 10
b

o X mm) 0 T (wn)

SAR Visualisation Graphical Interface

Colers Seale
H/kg)
5124117
5.017832
4.411489
4305148
4098117
3092460
3988117
2. 879774
2. 773430
2. BETOET
1.560744
1454117
1348058
0.241715

0131172
U Uzsed

I-Cats Control

<< Upper Cut

I=40

&)
\ﬂj Cancel

Volume Radiated Intensity B TR

150~

120

y =

=k, " " g T T ! n " g d
-1s0 -120 -8  -60 -3 0 a0 0 90 120 180
T
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Z (mm) 0.00 4.00 9.00 14.00 19.00

SAR (W/KQ) 5.0132 2.7584 1.5026 0.8252 0.4125

501-
4.50 _\
3.50 -
AN
2.00.—
2.50.- ‘\
2.00 -k Y
1.50 - N
1.00 - \b

=
003 - . P |

0 2 4 & 8 10 12 14 16 18 20 22 24 26 2B 30
Z {mmj

SAE [(Wike)

Hot spot position
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11. SAR Test Data

Report No.: TCT220810E070

GSM900

| MEASUREMENT 1 |

Middle Band SAR (Channel 60):

Date: 08/15/2022

Frequency (MHz)

902.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.359541

Conductivity (S/m)

0.960017

Variation (%)

-2.680000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm

Phantom

Left head

Device Position

Cheek

Band

GSM900

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Scale
(r/kz)

0. 14977¢ 120
n 14072

0.131R9R
0.122/F2
0.112A25
0. 104589
0. N9RRA2
N’ ARART &

0. 077479
0. 0AR44D
0. 053406

aaaaaa

uuuuuu

Z-Cuts Control

<< Upper Cut

=2

nn
Loyer Cut »>
—150-} " T " , v y ) b 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150
SAVE Cancel X

Fg{’ X (un) Fg" T ()

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /kcg)

0. 14005¢.
0 129711
0. 1753Ad
0. 11R01T
0. 110/70
0. 103323

nnnnnn
0.081282
0. 073935
0. DBBEEE

nnnnnn

0. 044547 B

uuuuuu

I-Cuts Controel

<< Upper Cut

7= 2

nn
Lover cut >>
—150-H 0 " ) 0 I v v T 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150
SAVE Cancel X

Maximum location:
SAR Peak:

X=-32.00, Y=-10.00
0.16 W/kg

SAR 10g (W/Kg)

0.107933

SAR 1g (W/KQ)

0.137377

Hotline: 400-6611-140  Tel: 86-755-27673339
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TESTING CENTRE TECHNOLOGY Report No.: TCT220810E070

Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 0.1572 0.1401 0.1196 0.1003 0.0824
0.16-
0. 14-—Pg
= ™~
= 0.1z \\\
:; 0.10 N
& ™~
0. 08 P,
0.07-, e .
0.02.66.07.5 12,6 17.5 22.5 0.0
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Hot spot position
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Report No.: TCT220810E070

[ MEASUREMENT 2

|

Middle Band SAR (Channel 60):

Date: 08/15/2022

Frequency (MHz)

902.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.359541

Conductivity (S/m)

0.960017

Variation (%)

-2.540000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

GSM900(voice)

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Beale
(F/kz)

0. 46417C
N 4=d11R
0. 4040AS
0374012
0. R429F0
0. 313907
0. PRARA

oooo

0.193R%A
0. 163643

0 133AR01
0.10373R8
0. 0734R5

uuuuuu

—120]

507 " T v v v * D D T d
-150 -120 -%0 -60 -30 O 30 60 90 120 150

-1
SKVE | Cancel '
e xGm G T Gm

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

0. 44542F 120
0 41749

0. 3R9427

0. 3R1421

0. 332410

0. 305418
0277417

0 240410
0.221414
0.19341%
0.165412

0 137411
0103409

0. 0R140R B

4+,

uuuuuu

I-Cuts Controel

<< Upper Cut
nn

=10

—150-8 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150
SAVE Cancel X

Maximum location
SAR Peak:

. X=16.00, Y=55.00
0.72 W/kg

SAR 10g (W/Kg)

0.222136

SAR1g (W/KQ)

0.418072
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Report No.: TCT220810E070
Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/Kg) | 0.7121 0.4454 0.2430 0.1370 0.0850
0.7-\
_0eY
e
= 0.4-
[t
3, \.‘__h\-
0.1- ——
"0)02. 858075 125 1T.5 22.5 30. 0
Z (mm}

Hot spot position
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Report No.: TCT220810E070

[ MEASUREMENT 3

|

Middle Band SAR (Channel 60):

Date: 08/15/2022

Frequency (MHz)

902.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.359541

Conductivity (S/m)

0.960017

Variation (%)

2.280000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

GSM900(GPRS 2slot)

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Beale
(F/kz)

0. 425550
n =a7417
0. 3702Rd
0. 24251
0_RIA0TR
0. 287385
0. PRQTRD
n 920110
0. 204486

0.17ARAR
0.145220
N 171887

B et e e e e e

-150 -120 -850 -60 -30 O 30 60 90 120 150
SKVE | Cancel '
F xem T em

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

120]
777777

0. RTAATA

0. 349547

0. 222429

0. 295315

0. 2RA201

0 241nA

0.213974

0. 1RARAN

0.153747

0 132A37

0. 105520

0. 07RADA B

0. 051292

UL UZeL (s

S
+

I-Cuts Controel

<< Upper Cut
nn

=10

-150-" 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150
SAVE Cancel X

Maximum location
SAR Peak:

. X=10.00, Y=56.00
0.70 W/kg

SAR 10g (W/Kg)

0.198427

SAR1g (W/KQ)

0.395478
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 0.6927 0.4309 0.2311 0.1253 0.0724
0. 7-
0 5-\\
g 0. 4- \
: N
W0, 2+
|
e
0.0+, T — |
0.02.85,07.5 12.5 17.5 22,58 30,0
Z (mm)

Hot spot position
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Report No.: TCT220810E070

GSM1800

|

MEASUREMENT 1

Middle Band SAR (Channel 700):

Date: 08/17/2022

Frequency (MHz)

1747.800049

Relative permittivity (real part)

38.854207

Relative permittivity (imaginary part)

13.770436

Conductivity (S/m)

1.412109

Variation (%)

0.310000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek

Band

GSM1800

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

0. PRAROG
0. 2RARRT
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X

Maximum location
SAR Peak:

. X=-42.00, Y=-8.00
0.44 W/kg

SAR 10g (W/Kg)

0.215667

SAR1g (W/KQ)

0.319096
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Z (mm) 0.00 4.00 9.00 14.00 19.00
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Middle Band SAR (Channel 700):

Date: 08/17/2022

Frequency (MHz)

1747.800049

Relative permittivity (real part)

38.854207

Relative permittivity (imaginary part)

13.770436

Conductivity (S/m)

1.412109

Variation (%)

-2.790000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

GSM1800(voice)

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Beale
(F/kz)
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1. 4703RR
1. 3FR027
1. 24RRAT
1. 133306
1. 02004

wwwwww

0. AR3RAL
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Z-Cuts Control
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Volume Radiated Intensity
150-
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SAVE Cancel X

Maximum location:
SAR Peak:

X=16.00, Y=-48.00
3.26 W/kg

SAR 10g (W/Kg)

0.734288

SAR1g (W/KQ)

1.593624
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Middle Band SAR (Channel 700):

Date: 08/17/2022

Frequency (MHz)

1747.800049

Relative permittivity (real part)

38.854207

Relative permittivity (imaginary part)

13.770436

Conductivity (S/m)

1.412109

Variation (%)

0.610000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

GSM1800(GPRS 4slot)

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Colors Beale
(F/kz)

1. 804544 120
1 ARALIR
1. 5AAZG2
1 4471AR
1. R2R040
1.208914
1. 0RGTRR
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0732410
0. 813284
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Z-Cuts Control
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Lover Cut »> =i
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SAVE Cancel X
Fie x o e
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Volume Radiated Intensity
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Colors Scale
(W /keg)
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=0
Lower Cut > =iy

—150-8 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

Maximum location:
SAR Peak:

X=-16.00, Y=-15.00
3.56 W/kg

SAR 10g (W/Kg)

0.871162

SAR1g (W/KQ)

1.767062
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WCDMA Band |

|

MEASUREMENT 1

Middle Band SAR (Channel 9750):

Date: 08/18/2022

Frequency (MHz) 1950.000000
Relative permittivity (real part) 39.721249
Relative permittivity (imaginary part) 12.468850
Conductivity (S/m) 1.430792
Variation (%) 2.820000

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

0191342
0177738
0. 1Ad12d
0. 150530
0.12R02R

n 192259
0.109717
0.09A11R
0. 082503

—150-3 " T " , v y ) b 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150
b4

Fﬂ(* X (un) @“" T ()

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Left head
Device Position Cheek
Band Bandl UMTS

SURFACE SAR VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

120]

nnnnnn
0. 195253
0. 1R2R4A
0. 170440
0. 158033
0. 145A2A
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<< Upper Cut
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e
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X

Maximum location
SAR Peak:

© X=-50.00, Y=-2.00
0.28 W/kg

SAR 10g (W/Kg)

0.138826

SAR1g (W/KQ)

0.209334
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TESTING CENTRE TECHNOLOGY Report No.: TCT220810E070
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[ MEASUREMENT 2

Middle Band SAR (Channel 9750):

Date: 08/18/2022

Frequency (MHz)

1950.000000

Relative permittivity (real part)

39.721249

Relative permittivity (imaginary part)

12.468850

Conductivity (S/m)

1.430792

Variation (%)

0.550000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body Back

Band

BAND1 WCDMAZ2100

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Colors Beale
(F/kz)

nnnnnn
0. 5AA0TS
0. 523452
0. 4RORRG
0. 438327
0. RORTA4
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SAVE |  Cancel x
Fe xom [ T Gan)

—120]

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
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Colors Scale
(W /keg)
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SAVE Cancel X

SAR Peak:

Maximum location: X=-7.00, Y=8.00

0.99 W/kg

SAR 10g (W/Kg)

0.352172

SAR1g (W/KQ)

0.614973
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WCDMA Band VIII

MEASUREMENT 1

Middle Band SAR (Channel 2788):

Date: 08/15/2022

Frequency (MHz)

897.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.359541

Conductivity (S/m)

0.960017

Variation (%)

-1.420000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm

Phantom

Left head

Device Position

Cheek

Band

BAND8 WCDMA900

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Beale
(F/kz)
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0. 210RA7
0.1954Rd
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0.165119
0.14993A
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SAR Visualisation Graphical Interface
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Volume Radiated Intensity
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Colors Scale
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Lover Cut >>
SAVE Cancel

—150-8 0 " ) 0 I v v T 1 i
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X

Maximum location:
SAR Peak:

X=-31.00, Y=-15.00
0.29 W/kg

SAR 10g (W/Kg)

0.173787

SAR1g (W/KQ)

0.232990
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[ MEASUREMENT 2

Middle Band SAR (Channel 2788):

Date: 08/15/2022

Frequency (MHz) 897.000000

Relative permittivity (real part) 41.923440
Relative permittivity (imaginary part) 18.359541
Conductivity (S/m) 0.960017
Variation (%) -0.120000

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Beale
(F/kz)

777777
0. TR9R1 2
0711991
0. FRd170
0. 596349
0. RRRR2T

nnnnnn

uuuuuuuu

B et e e e e e
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SKVE | Cancel '
e xGm G T Gm

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band BAND8 WCDMA900
SURFACE SAR VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

0. 87533(
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0. TRTORA
0. 742934
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SAVE Cancel X

Maximum location: X=16.00, Y=0.00

SAR Peak: 1.05 W/kg
SAR 10g (W/KQ) 0.638830
SAR 1g (W/KQ) 0.847151
,i'
) \

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332

Page 76 of 226

http://www.tct-lab.com




TCT==n

Report No.: TCT220810E070

Z (mm) 0.00 4.00 9.00 14.00 19.00
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LTE Band 1

|

MEASUREMENT 1

Middle Band SAR (Channel 18300):

Date: 08/18/2022

Frequency (MHz)

1950.000000

Relative permittivity (real part)

39.721249

Relative permittivity (imaginary part)

12.468850

Conductivity (S/m)

1.430792

Variation (%)

0.660000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek

Band

LTE band 1

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Beale
(F/kz)

120
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0. 34R945
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SAR Visualisation Graphical Interface
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Volume Radiated Intensity
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Colors Scale
(W /keg)

777777
0. 3R1457
0. R37FTT
0. 212701
0. 289828
0. JRROR4

999999

0. 194330
0.170455
0 14ARR1
0.12270R
0. 09RRIZ B

uuuuuu

I-Cuts Controel

<< Upper Cut
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Lover Cut >>
SAVE Cancel
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X

Maximum location
SAR Peak:

- X=-47.00, Y=-6.00
0.53 W/kg

SAR 10g (W/Kg)

0.256503

SAR1g (W/KQ)

0.389191
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Middle Band SAR (Channel 18300):

Date: 08/18/2022

Frequency (MHz) 1950.000000
Relative permittivity (real part) 39.721249
Relative permittivity (imaginary part) 12.468850
Conductivity (S/m) 1.430792
Variation (%) -0.340000

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

0. 304548
0. R2907A
0. 755303

0. FRORROD

Z-Cuts Control

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band LTE band 1
SURFACE SAR VOLUME SAR

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

1.190284 120
1711470
1. 03R4AT
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Maximum location: X=6.00, Y=-55.00
SAR Peak: 2.46 W/kg
SAR 109 (W/KQ) 0.548773
SAR1g (W/Kg) 1.159272
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 2.3922 1.1903 0.4443 0.1670 0.0861
2. 4-
2.0 \
o \
g 1.5 \
1.0
% N
0.5 \.._\
0.1-, |
0.02.55.07.5 12.5 17.5 22.5 30,0
Z (mm}

Hotline: 400-6611-140  Tel: 86-755-27673339

Hot spot position

Fax: 86-755-27673332

Page 81 of 226

http://www.tct-lab.com




TCT

Report No.: TCT220810E070

LTE Band 3

[ MEASUREMENT 1

Middle Band SAR (Channel 19575):

Date: 08/17/2022

Frequency (MHz)

1747.500000

Relative permittivity (real part)

38.854207

Relative permittivity (imaginary part)

13.770436

Conductivity (S/m)

1.412109

Variation (%)

0.540000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek

Band

LTE band 3
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SAR Peak:
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[ MEASUREMENT 2

Middle Band SAR (Channel 19575):

Date: 08/17/2022

Frequency (MHz)

1747.000000

Relative permittivity (real part)

38.854207

Relative permittivity (imaginary part)

13.770436

Conductivity (S/m)

1.412109

Variation (%)

0.250000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane

Device Position

Body back
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LTE band 3

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
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Colors Beale
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SAR Peak:

Maximum location: X=-7.00, Y=10.00

1.04 W/kg
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0.438018

SAR1g (W/KQ)
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LTE Band 7

[ MEASUREMENT 1

Middle Band SAR (Channel 21100):

Date: 08/23/2022

Frequency (MHz)

2535.000000

Relative permittivity (real part)

38.350154

Relative permittivity (imaginary part)

13.671675

Conductivity (S/m)

1.922154

Variation (%)

3.720000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek

Band

LTE band 7

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
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Colors Beale
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Maximum location:
SAR Peak:
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1.40 W/kg

SAR 10g (W/Kg)

0.552774

SAR1g (W/KQ)

0.910511
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[ MEASUREMENT 2

|

Middle Band SAR (Channel 21100):

Date: 08/23/2022

Frequency (MHz) 2535.000000
Relative permittivity (real part) 38.350154
Relative permittivity (imaginary part) 13.671675
Conductivity (S/m) 1.922154
Variation (%) 0.320000

SAR Visualisation Graphical Interface

Zoom InfOut
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Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band LTE band 7
SURFACE SAR VOLUME SAR

SAR Visualisation Graphical Interface
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Volume Radiated Intensity
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Colors Scale
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0.800573

T —

e

Hotline: 400-6611-140  Tel: 86-755-27673339

Page 88 of 226

Fax: 86-755-27673332  http://www.tct-lab.com




TCT

Report No.: TCT220810E070
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LTE Band 8

[ MEASUREMENT 1

Middle Band SAR (Channel 21625):

Date: 08/15/2022

Frequency (MHz)

897.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.324451

Conductivity (S/m)

0.960017

Variation (%)

-0.600000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek

Band

LTE band 8

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
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Colors Beale
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Maximum location:
SAR Peak:

X=-34.00, Y=-10.00
0.23 W/kg

SAR 10g (W/Kg)

0.146256

SAR1g (W/KQ)

0.192986
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[ MEASUREMENT 2

Middle Band SAR (Channel 21625):

Date: 08/15/2022

Frequency (MHz) 897.000000

Relative permittivity (real part) 41.923440
Relative permittivity (imaginary part) 18.324451
Conductivity (S/m) 0.960017
Variation (%) -0.330000

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
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Colors Beale
(F/kz)
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Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band LTE band 8
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SAR Visualisation Graphical Interface
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Volume Radiated Intensity
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Maximum location: X=9.00, Y=-2.00
SAR Peak:

0.76 W/kg

SAR 10g (W/Kg)

0.471285

SAR1g (W/KgQ)

0.623094
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LTE Band 20

|

MEASUREMENT 1

|

Middle Band SAR (Channel 24300):

Date: 08/15/2022

Frequency (MHz)

847.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.296230

Conductivity (S/m)

0.960017

Variation (%)

-3.530000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek

Band

LTE band 20

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Beale
(F/kz)
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Maximum location:
SAR Peak:

X=-42.00, Y=-17.00
0.28 W/kg

SAR 10g (W/Kg)

0.178586

SAR1g (W/KQ)

0.232624
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[ MEASUREMENT 2

|

Middle Band SAR (Channel 24300):

Date: 08/15/2022

Frequency (MHz) 847.000000

Relative permittivity (real part) 41.923440
Relative permittivity (imaginary part) 18.296230
Conductivity (S/m) 0.960017
Variation (%) -1.850000

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
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Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band LTE band 20
SURFACE SAR VOLUME SAR

SAR Visualisation Graphical Interface
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Volume Radiated Intensity
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Maximum location: X=8.00, Y=0.00

SAR Peak: 0.85 W/kg
SAR 10g (W/KQ) 0.520886
SAR 1g (W/KQ) 0.688460
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[ MEASUREMENT 1

|

Middle Band SAR (Channel 39150)

Date: 08/22/2022

Frequency (MHz)

2350.000000

Relative permittivity (real part)

38.352823

Relative permittivity (imaginary part)

13.671675

Conductivity (S/m)

1.925428

Variation (%)

1.930000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek
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LTE band 40

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
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Maximum location:

SAR Peak:

X=-57.00, Y=-56.00
0.23 W/kg

SAR 10g (W/Kg)
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SAR1g (W/KQ)

0.160648
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Middle Band SAR (Channel 39150):

Date: 08/22/2022

Frequency (MHz) 2350.000000
Relative permittivity (real part) 38.352823
Relative permittivity (imaginary part) 13.671675
Conductivity (S/m) 1.925428
Variation (%) -0.870000

SAR Visualisation Graphical Interface
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1. 302270

1202517
12102807
1. 003098
0. 8032R9

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band LTE band 40
SURFACE SAR VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

aaaaaa
1. 390713
1. 2RTRTT
1.1Rddd1
1. 081305
0. 97R1R0

wwwwww

0. ARRTA(
0. 565624

<i Upper Cut <i Upper Cut
Lover Cut »> =1y Lower Cut > =iy
3r | gomea) 150 -120 50 -0 -30 é 3 80 90 120 150 ) o) 150 -120 -50 80 30 i 3 60 o 120 150
[ x e Fzr T ew
Maximum location: X=2.00, Y=-22.00
SAR Peak: 2.57 W/kg
SAR 109 (W/KQ) 0.755341
SAR1g (W/KgQ) 1.478045

Hotline: 400-6611-140  Tel: 86-755-27673339
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/Kg) | 25457 1.5970 0.8690 0.4803 0.2841
2. 5-
2.0
<15 \\
% 1.0 .
0.5 -
0.2- T~
"0loz 5B 075 125 1T.5  22.5 30. 0

Ho

t spot position
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2.4G WLAN

| MEASUREMENT 1

Middle Band SAR (Channel 7):

Date: 08/22/2022

Frequency (MHz)

2442.000000

Relative permittivity (real part)

38.352823

Relative permittivity (imaginary part)

13.671675

Conductivity (S/m)

1.925428

Variation (%)

1.180000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek

Band

IEEE 802.11b ISM

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Beale
(F/kz)

nnnnnn
1. 244RA2
114970
1. 0R4RTR
0. 859885
0. RR4RAR

aaaaaa

0.57991A
0. 484923
zzzzzz

uuuuuu

Z-Cuts Control

<< Upper Cut
nn

=2

Lover Cut »> =1y

~150- M S—— —

-150 -120 -850 -60 -30 O 30 60 90 120 150
SKVE | Cancel '
Fie x6m fig 16w

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

aaaaaa
1. 278113
1. 1RG7A1
1. 092408
1. 001055
0. 90R703
0 /1AIEN
0.723997
0. ART AR
0. 539252

aaaaaa

0. 2R2234 B
0. 169882
UL Ur gt

I-Cuts Controel

<< Upper Cut
nn

7=8

Lower Cut > =iy
—150-8 D T ) 0 I v T ! T I
-150 -1200 -30 -A0 -30 0 30 60 90 120 150

SAVE Cancel X

SAR Peak:

Maximum location:

X=-19.00, Y=15.00
2.16 W/kg

SAR 10g (W/Kg)

0.378031

SAR1g (W/KQ)

0.965146

Hotline: 400-6611-140  Tel: 86-755-27673339
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 2.1587 1.4628 0.8853 0.5393 0.3376
2. 2-
N
@ 1.5 \\
==
10 \\_‘
z: ™
0.5
0. 2-, S —— :
0.02.55.07.5 12.5 17.5 22.5 30. 0
Z {(mm)

Hot spot position
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[ MEASUREMENT 2

|

Middle Band SAR (Channel 7):

Date: 08/22/2022

Frequency (MHz)

2442.000000

Relative permittivity (real part)

38.352823

Relative permittivity (imaginary part)

13.671675

Conductivity (S/m)

1.925428

Variation (%)

1.130000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body Back

Band

IEEE 802.11b ISM

SURFACE SAR

SAR Visualisation

Graphical Interface

Zoom InfOut

N AR11R1
0. 512450
0. 473730
0. 43R004
0. 396279
0. RRTRAR

210827

n
0.280102
0. 24137A
0. 202650

Z-Cuts Control

Suxface Radiated Intensity
<< Upper Cut
nn

>‘ 7 a
=10

Lover Cut »> =1y

—150-3 " T T , v " ) T 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150

SAVE | Cancel ‘
F X G Fo

T (om)

VOLUME SAR

SAR Visual

isation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

777777
0. G3ROAT
0. 49RRIT
0. 4R1ROR
0. 424378
0. RR7148
n 240010
0. 312689
0. 277459
0. 238229
o 701000
0. 1R3770
0. 12A540 B

uuuuuu

I-Cuts Controel

<< Upper Cut
nn

=10

Lower Cut > =iy

150-F 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

SAR Peak:

Maximum location: X=9.00, Y=-27.00

0.90 W/kg

SAR 10g (W/Kg)

0.351043

SAR1g (W/KQ)

0.579068

|

—
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Z (mm) 0.00 4.00 9.00 14.00 19.00

SAR (W/Kg) 0.8885 0.6105 0.3776 0.2363 0.1526

0.9-

0.8 \

B N,
= \
- P,
[t 0. 4: \“
&= e
\h—
0.2 ]
0.1+ —— .
0.02.55.07.5 12.5 17.5 22.5 30,0
Z (mm)

Hot spot position
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[ MEASUREMENT 1

|

SAR(Channel 36):

Date: 08/30/2022

Frequency (MHz)

5180.000000

Relative permittivity (real part)

38.352823

Relative permittivity (imaginary part)

13.671675

Conductivity (S/m)

1.925428

Variation (%)

-1.500000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Right head

Device Position

Cheek

Band

IEEE 802.11a ISM

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Beale
(F/kz)

nnnnnn
0. 54RA7d
0. 50RT4S
0. 4R4ORA
0. 423187
0. RR140R

aaaaaa

0. 2RA0TT
0. 214252

N 177R1
0130734
0. ORR9ST
0. 047176
U LU

Z-Cuts Control

< s )|

=2

oz 2t ]

~150- M S—— —
-150 -120 -30 -60 -30 0 30 60 90 120 150
SAVE | Cancel ‘
Fiz x o a2

T (om)

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

0. 636364
0 AN1ANT
0. GRAART
0. 531780
0. 4DR01 O
0. 462058
0. 427197

qqqqqq

0. 32211
0. 287752
777777

0. 1TRR1AG
0. 148308 s
Ul 1isusi

I-Cuts Controel

<< Upper Cut
nn

7= 2

-150-" 0 " ) 0 I v v T 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150
SAVE Cancel X

Maximum location:
SAR Peak:

X=-40.00, Y=-30.00
0.50 W/kg

SAR 10g (W/Kg)

0.161411

SAR1g (W/KQ)

0.625124

Hotline: 400-6611-140  Tel: 86-755-27673339
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TCT

R gl

T (mm)

TESTING CENTRE TECHNOLOGY Report No.: TCT220810E070
Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/Kg) 0.4690 0.2950 0.1577 0.0810 0.0405
0.5-
0. 4- %
:Eﬂ 0.3
e
B n.z \,\
0.1 H"h
. 1""""-.__‘
0.0 ™ I
o2 4 B & 10 12 14 16 1§ 20 ZE 24 26 E5 30

Hot spot position

Hotline: 400-6611-140
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| MEASUREMENT 2

SAR(Channel 36):

Date: 08/30/2022

Frequency (MHz)

5180.000000

Relative permittivity (real part) 38.352823
Relative permittivity (imaginary part) 13.671675
Conductivity (S/m) 1.925428
Variation (%) -1.660000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band IEEE 802.11a ISM

SURFACE SAR

SKR Visualisation Graphical Intert

Fe X @) [ T (n)

VOLUME SAR

SAR Visualisation Graphical Interk:

SAR Peak:

Maximum location:

X=-18.00, Y=22.00
0.60 W/kg

SAR 10g (W/Kg)

0.207002

SAR 1g (W/KQ)

0.691023

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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TESTING CENTRE TECHNOLOGY

Report No.: TCT220810E070

Z (mm)

0.00

4.00

9.00

14.00

19.00

SAR (W/KQ)

0.6133

0.3552

0.1689

0.0782

0.0378

0.6-

0.5 \

T 0.4 \

ho
L
e
=03
i
(]

n.z

0.1

P

P,

0.0-
n z

4

vy
hﬁ

I
B & 10 12 14 16 13 20 ZE 24 26 Z5 30

T (mm)

Hotline: 400-6611-140

Tel: 86-755-27673339

Hot spot position

Fax: 86-755-27673332
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5.8G WLAN

[ MEASUREMENT 1

|

SAR (Channel 157):

Date: 08/30/2022

Frequency (MHz)

5785.000000

Relative permittivity (real part)

38.352823

Relative permittivity (imaginary part)

13.671675

Conductivity (S/m)

1.925428

Variation (%)

-2.150000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Left head

Device Position

Cheek

Band

IEEE 802.11ac ISM

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Beale
(F/kz)

0. 362180
N RRR1EH
0314131
0. 29010/
0. 2RA0RT
0. 242056
0. 21R0R2

n 1a4nn7
0. 169982
3 57

0.
0.
n
0.
0.
0.

Z-Cuts Control

<< Upper Cut
nn

=2

Lower Cut »>

~150- M S—— —
-150 -120 -30 -60 -30 0 30 60 90 120 150
SAVE | Cancel ‘
Fs5 x o Fee

T (om)

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

0. 363100
0 22601 %
0. 314937
0. 290R5A
0. ZRATTR
0. 242694
0. 21RA1%
0 10473
0.170451
0. 14A370
0.122289

nnnnnn

0. 05004A B

4+,

uuuuuu

I-Cuts Controel

<< Upper Cut
nn

7= 6

Lover Cut >>
-150-" 0 " ) 0 I v v T 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

Maximum location:
SAR Peak:

X=-46.00, Y=-42.00
0.44 W/kg

SAR 10g (W/Kg)

0.139410

SAR1g (W/KgQ)

0.422385

Hotline: 400-6611-140  Tel: 86-755-27673339
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Z (mm) 0.00

4.00 9.00

14.00

19.00

SAR (W/KQ) 0.4420

0.3045

0.1897

0.1204

0.0797

0. 44—

0. 40

0. 35 LN

“wp 0,30
0. 25

SAE (ke

0. 20

.15

Mo,

™

0.10

0.05-
n z

4 6

]

T (mm)

"'h---

I

I
g 10 12 14 16 13 20 22 24 26 23 30

Hot spot position

Hotline: 400-6611-140  Tel: 86-755-27673339
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| MEASUREMENT 2

SAR (Channel 157):

Date: 08/30/2022

Frequency (MHz)

5785.000000

Relative permittivity (real part) 38.352823
Relative permittivity (imaginary part) 13.671675
Conductivity (S/m) 1.925428
Variation (%) -0.300000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band IEEE 802.11ac ISM

SURFACE SAR

SKR Visualisation Graphical Intert

Fe X @) [ T (n)

VOLUME SAR

SAR Visualisation Graphical Interk:

SAR Peak:

Maximum location:

X=-31.00, Y=33.00
0.90 W/kg

SAR 10g (W/Kg)

0.184232

SAR 1g (W/KQ)

0.640514

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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TESTING CENTRE TECHNOLOGY

Report No.: TCT220810E070

Z (mm)

0.00

4.00

9.00

14.00

19.00

SAR (W/KQ)

0.8740

0.5955

0.3633

0.2234

0.1411

0.9-

0.5

o.T

L]

<
= 0.5

04

i
0.3

N

n.z

Y

[y

0.1-
n z

T (mm)

I
4 B & 10 1Z 14 16 13 20 22 24 26 2§ 30

Hotline: 400-6611-140

Tel: 86-755-27673339

Hot spot position

Fax: 86-755-27673332
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Body wearing equipment
GSM900

\ MEASUREMENT 1

Middle Band SAR (Channel 60):

Date: 08/15/2022

Variation (%)

Frequency (MHz) 902.000000

Relative permittivity (real part) 41.923440
Relative permittivity (imaginary part) 18.359541
Conductivity (S/m) 0.960017
-0.270000

SAR Visualisation Graphical Imterface

Zoom InfOut

surface Ragdiated Intensity
1501

Colors Scale
(¥ /kg)
1.207387 120
17511880
1. 125972

1. 0402A
0. 8R4RAT
0. BBBBE0

aaaaaa

0.611727

0. F2R020
0. 440312
::::::

0. 183180 -}
0. 097482 =0
otV

Z-Cuts Control

z= 0 nn
-120-]
~150-F T T T T " ! g u T "
-150 -120 -90 -60 -3¢0 O 30 60 90 120 150
SAVE | Cancel R

Fe x@em Fmg 1w

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band GSM900(voice)
SURFACE SAR VOLUME SAR

SAR Visualication Graphical Interface

Zoon In/Qut

Volume Radiated Intensity
150+

Colors Scale
(W/ke)

1.21739¢ 120
17130007

1. DRO4D9
0. 9R1917
0. 903424
0. 824932

nnnnnn
0. 539454
0. 71097
0. 432469

0 2R[IA7T
0. 27R4R4
0. 19R992 £ i
0.118459
oot

I-Cuts Control

<< Upper Cut
z=0 nn
-120-}
~150- 0y T T " T " r u T d
-1850 -120 -90 -60 -30 0 30 60 90 120 150
SAVE | Cancel 2

Maximum location: X=-8.00, Y=-56.00
SAR Peak: 2.12 W/kg

SAR 10g (W/Kg)

0.616445

SAR 1g (W/KQ)

1.178209

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 2.0371 1.2174 0.6194 0.3247 0.1916
2. 0%
il 5—\
-3
Z1.0- A
. ~N
=g
“ 0.5- \"h..‘
0.1- ST !
0.02.55.07.5 125 17.5 22.5 30. 0
Z (mm}

Hot spot position
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Middle Band SAR (Channel 60):

Date: 08/15/2022

Frequency (MHz)

902.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.359541

Conductivity (S/m)

0.960017

Variation (%)

1.330000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

GSM900(GPRS 2slot)

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Colors Beale
(F/kz)

nnnnnn
1. 013A20
0. 93A2A2
0. RAROOR
0. 781545
0. 704187

aaaaaa

0472112
0. 394754
n 217304
0. 240037
0.1R2A79 =

0. 085321
U. WU g

Z-Cuts Control

<< Upper Cut
nn

Suxface Radiated Intensity
7= 0

180+
Lower Cut »>
1560

150 -120 50 -60 -30 O 30 60 90 120 150
SAVE | Cancel .
Fe xew [

T (om)

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

nnnnnn
1.122081
1.03R219
0. OR4RTR
0. 870537
0. TRARDR

nnnnnn

0. RRA1 71
0. 451329
777777

‘‘‘‘‘‘
o -

<< Upper Cut
nn

=10

Lover Cut >>
-150-" 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

Maximum location
SAR Peak:

. X=-9.00, Y=-55.00
2.59 W/Kg

SAR 10g (W/Kg)

0.539260

SAR1g (W/KQ)

1.215916

|
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 2.5511 1.2897 0.4976 0.1968 0.1064
2. 6-
2.0
o~ N
<245 A
=N
e 1.0 LN
= \\
0.5 '-._‘h
0.1-) '
0.02.565.07.5 12.5 17.5 22.5 30. 0
Z (mm}

Hotline: 400-6611-140  Tel: 86-755-27673339
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GSM1800

[ MEASUREMENT 1

|

Middle Band SAR (Channel 700):

Date: 08/17/2022

Frequency (MHz)

1747.800049

Relative permittivity (real part)

38.854207

Relative permittivity (imaginary part)

13.770436

Conductivity (S/m)

1.412109

Variation (%)

2.120000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

GSM1800(voice)

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Beale
(F/kz)
2. 052368
1 G1ARTT

120

1. TRIR72
1. A4GRTA
1. F10R75
1. 374876
1. 2309378
17102870
0. 968380
0. RR2RAY
0. 697383

90-}

60
30
B 0-)

—120]
—150-3 " T T , v " ) T 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150

SAVE Cancel X
Fie x o e

N’ BA1RRA
0. 42A3AA
0. P0RRY

uuuuuu

T (om)

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

2. 09673¢ 120
1 aR1730

1. RZATIA

1. A91740
1. RRAT40

1.421740
1. DRAT40
1711740
1.016740
0. RR1740
0. 746741
0 11741
0. 47A741
0. 341741 B

g

uuuu

I-Cuts Controel

<< Upper Cut
nn

=10
-120]

150-F 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

Maximum location:

SAR Peak:

X=-13.00, Y=-16.00
3.52 W/kg

SAR 10g (W/Kg)

1.108033

SAR1g (W/KQ)

2.017595
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Z (mm)

Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 3.4472 2.0967 1.0948 0.5878 0.3500
3. 4-
3. o—\
~ 2.5- N
S 2.0 d
. 1.5- \\
=
@ 1.0-
0.2+ T .
0.02.55.07.5 12.5 17.5 22.5 20. 0

Hot spot position
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[ MEASUREMENT 2

|

Middle Band SAR (Channel 700):

Date: 08/17/2022

Frequency (MHz)

1747.800049

Relative permittivity (real part)

38.854207

Relative permittivity (imaginary part)

13.770436

Conductivity (S/m)

1.412109

Variation (%)

1.050000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

GSM1800(GPRS 4slot)

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Surface Radiated Intensity
150-
-120-]
150 - — " — e — " o—
-150 -120 -90 -60 -30 O 30 60 90 120 150

SAVE Cancel X
Fie x o e

Colors Beale
(F/kz)

120

777777
1. RR2RAd
1. A93AAR
1. FRd4TR
1. 415277
1. 27R0RT
1 12ARA
0. 997680

0. RAR4GR
0. 715259
0 ARN1NR
0. 440908
0301712

gggggg

T (om)

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

2375172 120
7 271R2N0
7. ORTRAY
1.914218
1. TRORAT
1. 06916
1. 4RRORR
1700014
1.145962
0. 992311
0. B3B660
nnnnnn

0. 377707 B
0. 224056
U UTUsD

o

I-Cuts Controel

<< Upper Cut
nn

=10
-120]

—150-8 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

SAR Peak:

M Maximum location: X=-14.00, Y=-13.00

4.38 Wikg

SAR 10g (W/Kg)

1.159496

SAR1g (W/KQ)

2.280912
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 4.3017 2.3752 1.0715 0.5058 0.2953
4. 30-g
E" 3. 00- \
E 2. 00 3
5 N
1. 00- N
0. 21-, T .
0.02.55.07.5 12.5 17.5 22.5 30. 0
Z (mm}

Hot spot position
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WCDMA Band |

[ MEASUREMENT 1

Middle Band SAR (Channel 9750):

Date: 08/18/2022

Frequency (MHz)

1950.000000

Relative permittivity (real part)

39.721249

Relative permittivity (imaginary part)

12.468850

Conductivity (S/m)

1.430792

Variation (%)

-0.570000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane

Device Position

Body back

Band

BAND1 WCDMAZ2100

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Surface Radiated Intensity
150-
7= 0
Lower Cut »>
150 - — " — e — " o—
-150 -120 -90 -60 -30 O 30 60 90 120 150

SAVE | Cancel ‘
E X G [ee

Colors Beale
(F/kz)
2. 24503¢
7 NOA71H

120

1.34739d
1. TARATR
1. F4QTARD
1. 500931
1.RR2110

nnnnnn

0. 305R4A
0. 756825
aaaaaa

0. R103A1
0. 161540 i
Ul uraits

Z-Cuts Control

<< Upper Cut
nn

T (om)

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

2. 364064

7 717R7

7. OR1039
1. 909527
1. TRROTR
1. 06503
1. 4R4000

nnnnnn

1. 000454
0. 848941
nnnnnn

0. 394405 B

uuuuuu
o Y

<< Upper Cut
nn

=10

Lover Cut >>
—150-8 0 " T 0 I T v v 1 i

-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

SAR Peak:

Maximum location: X=7.00, Y=-55.00

4.70 Wikg

SAR 10g (W/Kg)

0.633695

SAR1g (W/KQ)

1.301910

|
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 6.9277 2.3641 0.6725 0.4480 0.1825
6. 93-
6. 00
g 4. 00
[t
& 200
0.15- |
0.02.55.07.5 12.5 17.5 225 30. 0
Z (mm}
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WCDMA Band VIII

[ MEASUREMENT 1

|

Middle Band SAR (Channel 2788):

Date: 08/15/2022

Frequency (MHz)

897.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.359541

Conductivity (S/m)

0.960017

Variation (%)

-2.020000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane

Device Position

Body back

Band

BAND8 WCDMA900

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Scale Bty
(¥/kzg)

2. 335428
7 1RARAR
2. 029RRT
1. R74RIA
127190945
1. 565074
1-410208
17 PRERZD
1. 100460
3 A9

0.
0.
n
0.
0.
0.

U. ULbatg

Z-Cuts Control

= Q
<< Upper Cut ~
=90 nn
Lover Cut »>
-150

150 -120 50 -60 -30 O 30 60 90 120 150
SAVE | Cancel .
Fe xew [

T (om)

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

120]
777777
7. 0T34AT
1. 91R009
1. TRAAAT
1. 607094
1. 4R1A3A
17 o0R170
1.140721
0. 9RA2RR
0. 823806
nnnnnn

0. RAZAIZ B
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U Uazalt

o =

<< Upper Cut
nn

=10

Lover Cut >>
-150-" 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

Maximum location
SAR Peak:

. X=-8.00, Y=-55.00
4.37 Wikg

SAR 10g (W/Kg)

1.164640

SAR1g (W/KQ)

2.309764

|

—
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Z (mm)

Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 4.2275 2.3844 1.1111 0.5380 0.3115
4. 234
% 3. 00-
Lo
2 2. 00- \
e N
", 00-
—
0.21-, I |
0.02.56.07.5 12.5 17.5 22.5 30. 0

Hot spot position

F
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LTE Band 1

[ MEASUREMENT 1

|

Middle Band SAR (Channel 18300):

Date: 08/18/2022

Frequency (MHz)

1950.000000

Relative permittivity (real part)

39.721249

Relative permittivity (imaginary part)

12.468850

Conductivity (S/m)

1.430792

Variation (%)

-0.030000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

LTE band 1

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

=10

—150-3 " T T , v " ) T 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150

SKVE | Cancel '
p xem [ T m

Colors Beale
(F/kz)

777777
1. 794080
12195911
1097722
0. 899553
0.901374
n AnR1od
0. 705015

0. ADARSA
0. 508657
n 41047
0. 312299
0714120
0.115940
Ul ULT oy

Z-Cuts Control
nn

—120]

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

120]

aaaaaa
1. 315798
1. 225026
1.1340R4
1. 043481
0. 9RA700
0 RR10O2A
0771164
0. ARNRIZ
0. 583619

aaaaaa

]

aaaaaa

I-Cuts Controel

<< Upper Cut
nn

=10

—150-8 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150
SAVE Cancel X

Maximum locatio
SAR Peak:

n: X=1.00, Y=8.00
2.26 W/Kg

SAR 10g (W/Kg)

0.834635

SAR1g (W/KgQ)

1.409248
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/Kg) 2.2514 1.4973 0.8941 0.5530 0.3686
2. 3—\
2.0-
R N
& 1.5- \\
==
= 1.0- \‘\
“ ™
0. 5-
0. 3- s .
0.02.55.07.5 12.5 17.5 22.5 30. 0
Z (mm}

Hot spot position
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LTE Band 3

[ MEASUREMENT 1

|

Middle Band SAR (Channel 19575):

Date: 08/17/2022

Frequency (MHz)

1747.000000

Relative permittivity (real part)

38.854207

Relative permittivity (imaginary part)

13.770436

Conductivity (S/m)

1.412109

Variation (%)

1.070000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

LTE band 3

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Beale
(F/kz)

120

nnnnnn
1.194RA3
1.104R1A
1. 014980
0. 825144
0. RRAROT

777777

0. FAATAR
0. 475962
N 2RA175H
0. 29R2A9
0. 20R4H2
0. 116616
Ul Uznray

Z-Cuts Control

< s )

=10
—120]

—150-3 " T T , v " ) T 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150

SKVE | Cancel '
Fe x6m [ 16m

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

1.390042 120
17 =ne1nt
1. 220159
1135217
1. OROZTR
0. 965333
0. RRO01
nnnnnn

0. AZARRR
0. 540623
aaaaaa

0. 285798 B
0. 200856
u. 119919

-1

I-Cuts Controel

<< Upper Cut
nn

=10
-120]

50-F " T v v v 0 v T T !
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

-1
SAVE Cancel X

SAR Peak:

Maximum location: X=-8.00, Y=9.00

2.06 W/kg

SAR 10g (W/Kg)

0.758385

SAR1g (W/KQ)

1.298630
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 2.0570 1.3900 0.8471 0.5322 0.3561
2. 15
N\
3 1.5 N
=
. Lo-
& ~
0.5-
0.2-, [Pt .
0.02.56.07.5 12.5 17.5 22.5 30. 0
Z (mm}

Hot spot position
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LTE Band 7

| MEASUREMENT 1

Middle Band SAR (Channel 21100):

Date: 08/23/2022

Frequency (MHz)

2535.000000

Relative permittivity (real part)

38.350154

Relative permittivity (imaginary part)

13.671675

Conductivity (S/m)

1.922154

Variation (%)

-2.430000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

LTE band 7

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Colors Beale
(F/kz)

120

777777
3052371
2_RIR110
2. ARZR4G
2. 349588
2115227
1 ARInAR
1. 646805

1419044
1.178283
nnnnnn

0. 475500 =
0. 241239
U Wb it

Z-Cuts Control

<< Upper Cut
nn

Suxface Radiated Intensity
7= 0

180+
Lover Cut »> =1y

—150-3 " T T , v " ) T 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150

SAVE Cancel X

Fe xom [0 16w

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

nnnnnn
3214174
7. 9T4RIR
7. TRART
2. 496446
2. ORTO00
2 17004
1.778768
1. RRGA41
1.300315

17 nATNRY
0. R21RAS

0. GR2AIT B i
0. 343411
[ORTIeER

I-Cuts Controel

<< Upper Cut
nn

=0
Lower Cut > =iy

—150-8 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150

SAVE Cancel X

Maximum location
SAR Peak:

: X=-9.00, Y=-25.00

6.24 W/kg

SAR 10g (W/Kg)

0.960492

SAR1g (W/KQ)

1.447266
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 6.2498 3.6926 1.8431 0.9440 0.5448
6. 25-
__B.00
&4, 00 N
= N
2. 00 N
[t
= 2.00 N
1. 00 e
- T ——]
0. 34+, |
0.02.55.07.5 12.5 17.5 225 30. 0
Z (mm}
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LTE Band 8

[ MEASUREMENT 1

|

Middle Band SAR (Channel 21625):

Date: 08/15/2022

Frequency (MHz)

897.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.359541

Conductivity (S/m)

0.960017

Variation (%)

-0.750000

Area Scan

dx=8mm dy=8mm, h=5.00 mm

ZoomScan

5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=

5.00 mm

Phantom

Validation plane

Device Position

Body back

Band

LTE band 8

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity
150-

Colors Beale
(F/kz)

120

aaaaaa
1. 4750R9
1.3A2407
1249745
1.137083
1024420

a11760

n
0. 799098
0. ARA4RA
0. 573774
N 4m112
0. 34R450
0. P357RY

uuuuuu

—120]

—150-3 " T T , v " ) T 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150

SAVE Cancel X
F& x o [se

T (om)

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

nnnnnn
1. 54A100
1.431295
1. R1A400
1. 201685
1. ORAARAN

vvvvvv

0. T424RR
0. B27660
0 51 PR55
0. 39ROF0
0. 283245 B

mmmmmm —+

<< Upper Cut
nn

=10

—150-8 0 " T 0 I T v v 1 i
-150 -1200 -30 -A0 -30 0 30 A0 %0 120 150
SAVE Cancel X

Maximum location
SAR Peak:

. X=-5.00, Y=-56.00
3.11 W/kg

SAR 10g (W/Kg)

0.909365

SAR1g (W/KQ)

1.709601

Hotline: 400-6611-140  Tel: 86-755-27673339

Page 132 of 226

Fax: 86-755-27673332  http://www.tct-lab.com




TCT

Report No.: TCT220810E070

Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/Kg) 3.0442 1.7757 0.8741 0.4490 0.2695
3.0-
2.8 \
N
"t N
2.0
g 1 5 \\.
oy N
1.0 \_‘
0.5 \“'--.....____
0. 2- |
0.02.55.07.5 12.5 17.5 22.5 30,0
Z (mm)

Hot spot position
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LTE Band 20

[ MEASUREMENT 1

|

Middle Band SAR (Channel 24300):

Date: 08/15/2022

Frequency (MHz)

847.000000

Relative permittivity (real part)

41.923440

Relative permittivity (imaginary part)

18.296230

Conductivity (S/m)

0.960017

Variation (%)

-0.950000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x56x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane

Device Position

Body back

Band

LTE band 20

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Beale
(F/kz)

??????
1. 51704R
12401253
1. 2RA4AR
1. 169663
1. 0RARAR

ququququ

0. TOR4AR
0. 590688
??????

0. 243303
0. 127508
Ul ULLTLY

Z-Cuts Control

=0 nn
—120]
—150-3 " T T , v " ) T 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150
SAVE Cancel X

T (om)

F& x o [se

VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

1. 771968 120
1 RRTTIR
1. 543470
1. 429227
1.R1407¢
1. 200726
1. 0RA4TR
oooooo

0. T4R7R4
0. 23486
0 w1 H03R
0. 400590
0. 2RA747 B

uuuuuu

I-Cuts Controel

<< Upper Cut
=10 nn
-120-]
150 - A ——
-150 -120 -50 —60 -30 0 30 60 90 120 150
SAVE | Cancel ¥

Maximum location
SAR Peak:

. X=-6.00, Y=-55.00
3.01 W/kg

SAR 10g (W/Kg)

0.968771

SAR1g (W/KQ)

1.736347
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Z (mm) 0.00 4.00 9.00 14.00 19.00

q
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©
IS
a

SAR (W/Kg) 1.7720 0.6626 0.6115 0.2375
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. 24- —
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Z (mm)
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Hot spot position
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LTE Band 40

| MEASUREMENT 1

Middle Band SAR (Channel 39150):

Date: 08/22/2022

Frequency (MHz) 2350.000000
Relative permittivity (real part) 38.352823
Relative permittivity (imaginary part) 13.671675
Conductivity (S/m) 1.925428
Variation (%) -0.190000

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Beale
(F/kz)

uuuuuu
2. TRRATR
2. 524078
2. R14RTR
2.104728
1. ROROTR

nnnnnn

1. 2AA17R
1. 056478

wwwwww
= i
uuuuuu

Z-Cuts Control

<< Upper Cut
nn

=10

Lover Cut »> =1y

—150-3 " T T , v " ) T 1 d
-150 -120 -%0 -60 -30 O 30 60 90 120 150

SKVE | Cancel '
F xem e 1w

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band LTE band 40
SURFACE SAR VOLUME SAR

SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
150-

Colors Scale
(W /keg)

3. 484332 120
z ORATOR
3027117
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Lower Cut > =iy
—150-8 D T T 0 I T T T T I
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SAVE Cancel X

Maximum location: X=6.00, Y=-24.00
SAR Peak:

6.70 W/kg

SAR 10g (W/Kg)

1.344683

SAR1g (W/KQ)

3.169964
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 6.7235 3.4843 1.3983 0.5665 0.2925
B. T2-
B. 00 \
E; A\
g 4. 00 \
[t
& 200
R
0.19-, :
0.02.55.07.5 12.5 17.5 22.5 30,0
Z (mm}

Hot spot position
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2.4G WLAN

[ MEASUREMENT 1

|

Middle Band SAR (Channel 7):

Date: 08/18/2022

Frequency (MHz)

2442.000000

Relative permittivity (real part)

38.352823

Relative permittivity (imaginary part)

13.671675

Conductivity (S/m)

1.925428

Variation (%)

-0.560000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane

Device Position

Body back

Band

IEEE 802.11b ISM

SURFACE SAR

SAR Visualisation Graphical Interface

Zoom InfOut

Suxface Radiated Intensity

Colors Scale Bty
(¥/kzg)

777777
1.149R0%
1.0A201d
0. 874226
0. 886437
0. T9RA4G

N 71NRAN
0. 623071
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Z-Cuts Control
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SAR Visualisation Graphical Interface

Zoon In/Out

Volume Radiated Intensity
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Colors Scale
(W /keg)
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1. 232593
1141128
1.048707
0. 958277
0. RRARRT
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SAVE Cancel X

Maximum location
SAR Peak:

. X=-7.00, Y=-22.00
2.44 W/Kg

SAR 10g (W/Kg)

0.692971

SAR1g (W/KQ)

1.340543

|

—
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Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 4.3661 1.4154 0.4791 0.3936 0.1454
¢.37-
& 3. 00 \
g 2. 00 \
5N
1.00 P
0.14-, |
0.02.55.07.5 12.5 17.5 22.5 30. 0
Z (mm}
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5.2G WLAN

[ MEASUREMENT 1

SAR (Channel 36):

Date: 08/30/2022

Frequency (MHz)

5180.000000

Relative permittivity (real part) 38.352823
Relative permittivity (imaginary part) 13.671675
Conductivity (S/m) 1.925428
Variation (%) 1.140000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band IEEE 802.11a ISM

SURFACE SAR

SKR Visualisation Graphical Intert

3 X @) 58 T (n)

VOLUME SAR

SAR Visualisation Graphical Interk:

SAR Peak:

Maximum location:

X=14.00, Y=-16.00
0.90 W/kg

SAR 10g (W/Kg)

0.312212

SAR1g (W/KgQ)

0.701012
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Z (mm) 0.00 4.00 9.00 14.00 19.00

SAR (W/Kg) 0.8634 0.5339 0.2824 0.1489 0.0820

0.9-

0.7
_ 0.8
ho
%0.5

0.4 P,
vi 0,3 I,

n.z

[ —
e e

0.0-
I
o2 4 B & 10 12 14 16 1§ 20 ZE 24 26 E5 30

T (mm)

Hot spot position
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5.8G WLAN

[ MEASUREMENT 1

|

SAR (Channel 157):

Date: 08/30/2022

Frequency (MHz)

5785.000000

Relative permittivity (real part) 38.352823
Relative permittivity (imaginary part) 13.671675
Conductivity (S/m) 1.925428
Variation (%) -2.020000

Area Scan dx=8mm dy=8mm, h=5.00 mm
ZoomScan 5x5x7,dx=8mm dy=8mm
dz=5mm,Complete/ndx=8mm dy=8mm, h=
5.00 mm
Phantom Validation plane
Device Position Body back
Band IEEE 802.11ac ISM

SURFACE SAR

SKR Visualisation Graphical Intert

3 X @) 58 T (n)

VOLUME SAR

SAR Visualisation Graphical Interk:

SAR Peak:

Maximum location:

X=11.00, Y=-49.00
1.80 W/kg

SAR 10g (W/Kg)

0.294134

SAR1g (W/KgQ)

0.710143
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T (mm)

Report No.: TCT220810E070
Z (mm) 0.00 4.00 9.00 14.00 19.00
SAR (W/KQ) 1.8014 1.1783 0.6720 0.3814 0.2207
1.8-
1.6 \
1.4 \
vl
A
= 1.0
ﬁ 0.8
“oe
)
0.4 M,
i-""'""--
IZI.1—I i ]
o 2 4 B & 10 12 14 16 18 20 22 24 26 28 30

Hot spot position
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Note:

1. Diversity antenna is used to improve the acceptance of the main antenna. It does not have a transmitter function.
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Liquid Setup Photos

The Body Liguid of 2000MHz (16.5cm

The Body Liquid of 5000-6000MHz (15.2 cm) The Body Liquid of 2600MHz (16.6cm)
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The Head Liquid of 2450MHz (15.7cm The Head Liquid of 900MHz (15.2cm

The Head Liquid of 1800MHz (15.6cm The Head Liquid of 2000MHz (15.5cm

The Head Liquid of 5000-6000MHz (15.3cm) The Head Liquid of 2600MHz (15.1cm)
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Appendix B: Test Setup Photos

i

Right Cheek

Body worn — Front(5 mm)

Hotline: 400-6611-140  Tel: 86-755-27673339
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Body worn — Back(5 mm)

Fax: 86-755-27673332
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Body worn — Left(5 mm)

Body worn — Right(5 mm)

Wrist Worn —Back (0 mm) Front to face—Front (10mm)
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Appendix C: Probe Calibration Certificate

COMOSAR E-Field Probe Calibration Report

Ref: ACR.297.1.20.MVGB.A

SHENZHEN TCT TESTING
TECHNOLOGY CO.,LTD

2101 2201, ZHENCHANG FACTORY, RENSHAN
INDUSTRIAL ZONE, FUHAI SUBDISTRICT,
BAOAN DISTRICT, SHENZHEN, GUANGDONG, CHINA

MVG COMOSAR DOSIMETRIC E-FIELD PROBE
SERIAL NO.: SN 36/20 EPGO346

Calibrated at MVG
Z.1. de la pointe du diable
Technopdle Brest Iroise — 295 avenue Alexis de Rochon
29280 PLOUZANE - FRANCE

Calibration date: 10/08/2021
v, cofrac

FTAINNNAGE

Accreditations #2-6789 and #2-6814
Scope available on www_cofrac. fr

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com

Summary:

This document presents the method and results from an accredited COMOSAR E-Field Probe
calibration performed at MVG. using the CALIPROBE test bench. for use with a MVG COMOSAR
system only. The test results covered by accreditation are traceable to the International System of

Units (ST).
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COMOSAR E-FIELD PROBE CALIBRATION REPORT Ref: ACR257.1.20.MVGE.A
Name Function Date Signature
Prepared by : Jéréme LUC Technical Manager 10/08/2021 ?%3{
Checked by : Jérome LUC Technical Manager | 10/08/2021 g5
Approved by : Yann Toutain Laboratory Director | 10/11/2021 %M e
74

Customer Name

S SHENHEN TCT TESTING
Distribution : TECHNOLOGY CO., LTD

Issue Name Date Modifications
A Jéréme LUC 10/11/2021 Initial release
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COMOSAR E-FIELD PROBE CALIBRATION REPORT Ref: ACR.297.1.20.MVGB.A
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COMOSAR E-FIELD PROBE CALIBRATION REPORT Ref: ACR.7.1. 20MVGB.A

1 DEVICE UNDER TEST

Device Under Test

Device Type COMOSAR DOSIMETRIC E FIELD PROBE
Manufacturer MVG
Model SSE2
Serial Number SN 36/20 EPGO346
Product Condition (new / used) New
Frequency Range of Probe 0.15 GHz-6GHz
Resistance of Three Dipoles at Connector Dipole 1: R1=0.217 M
Dipole 2: R2=0.245 MQ
Dipole 3: R3=0.219 MQ

2 PRODUCT DESCRIPTION

2.1 GENERAL INFORMATION

MVG's COMOSAR E field Probes are built in accordance to the IEEE 15328, FCC KDBg&65664
D01, CENELEC EN62209 and CEIIEC 62209 standards.

Figure 1 - MVG COMOSAR Dosimetric E field Dipole

Probe Length 330 mm
Length of Individual Dipoles 2 mm
Maximum external diameter 8 mm
Probe Tip External Diameter 2.5 mm
Distance between dipoles / probe extremity | 1 mm

3 MEASUREMENT METHOD

The IEEE 1528, FCC KDB865664 D01, CENELEC EN62209 and CEVIEC 62209 standards provide
recommended practices for the probe calibrations, including the performance characteristics of
interest and methods by which to assess their affect. All calibrations / measurements performed meet
the fore mentioned standards.

3.1 LINEARITY

The evaluation of the linearity was done in free space using the waveguide, performing a power
sweep to cover the SAR range 0.01W/kg to 100W/kg.
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COMOSAR E-FIELD PROBE CALIBRATION REPORT Ref: ACR207.1.20MVGB. A

3.2 SENSITIVITY

The sensitivity factors of the three dipoles were determined using a two step calibration method (air
and tissue simulating liquid) using waveguides as outlined in the standards.

3.3 LOWER DETECTION LIMIT

The lower detection limit was assessed using the same measurement set up as used for the linearity
measurement. The required lower detection limit is 10 mW/kg.

34 ISOTROPY

The axial isotropy was evaluated by exposing the probe to a reference wave from a standard dipole
with the dipole mounted under the flat phantom in the test configuration suggested for system
validations and checks. The probe was rotated along its main axis from 0 to 360 degrees in 15-
degree steps. The hemispherical isotropy is determined by inserting the probe in a thin plastic box
filled with tissue-equivalent liquid, with the plastic box illuminated with the fields from a half wave
dipole. The dipole is rotated about its axis (0°~180%) in 15° increments. At each step the probe is
rotated about its axis (0°=360).

3.1 BOUNDARY EFFECT

The boundary effect is defined as the deviation between the SAR measured data and the expected
exponential decay in the liquid when the probe is oriented normal to the interface. To evaluate this
effect, the liquid filled flat phantom is exposed to fields from either a reference dipole or waveguide.
With the probe normal to the phantom surface. the peak spatial average SAR is measured and
compared to the analytical value at the surface.

The boundary effect uncertainty can be estimated according to the following uncertainty
approximation formula based on linear and exponential extrapolations between the surface and d,,, +

d,., along lines that are approximately normal to the surface:

(a;h +dyy )’ (é,-q,ﬂm)

SAR sy [%6]= AR, for (g, +dp) <10 mm

2d o

where

SARuncertainty is the uncertainty in percent of the probe boundary effect

dhe is the distance between the surface and the closest zoom-scan measurement
point, in millimetre

Astep is the separation distance between the first and second measurement points that
are closest to the phantom surface, in millimetre, assuming the boundary effect
at the second location is negligible

o) is the minimum penetration depth in millimetres of the head tissue-equivalent
liquids defined in this standard, i.e., = 14 mm at 3 GHz;

ASARpe in percent of SAR is the deviation between the measured SAR value, at the

distance dpe from the boundary, and the analytical SAR value.
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The measured worst case boundary effect SARuncertainty[%] for scanning distances larger than

4mm is 1.0% Limit .2%).

4 MEASUREMENT UNCERTAINTY

The guidelines outlined in the IEEE 13528, OET 65 Bulletin C, CENELEC EN50361 and CELIEC
62209 standards were followed to generate the measurement uncertainty associated with an E-field
probe calibration using the waveguide technique. All uncertainties listed below represent an
expanded uncertainty expressed at approximately the 95% confidence level using a coverage factor
of k=2, traceable to the Internationally Accepted Guides to Measurement Uncertainty.

Uncertainty analysis of the probe calibration in waveguide

ERROR SOURCES

Uncertainty
value (%)

Probability

I Divisor ci
Distribution

Uncertainty (%)

Standard

Expanded uncertainty

95 % confidence level k=2

14 %

5 CALIBRATION MEASUREMENT RESULTS

Calibration Parameters

Liquid Temperature 20+/-1°C
Lab Temperature 20+/-1°C
Lab Humidity 30-80 %

5.1 SENSITIVITY IN AIR

Normx dipole | Normy dipole | Normz dipole
1 (uV/(V/im)?) | 2 (uV/AV/m)?) | 3 (uv/(Vim))
0.81 0.71 0.80
DCP dipole 1 | DCP dipole 2 | DCP dipole 3
(mV) (mV) (mV)

115 112 112

Calibration curves ei=f(V) (i=1,2.3) allow to obtain E-field value using the formula:
E=\E'+E, +E;
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COMOSAR E-FIELD PROBE CALIBRATION REPORT Ref: ACR.297.1.20MVGB.A

Calibration curves

L]

Dipole 1

\_‘:I\

© 300- = Dipole 2

L~

J'}-I. 1 1 1 1
0.000.010.020.030.04 0.050.06 0.070.080.090.100.110.120.13 0.14
Voltage (V)

5.2 LINEARITY

Linearity
1.00-
0.75-

0 100 200 300 400 500 60O 643
E-Field (V/m)

Linearity:+/-1.97% (+/-0.09dB)
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COMOSAR E-FIELD PROBE CALIBRATION REPORT Ref: ACR297.1. 20 MVGB.A

53 SENSITIVITY IN LIQUID

Liguid Frequency ConvF Epsilon (5/m) Permittivity

(MHz +/-

100MHz)
HL750 750 1.71 0.93 40.76
BL750 750 1.78 0.98 56.70
HL900 900 1.91 0.93 41.94
BL900O 900 1.96 0.98 54.62
HL 1800 1800 2.08 1.29 40.86
BL 1800 1800 216 1.47 52.27
HL2000 2000 2.03 1.42 38.37
BL20N 2000 2.10 1.52 52.03
HL2450 2450 2.31 1.80 38.72
BL2450 2450 2.37 1.97 534.91
HL2600 2600 2.16 1.89 39.98
BL26(M) 2600 2.23 2.18 54.42
HL5200 5200 2.01 4.45 36.68
BL5204) 5200 2.08 546 49.02
HL5300 5800 2.06 5.08 34.81
BL5800 5800 2.13 6.12 47.81

LOWER DETECTION LIMIT: 8mW/kg
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COMOSAR E-FIELD PROBE CALIBRATION REPORT Ref: ACR. 2971 20MVGB.A

54 ISOTROPY
HL 1800 MHz

Isoiropy clure
1 e
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6

LIST OF EQUIPMENT

Equipment Summary Sheet
Equipment Manufacturer / Identification No Current Next Calibration
Description Model ‘| Calibration Date Date
, Validated. No cal Validated. No cal
Flat Phantom MVG SN-20/09-SAM71 required. raquired.
. Validated. No cal Validated. No cal
COMOSAR Test Bench Version 3 MNA required. required.
Network Analyzer | Hond eg‘{,a"hwa’z 100203 05/2019 05/2022
Network Analyzer — Rohde & Schwarz , ,
Calibration kit ZV-2235 101223 05/2018 052022
Multimeter Keithley 2000 1160271 02/2020 02/2023
Signal Generator | ohd ES&M%"“""&’Z 106589 04/2019 04/2022
- Characterized prior to |Characterized prior fo
Amplifier Aethercomm SN 046 test. Mo cal required. test. Mo cal required.
Power Meter NI-USB 5680 170100013 05/2019 05/2022
Directional Coupler Narda 4216-20 01386 Characterized prior to |Characterized prior to

test. No cal required.

test. Mo cal required.

Validated. No cal

Validated. No cal

Hotline: 400-6611-140

Waveguide Mega Industries | 069Y7-158-13-712 . .
required. required.

. i . Validated. No cal Validated. No cal
Waveguide Transition | Mega Industries | 069Y7-158-13-701 required. requirad.

. R . Validated. No cal Validated. No cal
Waveguide Termination| Mega Industries | 069Y7-158-13-701 required. requirad.

; —
Temperaure | HUmidly) - Tasto 184 H1 44220687 05/2020 05/2023
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Appendix D: Dipole Calibration Report
SID900

SAR Reference Dipole Calibration Report

Ref: ACR.156.5.15.SATU.A

SHENZHEN TCT TESTING TECHNOLOGY CO.,LTD

210182201, ZHENCHANG FACTORY, RENSHAN INDUSTRIAL ZONE,
FUHAI SUBDISTRICT, BAOAN DISTRICT, SHENZHEN, GUANGDONG, CHINA

MVG COMOSAR REFERENCE DIPOLE

FREQUENCY: 900 MHZ
SERIAL NO.: SN 16/15 DIP 0G900-370

Calibrated at MVG US
2105 Barrett Park Dr. - Kennesaw, GA 30144

n\ |";f
'\ \_/ /

ilae;mEA

,//‘“\\\ ACCREDITED
il CEFT =T

Calibration Date 06/05/2021

.S‘HJ'J."H.’()‘J_'\'.'

This document presents the method and results from an accredited SAR reference dipole calibration
performed in MVG USA using the COMOSAR test bench. All calibration results are traceable to
national metrology institutions.
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SAR REFERENCE DIPOLE CALIBRATION REPORT Ref: ACR.156.5.15.5ATU.A
Name Function Date Signature
Prepared by : Jérome LUC Product Manager 06/05/2021 ﬁ,’
Checked by : Jérome LUC Product Manager 06/05/2021 ;%’
Approved by : Kim RUTKOWSKI Quality Manager 06/05/2021 |, ., fuctheus hi

Customer Name

Distribution - SHENZHEN TCT TESTING
IO = ' TECHNOLOGY CO..LTD
Issue Date Modifications
A 06/05/2021 Initial release
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SAR REFERENCE DIPOLE CALIBRATION REPORT Ref ACRIT25155ATU.A

1 INTRODUCTION

This document contains a summary of the requirements set forth by the IEEE 1528, FCC KDBs and
CELIEC 62209 standards for reference dipoles used for SAR measurement system validations and

the measurements that were performed to verify that the product complies with the fore mentioned

standards.
2 DEVICE UNDER TEST
Device Under Test
Device Type COMOSAER 900 MHz REFERENCE DIPOLE
Manufacturer MVG
Model SID900
Serial Number SN 16/15 DIP 0G900-370
Product Condition (new / used) Used

A yearly calibration interval is recommended.

3 PRODUCT DESCRIFTION

31 GENERAL INFORMATION

MV(Es COMOSAR Validation Dipoles are built in accordance to the TEEE 1528, FCC KDBs and
CELTEC 62209 standards. The product is designed for use with the COMOSAR test bench only.

Figure 1 — MVG COMOIAR Validation Dipole
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SAR REFERENCE DIPOLE CALIBRAT ION REPORT Ref: ACRITZ51554TU.A

4 MEASUREMENT METHOD

The IEEE 1528, FCC KDBs and CELIEC 62209 standards provide requirements for reference
dipoles used for system validation measurements. The following measurements were performed to
verify that the product complies with the fore mentioned standards.

4.1 RETURNILOSS REQUIREMENTS

The dipole used for SAR system validation measurements and checks must have a return loss of -20
dB or better. The return loss measurement shall be performed against a liquid filled flat phantom,
with the phantom constucted as outlined in the fore mentioned standards.

42 MECHANICAL REQUIREMENTS

The IEEE Std. 1528 and CELTEC 62209 standards speecify the mechanical components and
dimensions of the validation dipoles, with the dimensions frequency and phantom shell thickness
dependent. The COMOSAR test bench employs a 2 mm phantom shell thickness therefore the
dipoles sold for use with the COMOSAR test bench comply with the requirements set forth for a 2
mimn phantom shell thickness.

3 MEASUREMENT UNCERTAINTY

All uncertainties listed below represent an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2, traceable to the Internationally Accepted Guides to
Measurement Uncertainty.

51 RETURNIOSS

The following uncertainties apply to the return loss measurement:

Frequency band Expanded Uncertainty on Return Loss
400-6000MHz 0.1 dB

52 DIMENSION MEASUREMENT

The following uncertainties apply to the dimension measurements:

Length (mm) Expanded Uncertainty on Length
3 -300 0.05 mm

53 VAIIDATION MEASUREMENT

The guidelines outlined in the IEEE 1528, FCC KDBs, CENELEC EN30361 and CEIIEC 62209
standards were followed to generate the measurement uncertainty for validation measurements.
S can Volume Expanded Uncertainty

lg 20.3 %
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10

L

20.1 %

6 CALIBRATION MEASUREMENT RESULTS

6.1

EETURN LOSS AND IMPEDANCE TW HEAD LIQTUID

600

i)

-

il

Freguency, Hiz

=21 Ll

00 =0 340

1000

Frequency (MHz)

Return Loss (dB)

Requirement (dB)

Impedance

900

6.2

=38 .56

=20

EETUEN LOSS AND IMPEDANCE IN BODY LIQTID

Frequency, MHz

80

0 200 M0 98]

380

5130+ 0.7j0

Frequency (MHz) Return Loss (dB) Bequirement (dB) Impedance
200 -22.90 20 F350+6.1 50
6.3 MECHANICAL DIMENSIONS
Frequency Iz Lmm hmm dmm
required measured required measured required measured
wal A20.0 £1 %, B0 L% 635 41 %,
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450 290.0 +1 %. 166.7 +1 %, 635 +1%,
750 176.0 £1 %. 100.0 +1 %. 635 +1%.
8% 161.0 £1 %, 89,841 %, 36 1%,
00 148,041 %, PASS 83,341 %, PASS 26 11 %, PA3S
1450 89.1 +1%. 51.7+1%. 2.6 +1 %.
1500 80.5 +1 %, S0.0+1 %, 36 +1 %,
1640 79.0+1 %, 45.7 1%, 3.6 £ %.
1750 75211 %, 4291 %, 3.6 £ %.
1800 72041 %, 41.7£1%. 3.6 1 %.
1900 650 +1 %, 39,5 £1 %, 3.6 £ %.
1960 66,3 +1 %, 335 £1%. 3.6 £ %.
2000 845 +1 %, 37.5 1%, 3.6 +1 %.
2100 610 1%, H.711%. 3.6 1 %.
2300 555 £1 %, 32641 %. 3.6 £ %.
2450 515 £1 %, 30.4 £1%. 3.6 £ %.
2600 435 1%, 25841 %, 3.6 £ %.
3000 415 £1 %, 5,041 %, 3.6 +1 %.
w00 F7.041 %, 26.4 1%, 36 +1 %,
3700 34,741 %, 26.4 1%, 3.6 £ %.
7  VALIDATION MEASUREMENT

The IEEE Std. 1528, FCC KDBs and CEVIEC 62209 standards state that the system walidation
measurements must be performed using a reference dipole meeting the fore mentioned return loss
and mechanical dimension requirements. The validation measurement must be performed against a
liquid filled flat phantom, with the phantom constructed as outlined in the fore mentioned standards.
Per the standards, the dipole shall be positioned below the bottom of the phantom, with the dipole
length centered and parallel to the longest dimension of the flat phantom, with the top surface of the
dipole at the described distance from the bottom surface of the phantom.

71

Hotline: 400-6611-140

HEAD LIQUID MEASUREMENT

Frelgql:aznw Relative permittivity (8") Conductivity [0)5/m
required measured required measured
300 45,315 % 087 5%
450 435 15 % 087 15 %
730 41.915% 0.8915%
235 41,5 5% 0,505 %
el 415 5% PASS 0.97 5% PASS
1450 405 5% 1.2015%
1500 A0.4 15 % 1,235 %
1640 AD.2 5% 1.31 5%
1750 40,1 5% 1.3715%
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1800 4000 15 % 1.40 15 %
1500 4000 15 % 1.40 15 %
1550 4000 15 % 1.40 15 %
2000 4000 15 % 1.40 15 %
2100 39515 % 14315%
2300 39515 % 1.67 15 %
2450 392153 % LE0I5%
2000 39015 % 12515 %
3000 3BS15% 24015 %
200 37915 % 291 15%

72 SAR MEASUREMENT RESULT WITH HEAD LIQUID

The IEEE Std. 1528 and CELTEC 62209 standards state that the system validation measurements
should produce the SAR wvalues shown below (for phantom thickness of 2 mm), within the
uncertainty for the system validation. All SAR values are normalized to 1 W forward power. In
bracket, the measured SAR is given with the used input power.

Software OPENSAR V4
Phantom SH 20009 SAMTIL
Probe SN 18/11 EPG122
Licuid Head Liguid Values: eps” : 42.1 sigma: 0.98
Distance between dipole center and liquid 15.0 mm
Area scan resolution dz=8mm/dy=8mm
Zoon Scan Resolution da=fmm/dv=8mm/dz=>5mm
Frequency 2900 MHz
Input power 20 dBm
Ligquid Temperature 21°C
Lab Temperature a1
Lah Humidity 4554
Frequen
ey 18 SAR (W/kg/W) 10 g SAR (W/kg/W)
required measured required measured
3 285 1.
450 458 306
730 249 5,55
835 256 622
200 10.3 10,61 {0.97) 6.99 6.91 {1.20)
1450 29 16
1500 N3 16.8
1640 .2 184
1750 364 19.2
1800 354 2.1
Page: &1
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SAR REFERENCE DIPOLE CALIBRATION REPORT Ref: ACR1T25.155ATU.A

1500 397 205
1550 405 20,9
2000 41.1 211
2100 436 21.9
2300 487 233
2450 524 4

2800 35.3 2.6
3000 53.8 5.7
500 571 3

1.4
— —12
— §1.
. w o ]
. S
e | oot 02—, = )
] LU PO R T . = Sl =R = e 1
Zlrin|
7.3 BODY LIQUID MEASUREMENT
FIE:,IL:_‘E:“W Relative permittivity [8-) Conductivity [g)5/m
required measured required measured
1350 G1.915% 0.8015%
300 58215% 0.9215%
450 567 45 % 0,94 15%
750 55.5 15 % 0.96515%
835 55.2 15 % 0.97 5%
900 5510 45 % PASS 1.05 5% PASS
915 55.0 15 % 1.06 5 %
1450 54.0 45 % 13045 %
1610 53,815 % 1,40 45 %
1800 53315% 1.52 5%
1900 53315% 1.5245%
2000 53315% 1.5245%
2100 53.215% 1.62145%
2450 527 5% 1.55 5%
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2600 525 15 % 2,16 15 %
3000 52015 % 2.73145%
33500 51.315% 2,31 5%
5200 43.0+10% 5.30£10%
5300 48.9110% 542 +10%
5400 4B.7+10% 553£10%
5500 456 110% 5,65 +10%
5600 485 +10% 5,77 £10%
5800 48,2 +10% 6,00 £10%

74 SAR MEASUREMENT RESULT WITH BODY LIQUID

Software OPENSAR V4
Phantom SN 20/09 SAMTL
Prohe SN 1811 EPGL22
Liguid Body Liquid Values: eps’ : 564 sigma: 1.08
Distance between dipole center and liquid 15.0 mm
Area scan resolution di=E8mm/dy=8mm
Zoon Sean Resolution de=8mm/dy=8mm/dz=5mm
Frequency 900 MHz
Input power 20 dBm
Ligquid Temperature 21 eC
Lab Temperature 21°C
Lah Humidity 4554
Frequen
i 18 SAR [W/kg/W) 10 g SAR [W/kg/W)
measured measured
200 10.79(0.53) 6.95 (0.66)
S ks Bl v '

[ —— Zinivou

1.6-
AN
B LN
oy ot T
1.0
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w e Fua Pl
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e | g 03 ] |
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§ LIST OF EQUIPMENT

Equipment Summary Sheet
Equipment Manufacturer / . . Current Next Calibration
Description Model Identification No. Calibration Date Date
Validated. No cal Validated. No cal
SAM Phantom MVG SN-20/09-SAMT7 1 required. required.
|COMOSAR Test Bench Version 3 NA Validated. Nocal | Validated. No cal
required. required.
Network Analyzer | node gji':hwarz SN100132 02/2021 02/2024
Calipers Carrera CALIPER-01 02/2021 02/2024
Reference Probe MVG EPG122 SN 18/11 02/2020 02/2021
Multimeter Keithley 2000 1188656 02/2021 02/2024
Signal Generator Agilent E4438C MY49070581 02/2021 02/2024
i Charactenzed prior to |Characterized prior to
Amplifier Aethercomm SN 046 test. No cal required. |test. No cal required.
Power Meter HP E4418A US38261498 02/2021 02/2024
Power Sensor HP ECP-E26A US37181460 02/2021 02/2024
. Charactenzed prior to |Characterized prior to
Directional Coupler Narda 4216-20 01386 test. No cal required. |test. No cal required.
Temperature and
Humidity Sensor Control Company 11-661-9 0272021 0272024
Page: 11/11
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SAR Reference Dipole Calibration Report

Ref: ACR.156.6.15.SATU.A

SHENZHEN TCT TESTING TECOANOLOGY CO.,LTD

2101&2201, ZHENCHANG FACTORY, RENSHAN INDUSTRIAL
ZONE, FUHAI SUBDISTRICT, BAOAN DISTRICT, SHENZHEN,

MVG COMOSAR REFERENCE DIPOLE

GUANGDONG, CHINA

FREQUENCY: 1800 MHZ
SERIAL NO.: SN 16/15 DIP 1G800-371

Calibrated at MVG US
2105 Barrett Park Dr. - Kennesaw, GA 30144
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Calibration Date: 06/05/2021

—
o

o ACCREDITED

Summary:

This document presents the method and results from an accredited SAR reference dipole calibration
performed 1 MVG USA using the COMOSAR test bench. All calibration results are traceable to
national metrology mstitutions.
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1 INTRODUCTION

This document contains a summary of the requirements set forth by the IEEE 1528, FCC KDBs and
CELTEC 62209 standards for reference dipoles used for SAR measurement system validations and

the measurements that were performed to verify that the product complies with the fore mentioned

standards.
2 DEVICE UNDER TEST
Device Under Test
Device Type COMOSAR 1800 MHz REFERENCE DIPOLE
Mamufacturer MV G
Model SID1800
Serial Number SN 16/15 DIP 1G800-371
Product Condition {new / used) Used

A vearly calibration interval is recommended.

3 PRODUCT DESCRIPTION

31 GENERAT INFORMA TION

MVGE's COMOSAR Validation Dipoles are built in accordance to the IEEE 1528, FCC KDBs and
CELTEC 62209 standards. The product is designed for use with the COMOSAR test bench only.

Figure 1 — MVG COMOSAR Validation Dipale
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4 MEASUREMENT METHOD

The IEEE 1528, FCC KDBs and CEL'IEC 62209 standards provide requirements for reference
dipoles used for system validation measurements. The following measurements were performed to
verify that the product complies with the fore mentioned standards.

41 RETURNIOSS REQUIREMENTS

The dipole used for SAR system validation measurements and checks must have a return loss of 20
dB or better. The return loss measurement shall be performed against a liquid filled flat phantom,
with the phantom constucted as outlined in the fore mentioned standards.

42 MECHANICAL REQUIREMENTS

The TEEE Std. 1528 and CELIEC 62209 standards specify the mechanical components and
dimensions of the validation dipoles, with the dimensions frequency and phantom shell thickness
dependent. The COMOSAR test bench employs a 2 mm phantom shell thickness therefore the
dipoles sold for use with the COMOSAR test bench comply with the requirements set forth for a 2
mm phantom shell thickness.

3 MEASUREMENT UNCEETAINTY

All uncertainties listed below represent an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2, traceable to the Internationally Accepted Guides to
Measurement Uncertainty.

51 RETURNIOSS

The following uncertainti es apply to the return loss measurement:

Frequency band Expanded Uncertainty on Return Loss
400-6000 M= 0.1dB

52 DIMENSION MEASUREMENT

The following uncertainti es apply to the dimension measurements:

Length (mum) Expanded Uncertainty on Length
3-300 0.05 mm

33 VAIIDATION MEASUREMENT

The guidelines outlined in the IEEE 13528, FCC KDBs, CENELEC EN30361 and CELIEC 62209
standards were followed to generate the measurement uncertainty for vali dation measurements.

Scan Volume Expanded Uncertainty

lg 203 %
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10 ¢ 20.1 %
6 CALIBRATION MEASUREMENT RESULTS
6.1 RETURNI.OSS AND IMPEDANCE IN HEAD LIQUID
Frequency, MHz
1700 1720 1740 170 1780 1800 1820 1840 1860 1880 1300
.
N
I
.qD_
Frequency (MHz) Return Loss (dB) Requirement (dB) Impedance
1800 3692 -20 48.1 0 -0.5;Q
62 RETURNITOSS AND IMPEDANCE IN BODY LIQUID
Fiequency, MHz
1700 1720 1740 17R0 17800 18000 1820 1840 18RO 1380 1300
-32.5-
. 5'------_--
-30.0-
Frequency (MHz) Return Loss (dB) Requirement (dB) Impedance
1800 -24.67 -20 4740 -5.1;Q
63 MECHANICAL DIMENSIONS
Frequency MHz Lmm hmm d mm
required measured required measured required mea sured
300 420.0 11 %, 250011 %. 635 11%.
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450 290,041 %, 166.7 +1 %. 635 +1%.
750 176.0 41 %, 100.0 +1 %, 635 1%,
8% 161,041 %, 89.811%. 36 %,
00 142,041 %, §3.341%. 3.6 1%,
1450 89.1 +1 %. 51.7 41 %. 3.6 1%,
1500 205 1%, 50,0 £1 %, 3.6 £ %,
1640 790 +1 %. 45,7 41 %. 3.6 %,
1750 75.2 41 %, 42,941 %, 3.6 %,
1200 72041 %, PASS 41.7 +1%. PASS 3611 %, PASS
1900 65,0 +1 %. 395 1 %. 3.6 %,
1550 66.3 +1 %. 38,5 +1%. 3.6 %,
2000 615 +1 %, 37.5 1%, 3.6 %,
2100 61.0+1 %, 5.7 41 %. 3.6+ %,
2300 555 +1%. 32641 %. 3.6 %,
2450 515 1%, 30.4 1%, 3.6 £ %,
2600 485 +1%, 28,811 %, 3.6 %,
3000 415 +1%. B.041%. 3.6 %,
00 37.041 %, 26.4 +1%. 3.6 %,
3700 3.7+1 %, 26.4 1%, 3.6 £ %,

7 VALIDATION MEASUREMENT

The IEEE Std. 1528, FCC KDBs and CELVIEC 62209 standards state that the system validation
measurements must be performed using a reference dipole meeting the fore mentioned return loss
and mechanical dimension requirements. The validation measurement must be performed against a
liquid filled flat phantom, with the phantom constructed as outlined in the fore mentioned standards.
Per the standards, the dipole shall be positioned below the bottom of the phantom, with the dipole
length centered and parallel to the longest dimension of the flat phantom, with the top surface of the
dipole at the deseribed distance from the bottom surface of the phantom.

7.1 HEAD LIQUID MEASUREMENT

Fre&lﬁnw Relative permittivity (8-) Conductivity () 5/m
required measured required measured
300 43,315 % 0.8715%
4350 43515 % 0.8715%
730 41,915 % 0,89 15 %
35 41515 % 09015 %
900 41515 % 0.9715%
1450 405 15 % 1.20+5%
1500 404 15 % 1.2345%
1640 40,2 15 % 1.31 5%
1750 40,1 5% 13715 %
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1800 40,0 15 % PASS 1.40+5% PASS
1900 40,0 15 % 1,40 +5%

1950 40,0 15 % 1.40 5%
2000 40,0 15 % 1,40 +5%
2100 39515 % 1.4915%
2300 395 15% 1.67 5%
2450 392 15% 1.8015%
2600 39.045% 19645 %
3000 3IBS 15 % 240 5%
3500 37.915% 291 5%

7.2 SAR MEASUEEMENT RESULT WITH HEAD LIQUID

The IEEE Std. 1528 and CELTEC 62209 standards state that the system validation measurements
should produce the SAR wvalues shown below (for phantom thickness of 2 mm), within the
uncertainty for the system wvalidation. All SAR wvalues are normalized to 1 W forward power. In
bracket, the measured SAR is given with the used input power.

Software OPENEAR V4
Phantom SN 20/09 SAMTI
Probe SN 18/11 EPG122
Liguid Head Liguid Values: eps’ 1 41.8 sigma: 1.38
Distance between dipole center and liquid 10.0 mm
Area scan resolution dz=8mm/dy=8mm
Zoon Scan Resolubon drz=8mmidy=8mm/d=5mm
Fregquency 1300 MHz
Input power 20 dBm
Liguid Temperature 21°C
Lab Temperature 21°C
Lab Humidity 45 %%
Frequen
N 1g SAR (W/kg/ W) 10 g SAR (W/kg/ W)
required measured required measured
300 285 1.
450 458 306
720 549 5.55
835 256 6.22
200 109 .59
1450 29 16
1500 05 16.8
1840 4.2 154
1750 364 19.2
1800 384 37.64 [3.16) 201 20,26 (2.18)
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1500 29.7 0.5
1550 405 0.9
2000 41.1 211
2100 436 219
2300 487 23.3
2450 524 |
2600 55.3 2.6
2000 538 5.7
500 67.1 )
A e
By
500 \
ga.w "N
g anm \\
Zm --..,__"H
100 =
052—.0 10 12 14 18 18 2;‘;?‘-24 26 28 IJID
2 [mm|
7.3 BODY LIQUID MEASUREMENT
FIE&T_‘EZHW Relative permittivity (8] Conductivity [0]5/m
required measured required measured
150 61.945% 0.8015%
300 58215 % 0.9215%
450 567 5% 0.94 15%
7350 55.5 15 % 0.96 5%
835 55.2 15 % 0.9715%
900 55,0 5 % 1.05 +5 %
915 55.0 15 % 1.06 5 %
1450 54,045 % 13045 %
1610 S3815% 1.40 45 %
1800 53.315% PASS 1.52145% PASS
1900 53315% 15215 %
2000 53315% 1.5245%
2100 53215% 1.6245%
2450 52.745% 1.55 5%
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2600 525 5% 21645 %
3000 52015% 27315 %
3500 51.345% 3.3145%
5200 49,0 410% 5.30 £10%
5300 42.9110% 542 £10%
5400 48,7 410% 553 £10%
5500 42.6110% 5.65 £10%
5600 42,5 +10% 5.77 £10%
5800 48,2 110% 6,00 £10%

74 SAR MEASUREMENT RESULT WITH BODY LIQUID

Software OPENSAR V4

Fhantotmn SM 20/09 5AMTIL

Prohe SN 1811 EPGL22

Liguid Body Liquid Values: eps’ : 530 sigma : 1.52

Distance between dipole center and liquid

10.0 mm

Area scan resolution

di=8mmidy=8mm

Zoon Scan Resolution

de=8mmidy=8mm/dz=>5mm

Frequency 1500 MH=
Input power 20 dBm
Liguid Temperature 21 °C
Lab Temperature 21°C
Lah Humidity 45 %%
Frequen
i 1g SAR (W/kg/W) 10 g SAR (W/kg/W)
measured measured
1800 37.60(3.24) 2059(2.20)
P T T LTI T T
fuwdare  Raduted| e o lnd '
“ \ |‘
£13-5
1] \
L Z4m
\
o = = am ™,
e I
200 - =
[
e | oot | & ———
[ lo12 1415 12 20022 24 28 2= A
2ol
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8 LIST OF EQUIPMENT

Equipment Summary Sheet
Equipment Manufacturer / . . Current Next Calibration
Description Model Identification No. Calibration Date Date
Walidated. No cal WValidated. No cal
SAM Phantom MVG SN-20/09-SAMT71 required. required.
COMOSAR Test Bench|  Version 3 NA Validated. Nocal  Nalidated. ~ No cal
required. required.
Network Analyzer | FOUE Z&VSA':hwarZ SN100132 02/2021 02/2024
Calipers Carrera CALIPER-01 02/2021 02/2024
Reference Probe MVG EPG122 SN 18/11 02/2020 02/2021
Multimeter Keithley 2000 1188656 02/2021 02/2024
Signal Generator Agilent E4438C MY49070581 02/2021 02/2024
] Characterized prior to|Characterized prior to
Amplifier Aethercomm SN 046 test. No cal required. |test. No cal required.
Power Meter HP E4418A US38261498 02/2021 02/2024
Power Sensor HP ECP-E26A US37181460 02/2021 02/2024
o Charactenzed prior to |Characterized prior to
Directional Coupler Narda 4216-20 01386 test. No cal required. |test. No cal required.
Temperature and
Humidity Sensor Caontral Company 11-661-9 02/2021 02/2024
Page: 11/11
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SAR Reference Dipole Calibration Report

Ref: ACR.156.8.15.SATU.A

SHENZHEN TCT TESTING TECHNOLOGY CO., LTD

2101&2201, ZHENCHANG FACTORY, RENSHAN INDUSTRIAL
FUHAI SUBDISTRICT, BAOAN DISTRICT, SHENZHEN,
GUANGDONG, CHINA
MVG COMOSAR REFERENCE DIPOLE

FREQUENCY: 2000 MHZ
SERIAL NO.: SN 16/15 DIP 2G000-373

Calibrated at MVG US
2105 Barrett Park Dr. - Kennesaw, GA 30144

SN ACCREDITED
mms Calibration CERT #2245

Calibration Date: 06/05/2021

SHJ'HFIF(HT.'

This document presents the method and results from an accredited SAR reference dipole calibration
performed in MVG USA using the COMOSAR test bench. All calibration results are traceable to
national metrology institutions.
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Name Function Date Signature
Prepared by : Jérome LUC Product Manager 06/05/2021 ﬁ/
Checked by : Jérome LUC Product Manager 06/05/2021 ;%’
Approved by : Kim RUTKOWSKI Quality Manager 06/05/2021 | prm Frrthondd v
Customer Nanie
o SHENZHEN TCT TESTING
Distribution : )
TECHNOLOGY CO..LTD
Issue Date Modifications
A 06/05/2021 Initial release
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1 INTRODUCTION

This document contains a summary of the requirements set forth by the IEEE 1528, FCC KDBs and
CELIEC 62209 standards for reference dipoles used for SAR measurement system validations and

the measurements that were performed to verify that the product complies with the fore mentioned

standards.
2 DEVICE UNDER TEST
Device Under Test
Device Type COMOSATR 2000 MHz REFERENCE DIPOLE
Manufacturer MVG
Model SID2000
Serial Number SN 16/15 DIP 2G000-373
Product Condition (new / used) Used

A yearly calibration interval is recommended.

3 PRODUCT DESCRIPTION

31 GENERAL INFORMATION

MVEs COMOSAR Validation Dipoles are built in accordance to the IEEE 1528, FCC KDBs and
CELTEC 62209 standards. The product is designed for use with the COMOSAR test bench only.

Figure 1 — MG COMOSAR Validation Dipole
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4 MEASUREMENT METHOD

The IEEE 1528, FCC KDBs and CELIEC 62209 standards provide requirements for reference
dipoles used for system validation measurements. The following measurements were performed to
verify that the product complies with the fore mentioned standards.

4.1 RETURNIOSS REQUIREMENTS

The dipole used for SAR system validati on measurements and checks must have a return loss of -20
dB or better. The return loss measurement shall be performed against a liquid filled flat phantom,
with the phantom constueted as outlined in the fore mentioned standards.

4.2 MECHANICAL REQUIREMENTS

The IEEE S5td. 1528 and CELIEC 62209 standards specify the mechanical components and
dimensions of the validation dipoles, with the dimensions frequency and phantom shell thickness
dependent. The COMOSAR test bench employs a 2 mm phantom shell thickness therefore the
dipoles sold for use with the COMOSAR test bench comply with the requirements set forth for a 2
min phantom shell thickness.

s MEASUREMENT UNCERTAINTY

All uncertainties listed below represent an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2, traceable to the Internationally Accepted Guides to
Measurement Uncertainty.

51 RETURNIOSS

The following uncertaintics apply to the return loss measurement:

Frequency band Expanded Uncertainty on Return Loss
400-6000 MHz 0.1 dB

52 DIMENSION MEASUREMENT

The following uncertainties apply to the dimension measurements:

Length (mm) Expanded Uncertainty on Length
3 -300 0.05 mm

53 VAILIDATION MEASUREMENT

The guidelines outlined in the IEEE 1528, FCC KDBs, CENELEC EN30361 and CELIEC 62209
standards were followed to generate the measurement uncertainty for validation measurements.
5 can Volume Expanded Uncertainty

lg 203 %
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10¢ 201 %

6 CALIBRATION MEASUREMENT RESULTS

6.1 RETURNIOSS AND IMPEDANCE IN HEAD LIQUID

Frequency, MHz
1900 1920 1940 1960 1980 2000 2020 2040 Z0ED 2080 2100

S4B

.40_
Frequency (MHz) Return Loss (dB) Requirement (dB) Impedance
2000 -35.20 -20 4810 -0.6;2

6.2 RETURNIOSS AND IMPEDANCE IN BODY LIQUID

Frequency, MHz
15900 14820 190 1960 1980 2000 2020 2040 20E0 208D 210

511,48

-40-
Frequency (MHz) Return Loss (dB) Requirement (dB) Impedance
2000 -31.11 -20 515 0+ 2.050

63 MECHANICAL DIMENSIONS

Frequency MHz Lmm hmm dmm
required measured required measured required measured
300 420,011 %, 20011 %, G35 11%.
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450 290.0 +1 %, 166.7 +1%. 635 +1%.
7S50 176.0 11 %, 100.0 +1 %, 635 11%.
8% 161.0 +1 %, 89,3 +1 %. 36 41 %,
200 149.0 +1 %, 83341 %. 3.6 £1 %,
1450 891 +1%. 51.7 1 %. 3.6 £1 %,
1500 805 +1%. 50.0 +1 %. 3.6 £1 %,
1640 790 +1 %, 45.7 1 %. A6 1%,
1750 TS24 %, 42.9 41 %. 3.6 £1 %,
1800 72041 %, A41.7 1 %. A6 1%,
1900 630 +1 %, 39.5 £1%. 3.6 £1 %,
1960 663 +1 %, 385 +1%. A6 1%,
2000 545 11 %, PASS 37.5 +1%. PASS 3.6 11 %, PASS
2100 810 1%, .7 11%. 3.6 11 %,
2300 555 £1%. 32.6£1%. 3.6 £1 %,
2450 515 11 %. 30.4 11 %. 3.6 11 %,
2600 485 £1%. 28841 %. 3.6 £1 %,
3000 415 11 %, 5.0 11 %. 3.6 11 %,
00 37061 %, 26.4 £1%. 3.6 £1 %,
3700 34, 7E1 %, 26.4 11 %. 3.6 11 %,

7  VALIDATION MEASUREMENT

The IEEE Std. 1528, FCC KDBs and CEVIEC 62209 standards state that the system validation
measurements must be performed using a reference dipole meeting the fore mentioned return loss
and mechanical dimension requirements. The validation measurement must be performed against a
liquid filled flat phantom, with the phantom constructed as outlined in the fore mentioned standards.
Per the standards, the dipole shall be positioned below the bottom of the phantom, with the dipole
length centered and parallel to the longest dimension of the flat phantom, with the top surface of the
dipole at the described distance from the bottom surface of the phantom.

7.1 HEAD LIQUID MEASUREMENT

Fre:ql.linw Relative permittivity (g Conductivity (o) S/m
required measured required measured
300 45.315% 0.87 5%
450 435 5% 0,87 +5%
730 41.915% 0.8915%
535 415 5% 0,505 %
Qo0 415 15% 0.97 5%
1450 405 15 % 1.2015%
1500 A0.4 5% 1.2315%
1840 40,2 15 % 1.31 t5%
1730 A0.1 5% 1.3715%
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1520 40.015% 1.40 5%
1900 40.015% 1.40 5%
1560 40045 % 140 5%
2000 40.015% PASS 1.40 5% PASS
2100 3055 % 1.4915%
2300 385 15% 1.67 5%
2450 39.215% 1.80+5%
2600 38.015% 1.96 5%
000 IS I5% 240 15%
00 37.945% 2,91 45%

72 SAR MEASUREMENT RESULT WITH HEAD LIQUID

The IEEE Std. 1528 and CELTEC 62209 standards state that the system wvalidation measurements
should produce the SAR wvalues shown below (for phantom thickness of 2 mm), within the
uncertainty for the system validation. All SAR values are normalized to 1 W forward power. In
bracket, the measured SAR is given with the used input power.

Software OPENSAR V4
Phantom SH 20/09 SAMTL
Prohe SN 18/11 EPG122
Liguid Head Liguid Values: eps’ : 40.1 sigma: 1.43
Distance between dipole center and liquid 10.0 mim
Area gcan resolution dx=3 mm/dy=8mm
Zoon Scan Resolution dex=5mmidy=5rmmidz=5mm
Frequency 2000 MHz
Input power 20 dBm
Liguid Temperature a1 eC
Lab Temperature 21 eC
Lab Humidity 45 %,
Frequen
ey 1g SAR [W/kg/W) 10 g SAR (W/kg/W)
required measured required measured
300 285 1.
450 458 306
750 5493 5.55
B35 256 622
200 109 .99
1450 29 e
1500 03 16.8
1e40 .2 184
1750 354 18.2
L1200 384 201
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1900 397 205
1550 405 20.9
2000 411 4215 |2.35) 211 2117 (0.3
2100 436 21.9
2300 487 23.3
2450 524 !
2000 55.3 24.6
3000 638 5.7
H00 67.1 5
I San
TA7-5
= ?ii N
2 4m
P % 3m AN
B 2m \-\
Fo
== =TT
1) 10072 14 18 18 20 22 24 28 28 30
2
73 BODY LIQUID MEASUREMENT
Fre&l:aznw Relative permittivity (&) Conductivity (o) S/m
required measured required measured
150 G1.9145% 0,80 £5 %
300 SR215% 0.9245%
450 S6.7 5% 0,94 +5 %
750 55.5 15 % 0,96 5 %
835 55.245% 0,97 £5 %
900 55.045% 1.05 45 %
213 55.045 % 1.06 +5 %
1450 54.015% 1,90 45 %
1610 53.8145% 1.40 45 %
1800 53.315% 1.52 45 %
1900 53.315% 1.52 45 %
2000 53.345% PASS 1.52 5% PASS
2100 53.215% 1.62 5%
24350 52.715% 1.95 +5%
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2600 52515 % 2,16 5 %
3000 52015 % 2.7315%
3500 51.315% 3,31 +5%
5200 49.0410% 5.30£10%
5300 48,9410% 542 +10%
5400 43,7 £10% 553£10%
5300 48,6 +10% 5.65 +10%
5600 485 +10% 5.77 £10%
5800 48,2 +10% 600 £10%

74 SAR MEASUREMENT RESULT WITH BODY LIQUID

Software OPENZAR V4
Fhantom SH 20/09 SAMTIL
Probe SW18/11 EPGL22
Liguid Body Liquid Values: eps’ : 536 sigma : 1.54
Distance between dipole center and ligquid 10.0 mm
Area scan resolubion di=8mmidy=8mm
Zoon Scan Resolution di=5mmidy=5mm/dz=5mm
Freguency 2000 MHz
Input power 20 dBm
Liquid Temperature 21°C
Lab Temperature 21°C
Lah Humidity 45 %%
Frequen
e 1 SAR (Wikg/W) 10 g SAR [W/kg /W]
measured measured
2000 41,60 (1.36) 21.26(1.92)
SO Vot Frope v '

E.33-
£00 \‘
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§ LIST OF EQUIPMENT

Equipment Summary Sheet
Equipment Manufacturer / . . Current Next Calibration
Description Model Identification No. Calibration Date Date
Validated. No cal Validated. No cal
SAM Phantom MVG SN-20/09-SAMTA1 required. required.
COMOSAR Test Bench|  Version 3 NA Validated. Nocal  Valdated.  No calf
required. required.
Network Analyzer | 00 & Schwarz SN100122 0212021 0212024
Calipers Carrera CALIPER-01 02/2021 02/2024
Reference Probe MVG EPG122 SN 18/11 02/2020 02/2021
Multimeter Keithley 2000 1188656 02/2021 02/2024
Signal Generator Agilent E4438C MY49070581 02/2021 02/2024
. Charactenzed prior to |Characterized prior to
Amplifier Aethercomm SN 046 test. No cal required. |test. No cal required.
Power Meter HP E4418A US38261498 02/2021 02/2024
Power Sensar HP ECP-E26A US37181460 02/2021 02/2024
L Charactenzed prior to |Characterized prior to
Directional Coupler Narda 4216-20 01386 test. No cal required. |test. No cal required.
Temperature and
Humidity Sensor Control Company 11-661-9 022021 02/2024
Page: 11/11
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Calibrated at MVG US
2105 Barrett Park Dr. - Kennesaw, GA 30144
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\ \\_// .H’

ilm&

, /"“\ \ ACCREDITED
‘”Illlllj" CERT &I

Calibration Date 06/05/2021

SHJHH.’(H?\'.'

This document presents the method and results from an accredited SAR reference dipole calibration
performed in MVG USA using the COMOSAR test bench.
national metrology institutions.

All calibration results are traceable to
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SAR REFERENCE DIPOLE CALIBRATION REPORT Ref ACR.156.9.153ATUA

1 INTRODUCTION

This document contains a summary of the requirements set forth by the IEEE 1528, FCC KDBs and
CELTEC 62209 standards for reference dipoles used for SAR measurement system validations and

the measurements that were performed to verify that the product complies with the fore mentioned

standards.
2 DEVICE UNDER TEST
Device Under Test
Device Type COMOSAR. 2450 MHz REFERENCE DIFOLE
Mamufacturer MV G
Model SID2450
Serial Number SN 16/15 DIP 23450-374
Product Condition (new / used) Used

A yearly calibration interval is recommended.

3 PRODUCT DESCRIFTION

3.1 GENERAL INFORMATION

MVGE's COMOSAR Validation Dipoles are built in accordance to the IEEE 1528, FCC KDBs and
CELTEC 62209 standards. The product is designed for use with the COMOSAR test bench only.

Figure 1 - MVG COMOSAR Validation Dipole

Page: §11

This document shall not be reproduced, excepf in full or in pari, without the writfen approval of MVG
The imformation confaingd herein is fo be used onlp for the purpose for which 1# s submiffed and 15 nof fo
be released in whole or pari withouf writfen approwval of MV G

Page 195 of 226

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




I C I Report No.: TCT220810E070

SAR REFERENCE DIPOLE CALIBRATION REPORT Ref ACR1569.1554TU &

4 MEASUREMENT METHOD

The IEEE 1528, FCC KDBs and CELIEC 62209 standards provide requirements for reference
dipoles used for system validation measurements. The following measurements were performed to
verify that the product complies with the fore mentioned standards.

4.1 RETURNLOSS REQUIREMENTS

The dipole used for SAR system validation measurements and checks must have a return loss of -20
dB or better. The return loss measurement shall be performed against a liquid filled flat phantom,
with the phantom constucted as outlined in the fore mentioned standards.

42 MECHANICAL REQUIREMENTS

The TEEE S5td. 1528 and CELTEC 62209 standards specify the mechanical components and
dimensions of the validation dipoles, with the dimensions frequency and phantom shell thickness
dependent. The COMOSAR test bench employs a 2 mm phantom shell thickness therefore the
dipoles sold for use with the COMOSAR test bench comply with the requirements set forth for a 2
min phantom shell thickness.

5 MEASUREMENT UNCERTAINTY

All uncertainties listed below represent an expanded uncertainty expressed at approximately the 93%
confidence level using a coverage factor of k=2, traceable to the Internationally Accepted Guides to
Measurement Uncertainty.

31 RETUENIOSS

The following uncertainti es apply to the return loss measurement:

Frequency band Expanded Uncertainty on Return Loss
400-6000MHz 0.1 dB

532 DIMENSION MEASUREMENT

The following uncertainties apply to the dimension measurements:

Length (mam) Expanded Uncertainty on Length
3-300 0.05 mm

533 VAILIDATION MEASUREMENT

The guidelines outlined in the TEEE 1528, FCC KDBs, CENELEC EN50361 and CELTEC 62209
standards were followed to generate the measurement uncertainty for validation measurements.
Scan Volume Expanded Uncertainty

lg 203 %
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10¢g 20.1 %

6 CALIBRATION MEASUREMENT RESULTS

6.1 RETURNILOSS AND IMPEDANCE TN HEAD TLIOUID

Frequency, MHz
230 M0 2420 2440 24B0 2430 IR0D &S

511,48

Frequency (MHz) Return Loss (dB) Requirement (dB) Impedance
2450 -2897 -20 46.3 0 -0.20

6.2 RETURNILOSS AND IMPEDANCE IN BODY LIQUID

Frequency, MHz
2330 2400 2420 2440 2460 2430 (00 B2

511,48

Frequency (MHz) Return Loss (dB) Requirement (dB) Impedance
2450 -32.77 -20 48.5 0 -1.8j0
6.3 MECHANICAL DIMENSIONS
Frequency [VHz L mim hmm d mm
required measured required measured required measured
0 420.0 11 %. 00 11 %. 635 +1%.
Page: &1}
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450 290.0 +1 %. 166.7 £1 %, 635 +1%.
750 176.0 +1 %. 100.0 £1 %, 635 +1 %,
8% 161.0 +1 %. 89.8£1 %, 3.6 +1 %.
200 145.0 +1 %. 83.311%, 3.6 t1%.
1450 891 +1%. 51.7 +1%. 3.6 +1 %.
1500 805 1%, 50,0 +1 %, 3.6 t1%.
1640 79041 %, 45.7 +1 %, 3.6 +1%.
1750 75,211 %. 42,941 %, 3.6 +1 %.
1800 72041%, 41.7 1%, 3.6 +1%.
1900 62011 %, 395 1%, 3.6 +1 %.
1950 66311 %, 385 £1%. 3.6 +1%.
2000 615 1%, 37.5 £1%. 3.6 +1 %.
2100 61041 %, .71 %, 3.6 +1 %,
2300 555 £1 %, 326 £1 %, 3.6 +1 %.
2450 51.5 +1 %, PASS 0.4 +1 %, PASS 2.6 11 %, PASS
2600 485 1%, 28.811%, 3.6 £1%.
2000 415 #1 %, 5051 %, 3.6 +1 %,
00 37.0k1 %, 26.4 £1%, 3.6 £1%.
3700 34,741 %, 26.4 £1%, 3.6 +1 %,
7  VALIDATION MEASUREMENT

The TEEE Std. 1528, FCC KDBs and CEVIEC 62209 standards state that the system walidation
measurements must be performed using a reference dipole meeting the fore mentioned return loss
and mechanical dimension requirements. The validation measurement must be performed against a
liquid filled flat phantom, with the phantom construeted as outlined in the fore mentioned standards.
Per the standards, the dipole shall be positioned below the bottom of the phantom, with the dipole
length centered and parallel to the longest dimension of the flat phantom, with the top surface of the
dipole at the deseribed distance from the bottom surface of the phantom.

71

Hotline: 400-6611-140

HEAD ILIQUID MEASUREMENT

Fre&l:aznw Relative permittivity (8- Conductivity (5)5/m
required measured required measured
300 45,3453 % Q8715 %
430 43515 % 0.87 15 %
=l 41,9453 % 08245 %
835 415 15% 0,205 %
ol 41543 % 09715 %
1450 405 15 % L2045%
1500 404 15 % 1.2315%
16840 40,2 5% 131 #5%
1750 40,1 5% L3745%
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1800 A0015% 1.4015%
1500 A0.0 15 % 1.40 15 %
1560 A0015% 1.4015%
2000 40,0 15 % 1.40 15 %
2100 388153% 1.4515%
2300 395 5% 1.67 5%
2430 35.2153% PASS 1.3015% PASS
2600 39015 % 1.96 15 %
3000 3BS 5% 240 5%
3500 37.915% 291 5%

72 SAR MEASUREMENT RESULT WITH HEAD LIQUID

The TEEE Std. 1528 and CELTEC 62209 standards state that the system wvalidation measurements
should produce the SAR wvalues shown below (for phantom thickness of 2 mm), within the
uncertainty for the system validation. All SAR values are normalized to 1 W forward power. In
bracket, the measured SAR is given with the used input power.

Software OFENSAR V4
Phantom SH 20/09 SAMTL
Probe S 18/11 EPG122
Ligquid Head Liguid Walues: eps’ : 58 .3 sigma: 1.80
Distance between dipole center and liquid 10.0 mm
Area scan resolution dx=3mm/dy=8mm
Zoon Scan Resolution d=5mm/dy=5Smm/dz=5mm
Frequency 2450 MHz
Input power 20 dBm
Ligud Temperature 21°C
Lah Temperature 21°C
Lab Humidity 45 %
Frequen
N 18 SAR (W/kg/W) 10 g SAR [W/kg/W)
required measured required measured
300 285 1.9
450 458 206
750 5493 5.55
35 936 622
00 109 6.99
1450 23 16
1500 k] 16.8
1840 .2 184
1750 364 123
1800 384 21
Page: &1
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Fufaoe Radetedlstwnaty

1900 39.7 205
1560 405 20.9

2000 411 211

2100 426 219

2300 487 233

2450 52.4 52.83(3.14) | 24,21 (2.02)
2600 55.3 24.6

3000 63.8 5.7

00 67.1 5

T W e i e
i

45—
60l \
o - \\
e 3 4m B
=m \“- =~
| e | 033, T '
0o 0012 14 18 18 2 A 26 e Al
2Z [min|
73 BODY LIQUID MEASUREMENT
F""Eq‘:z"““' Relative permittivity (&) Conductivity (o] S/m
required measured required measured
150 B1.945% 0.8015%
300 58.215% 0.9215%
450 56.715% 0.9 5%
750 55515 % 0.95 5%
835 55.245% 0.97 5%
900 S5015% 1.05 +5%
215 55015 % 1.06 +5 %
1450 54,045 % 13045 %
1610 53.815% 1.40 45 %
1800 53315% 1.52 45 %
1900 53.315% 1.52 15 %
2000 53315% 1.52 45 %
2100 53245% 1.62 5%
2450 52745% PASS 1.95 5% PASS
Page: &1}
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2600 525 5% 2.1645%
3000 52015% 27315 %
3500 51.3+5% 3.3145%
5200 49.0+10% 5.30+10%
5300 42.9110% 542 £10%
5400 48.7+10% 553+10%
5500 42.6110% 5.65 £10%
5600 48,5 +10% 5,77 £10%
5800 42.2+10% 600 +10%

74 SAR MEASUREMENT REESULT WITH BODY LIQOUID

Software OPENSAR V4

Phantom SN 20/09 S AMTL

Probe SW18/11 EPGL22

Ligquid Body Liquid Values: eps’ : 527 sigma : 1.94

Crstance between dipole center and ligquid

10.0 mm

Area scan resolubion

dz=8mm/dy=8mm

Zoon Scan Resolution

di=Smmidy=5mm/dz=5mm

Frequency 2450 MHz

Input power 20 dBm

Liquid Temperature 21°C

Lab Temperature 21°C

Lab Humidity 4555

Frequen
e | 15 SAR (W/kg/W) 10 g SAR (W/kg/W)
measured measured
2450 50,65 (4.50) 2340(2.11)
e i shis Gt b e
Swbane  Flacabad | stanay Towrvindu '
a0
8 \\
o N
B
W 5 400 \‘
N
2 ]
e | s 0~ T |
[ 072 1416 18 a0z 2ol
2Z |
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LIST OF EQUIPMENT

Equipment Summary Sheet
Equipment Manufacturer / . . Current Next Calibration
Description Model Identification No. Calibration Date Date
Validated. No cal Validated. No cal
SAM Phantom MVG SN-20/09-SAMT 1 required. required.
COMOSAR Test Bench|  Version 3 NA Validated. Nocal ~ |Validated.  No  cal
required. required.
Network Analyzer | Toode fviChwarz SN100132 02/2021 02/2024
Calipers Carrera CALIPER-01 02/2021 02/2024
Reference Probe MVG EPG122 SN 18/11 02/2020 0212021
Multimeter Keithley 2000 1188656 02/2021 02/2024
Signal Generator Agilent E4438C MY49070581 02/2021 02/2024
; Characterized prior to |Characterized prior to
Amplifier Aethercomm SN 046 test. No cal required. |test. No cal required.
Power Meter HP E4418A US38261498 02/2021 02/2024
Power Sensor HP ECP-E26A US37181460 02/2021 02/2024
L Characterized prior to |Characterized prior to
Directional Coupler MNarda 4216-20 01386 fest. No cal required |test. No cal required.
Temperature and
Humidity Sensor Control Company 11-661-9 02/2021 0212024
Page: 11/11
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%7~ [(ACCREDITED

KTARRS

Calibration Date: 06/05/2021

Summnary:

This document presents the method and results from an accredited SAR reference dipole calibration
performed in MVG USA using the COMOSAR test bench. All calibration results are traceable to
national metrology institutions.

Hotline: 400-6611-140

Page 203 of 226

Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




Report No.: TCT220810E070

SAR REFERENCE DIPOLE CALIBRATION REPORT Ref: ACR 156.10.15.SATU.A
Name Function Date Signature
Prepared by : Jéréme LUC Product Manager 06/05/2021 9/"7’
Checked Dy : Jérome LUC Product Manager 06/05/2021 ﬁ'
Approved by - Kim RUTKOWSKI Quality Manager 06/05/2021 ., Fuctmashs

Customer Name

SHENZHEN TCT TESTING
TECHNOLOGY CO..LTD

Distribution :

Issue Date Modifications
A 06/05/2021 Initial release

Page: 2/11

1his document shall not be reproduced, except in_full or in part, without the written approval of MVG.
The information contained herein is to be used only for the purpose for which it is submitted and is not to
be released inwhole or part without written approval of MVG.

Page 204 of 226

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




SAR REFERENCE DIPOLE CALIBRATION REPORT

Report No.: TCT220810E070

Ref: ACR.156.10.15.SATU.A

TABLE OF CONTENTS

L TIITOQUCTION . . ettt ettt ettt et e 4
2 Device UnAer TSt ..o ittt en e ee e e e eneens 4
3 Product DeSCIIPLIOIL ..ouoieiiii ettt 4
3.1 General Information 4
4 Measurement Method ... e 5
4.1 Return Loss Requirements 5
42 Mechanical Requirements 5
5 Measurement UNCEITAIIIIY .....oioiiiiii oottt 5
5.1 Return Loss 5
52 Dimension Measurement 5
5.3 Validation Measurement 5
6 Calibration Measurement Results ..., 6
6.1 Return Loss and Impedance In Head Liquid 6
6.2 Return Loss and Impedance In Body Liquid 6
6.3 Mechanical Dimensions 6
7 Validafion MEeASUIEIIIEIIE ....e..uieiieiet i ieeseee et ee sttt ae et bt e et e e e e s e ne e eeeneeans 7
7.1 Head Liquid Measurement 7
72 SAR Measurement Result With Head Liquid 8
7.3 Body Liquid Measurement 9
7.4 SAR Measurement Result With Body Liquid 10
8 LiSt Of EQUIPIIIEIIT ...ttt ettt et en e 11

Page: 3/11

This document shall not be reproduced, except in full or in part, without the written approval of MV'G.
The information contained herein is to be used only for the purpose for which it is submitted and is not to

be released in whole or part without written approval of MVG.

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332

Page 205 of 226

http://www.tct-lab.com




I C I Report No.: TCT220810E070

SAR REFERENCE DIPOLE CALIBRATION REPORT Ref: ACR156.10.15.SATU A

1 INTRODUCTION

This document contains a summary of the requirements set forth by the IEEE 1528, FCC KDBs and
CEVIEC 62209 standards for reference dipoles used for SAR measurement system validations and

the measurements that were performed to verify that the product complies with the fore mentioned

standards.
2 DEVICE UNDER TEST
Device Under Test
Device Type COMOSAR 2600 MHz REFERENCE DIPOLE
Manufacturer MVG
Model SID2600
Serial Number SN 16/15 DIP 2G600-375
Product Condition (new / used) Used

A yearly calibration interval is recommended.

3 PRODUCT DESCRIPTION

3.1 GENERAL INFORMATION

MVG’s COMOSAR Validation Dipoles are built in accordance to the IEEE 1528, FCC KDBs and
CEVIEC 62209 standards. The product is designed for use with the COMOSAR test bench only.

Figure 1 — MVG COMOSAR Validation Dipole
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4 MEASUREMENT METHOD

The IEEE 1528, FCC KDBs and CELVIEC 62209 standards provide requirements for reference
dipoles used for system validation measurements. The following measurements were performed to
verify that the product complies with the fore mentioned standards.

4.1 RETURN LOSS REQUIREMENTS

The dipole used for SAR system validation measurements and checks must have a return loss of -20
dB or better. The return loss measurement shall be performed against a liquid filled flat phantom,
with the phantom constucted as outlined in the fore mentioned standards.

4.2 MECHANICAL REQUIREMENTS

The IEEE Std. 1528 and CEUVIEC 62209 standards specify the mechanical components and
dimensions of the validation dipoles, with the dimensions frequency and phantom shell thickness
dependent. The COMOSAR test bench employs a 2 mm phantom shell thickness therefore the
dipoles sold for use with the COMOSAR test bench comply with the requirements set forth for a 2
mm phantom shell thickness.

5 MEASUREMENT UNCERTAINTY

All uncertainties listed below represent an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2. traceable to the Internationally Accepted Guides to
Measurement Uncertainty.

5.1 RETURN LOSS

The following uncertainties apply to the refurn loss measurement:

Frequency band Expanded Uncertainty on Return Loss

400-6000MHz 0.1dB

5.2 DIMENSION MEASUREMENT

The following uncertainties apply to the dimension measurements:

Length (mm) Expanded Uncertainty on Length

3-300 0.05 mm

5.3 VAIIDATION MEASUREMENT

The guidelines outlined in the IEEE 1528, FCC KDBs, CENELEC EN50361 and CEVIEC 62209
standards were followed to generate the measurement uncertainty for validation measurements.
Scan Volume Expanded Uncertainty

lg 20.3 %
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10 g 20.1 %
6 CALIBRATION MEASUREMENT RESULTS
6.1 RETURN LOSS AND IMPEDANCE IN HEAD LIQUID

Frequency, MHz

2580 2600 2620 2660 2680 2700

2640

2520 2540 2660

2500
0=

511, de

Frequency (MHz) Return Loss (dB) Requirement (dB) Impedance
2600 -22.81 -20 5530-5.11Q
6.2 RETURN LOSS AND IMPEDANCE IN BODY LIQUID
Frequency, MHz
2500 2520 2540 2580 2580 2600 2620 2640 2680 2680 2700
Frequency (MHz) Return Loss (dB) Requirement (dB) Impedance
2600 -24.71 -20 51.5Q-55iQ
6.3 MECHANICATL DIMENSIONS
Frequency MHz L mm h mm d mm
required measured required measured required measured
300 420.0 +1 %. 250.0 +1 %. 6.35 +1 %.
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450 200.0 +1 %. 166.7 +1 %. 6.35 +1 %.
750 176.0 +1 %. 100.0 +1 %. 6.35 +1 %.
835 161.0 +1 %. 89.8 +1 %. 3.6 +1%.
900 149.0 +1%. 83321 %. 3.6 £1%.
1450 89.1+1%. 51.7 21 %. 3.6 1%,
1500 80.5 +1 %. 50.0 +1 %. 3.6 +1 %.
1640 79.0 +1 %. 45.7 +1 %. 3.6 +1 %.
1750 75.2 +1%. 42.9 +1 %, 3.6 +1%.
1800 72.0+1 %, 417 +1%. 3.6+1%.
1900 62.0 +1 %. 39.5 1%, 3.6 1 %.
1950 66.3 +1 %. 38.5 +1 %. 3.6 +1 %.
2000 64.5 +1 %. 3751 %. 3.6 +1%.
2100 61.0 +1 %, 35.7 21 %. 3.6 £1%.
2300 55.5 11 %, 32.621%. 3.6+1%.
2450 51511 %, 30.4 21 %. 3.6 1%,
2600 485 £1 %. PASS 28.8 11 %. PASS 3.611%. PASS
3000 415 1 %. 25.0+1%. 3.6 +1%.
3500 37.0:1%. 26.4 31 %, 3.6 £1%.
3700 3471 %. 26.4 21 %, 3.6+1%.

7 VALIDATION MEASUREMENT

The IEEE Std. 1528, FCC KDBs and CEIIEC 62209 standards state that the system validation
measurements must be performed using a reference dipole meeting the fore mentioned return loss
and mechanical dimension requirements. The validation measurement must be performed against a
liquid filled flat phantom, with the phantom constructed as outlined in the fore mentioned standards.
Per the standards. the dipole shall be positioned below the bottom of the phantom. with the dipole
length centered and parallel to the longest dimension of the flat phantom, with the top surface of the
dipole at the described distance from the bottom surface of the phantom.

7.1  HEAD LIQUID MEASUREMENT

Frer?dul_nlezncy Relative permittivity (') Conductivity (o) S/m
required measured required measured
300 45315 % 0.87 5%
450 43.5+5% 0.87 5%
750 419+5% 0.89 15 %
835 415+5% 0.90 15 %
900 41.5+5% 0.97 £5%
1450 40.5 +5 % 1.20+5%
1500 40.4 +5 % 1.23+5%
1640 40.2 +5% 1.31+5%
1750 401 +5% 1.37+5%
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1800 40.0+5 % 1405 %
1900 40.0 +5 % 1.40 25 %
1950 40.0 +5 % 1.40 +5 %
2000 40.0 25 % 1.40 15 %
2100 39.8+5% 1.49 +5%
2300 39.5+5% 1.67 5%
2450 39.2+5% 1.80+5%
2600 39.0+5% PASS 1.96 +5 % PASS
3000 38.515% 2405%
3500 37.9+5% 291+5%

7.2 SAR MEASUREMENT RESULT WITH HEAD ILIQUID

The IEEE Std. 1528 and CEIVIEC 62209 standards state that the system validation measurements
should produce the SAR wvalues shown below (for phantom thickness of 2 mm), within the
uncertainty for the system validation. All SAR values are normalized to 1 W forward power. In
bracket. the measured SAR is given with the used input power.

Software OPENSAR V4
Phantom SN 20/09 SAM71
Probe SN 18/11 EPG122
Liquid Head Liquid Values: eps’ : 38.2 sigma : 1.93
Distance between dipole center and liquid 10.0 mm
Area scan resolution dx=8mm/dy=8mm
Zoon Scan Resolution dx=5mm/dy=5Smny/dz=5mm
Frequency 2600 MHz
Input power 20 dBm
Liquid Temperature 21°C
Lab Temperature 21°C
Lab Humidity 45 %
Fre:‘ﬂ”:;w 1 g SAR (W/kg/W) 10 g SAR (W/kg/W)
required measured required measured
300 2.85 1.94
450 4.58 3.06
750 8.49 5.55
835 9.56 6.22
900 10.9 6.99
1450 29 16
1500 30.5 16.8
1640 34.2 18.4
1750 36.4 19.3
1800 38.4 201
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1900 39.7 20.5

1950 40.5 209

2000 11.1 21.1

2100 43.6 219

2300 48.7 233

2450 52.4 24

2600 55.3 54.31 (5.36) 24.6 24.14 (2.42)

3000 63.8 25.7

3500 67.1 25

— )

Subase Masamdnenis [ Emia |

10205
Lo
% BO
% 400 \\\
zm A o~
0z - |
Py —— 02 3 1u121zdml;1ezuzzzdzszaj
7.3 BODY LIQUID MEASUREMENT
Fre:du:zncy Relative permittivity (&) Conductivity (o) 5/m
required measured required measured
150 61.9+5% 0.80 5%
300 58.2+5% 0.9215%
450 56.7+5% 0.94 +5 %
750 55.5+5% 0.96 +5 %
835 55.2+5% 0.97 +5%
900 55.0%5 % 1.05£5%
915 55.0%5 % 1.06 £5 %
1450 54.0+5% 1.30+5 %
1610 53.8+5% 1.40 £5 %
1800 53.3+5% 1.52+5%
1900 53.3+5% 1.52+5%
2000 53.3+5% 1.52+5%
2100 53.2+5% 162 +5%
2450 52.7+5% 1.95+5%
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2600 52.545% PASS 2,16 45 % PASS
3000 52.045% 2.7345%
3500 51.345% 3.3145%
5200 49.0 +10% 5.30+10%
5300 48.9 +10 % 5.42 +10%
5400 48.7 +10% 5.53+10%
5500 48.6 +10% 5.65+10%
5600 48.5+10% 5.77+10%
5800 482 +10% 6.00+10%

7.4 SAR MEASUREMENT RESULT WITH BODY LIQUID

Software OPENSAR V4
Phantom SN 20/09 SAM71
Probe SN 18/11 EPG122
Liquid Body Liquid Values: eps’ : 51.6 sigma : 2.21
Distance between dipole center and liquid 10.0 mm
Area scan resolution dx=8mm/dy=8mm
Zoon Scan Resolution dx=5mm/dy=5mm/dz=5mm
Frequency 2600 MHz
Input power 20 dBm
Liquid Temperature 21 °C
Lab Temperature 21°C
Lab Humidity 45 %
F
re:ﬂ";::w 1 g SAR (W/kg/W) 10 g SAR (W/kg/W)
measured measured
2600 53.26 (5.12) 23.89 (2.30)
Gk ’
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8 LIST OF EQUIPMENT

Equipment Summary Sheet
Equipment Manufacturer / o : Current Next Calibration
Description Model i Aeeatar NG Calibration Date Date
SAM Phantom MVG SN-20/09-SAM71 |/3lidated. Nocal - Walidated.  No  cal
required. required.
. Validated. No cal \/alidated. No cal
|COMOSAR Test Bench Version 3 NA equired. quired.
Network Analyzer Rh°de§‘VSA°hwarz SN100132 02/2021 02/2024
Calipers Carrera CALIPER-01 02/2021 02/2024
Reference Probe MVG EPG122 SN 1811 02/2021 02/2022
Multimeter Keithley 2000 1188656 02/2021 02/2024
Signal Generator Agilent E4438C MY49070581 02/2021 02/2024
= Characterized prior to [Characterized prior to
Ampifier Aethercomm SN 046 test. No cal required. [test. No cal required.
Power Meter HP E4418A US38261498 02/2021 02/2024
Power Sensor HP ECP-E26A US37181460 02/2021 02/2024
L Characterized prior to |Characterized prior to
Directional Coupler Narda 4216-20 01386 test No cal required. |test. No cal required.
Temperature and
Humidity Sensor Control Company 11-661-9 09/2021 09/2022
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SHENZHEN TCT TESTING TECHNOLOGY CO., LTD

2101&2201, ZHENCHANG FACTORY, RENSHAN INDUSTRIAL
ZONE, FUHAI SUBDISTRICT, BAOAN DISTRICT,

MVG COMOSAR REFERENCE WAVEGUIDE

SHENZHEN, GUANGDONG, CHINA

FREQUENCY: 5000-6000 MHZ
SERIAL NO.: SN 13/14 WGA32

Calibrated at MVG US
2105 Barrett Park Dr. - Kennesaw, GA 30144

“’ |”'“j’,
\ \\_/ .r"

ilm&&

, /"“‘\ \ ACCREDITED
""nru|\|ﬁ'l CEFT =

Calibration Date 0%/1§/2021

SHJ'J."II.’(H:\'.'

This document presents the method and results from an accredited SAR reference waveguide
calibration performed in MVG USA using the COMOSAR test bench. :
traceable to national metrology institutions.

All calibration results are
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1 INTRODUCTION

This document contains a summary of the requirements set forth by the IEEE 1528 and CELIEC
62209 standards for reference waveguides used for SAR measurement system validations and the

measurements that were performed to verify that the product complies with the fore mentioned

standards.
2 DEVICE UNDER TEST
Device Under Test
Device Type COMOSAR 5000-6000 MHz REFERENCE WAVEGUIDE
Manufacturer MVG
Model SWGS500
Serial Number SN 13/14 WGA32
Product Condition (new /used) | New

A yearly calibration interval is recommended.

3 PRODUCT DESCRIPTION

3.1 GENERAL INFORMATION

MVG’s COMOSAR Validation Waveguides are built in accordance to the IEEE 1528 and CETIEC
62209 standards.
4 MEASUREMENT METHOD

The TEEE 1528 and CELIEC 62209 standards provide requirements for reference waveguides used
for system validation measurements. The following measurements were performed to verify that the
product complies with the fore mentioned standards.

4.1 RETURN LOSS REQUIREMENTS

The waveguide used for SAR system validation measurements and checks must have a return loss of
-8 dB or better. The return loss measurement shall be performed with matching layer placed in the
open end of the waveguide. with the waveguide and matching layer in direct contact with the
phantom shell as outlined in the fore mentioned standards.

42 MECHANICAL REQUIREMENTS

The IEEE 1528 and CELIEC 62209 standards specify the mechanical dimensions of the validation
waveguide, the specified dimensions are as shown in Section 6.2. Figure 1 shows how the
dimensions relate to the physical construction of the waveguide.

Page: 4/13

This document shall not be reproduced, except in full or in part, without the written approval of MTG.
The information contained herein is to be used only for the purpose for which it is submitted and is not to
be released in whols or part without written approval of MTG.

Page 217 of 226

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




TCT

SAR REFERENCE WAVEGUIDE CALIBRATION REPORT Ref: ACR262.12.17.SATU.A

5 MEASUREMENT UNCERTAINTY

All uncertainties listed below represent an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2. traceable to the Internationally Accepted Guides to

Measurement Uncertainty.

5.1 RETUERN LOSS

The following uncertainties apply to the return loss measurement:

Frequency band Expanded Uncertainty on Return Loss

400-6000MHz 0.1dB

5.2 DIMENSION MEASUREMENT

The following uncertainties apply to the dimension measurements:

Length (mm) Expanded Uncertainty on Length

3-300 0.05 mm

5.3 VALIDATION MEASUREMENT

The guidelines outlined in the IEEE 1528 and CELIEC 62209 standards were followed to generate
the measurement uncertainty for validation measurements.

Scan Volume Expanded Uncertainty
lg 20.3 %
10¢g 20.1 %

6 CAILIBRATION MEASUREMENT RESULTS

6.1 RETURNTLOSS IN HEAD LIQUID

Fraquency, MHz
5100 5200 5300 5400 5500 5600 5700 5800 5900

s11, dB
T

-20-

Report No.: TCT220810E070

Frequency (MHz) Return Loss (dB) Requirement (dB)

5000-6000 <-8.24 -8
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6.2 RETURN LOSS IN BODY LIQUID

Fraquency, MHz

5100 5200 5300 5400 5500 5600 5700 5800 5900

S11, dB

Frequency (MHz) Return Loss (dB) Requirement (dB)
5000-6000 <-13.94 -8
6.3 MECHANICAT DIMENSIONS
Frequenc L (mm) W (mm) Ly (mum) W (mum) T (mm)
v {\qﬂ—lz Require | Measure | Require | Measure | Require | Measure | Require | Measure | Require | Measure
y (MHz) d d d d d d d d d d
5200 4%12* PASS 33 11_5: = | pass 310.%3; = | pass 5%"{;% | Ppass 53*% PASS
4030 = e 2019 = e 8103+ e | 61082 . oo
5800 013 PASS 013 PASS 0.13 PASS 0.13 PASS 43* PASS

* The tolerance for the matching layer 1s mcluded in the return loss measurement.

Matching layer

Figure 1: Validation Waveguide Dimensions

7  VALIDATION MEASUREMENT

The IEEE Std. 1528 and CELVIEC 62209 standards state that the system validation measurements
must be performed using a reference waveguide meeting the fore mentioned return loss and
mechanical dimension requirements. The validation measurement must be performed with the
matching layer placed in the open end of the waveguide. with the waveguide and matching layer in

direct contact with the phantom shell.

Page: 6/13

This document shall not be reproduced, except in full or in part, without the written approval of MTG.

The informarion contained herein is to be used only for the purpose for which it is submitted and is not fo

be released in whole or part without written approval of MTG.

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332

Page 219 of 226

http://www.tct-lab.com




TCT

SAR REFERENCE WAVEGUIDE CALIBRATION REPORT

Report No.: TCT220810E070

Ref: ACR.262.12.17.5TUA

7.1 HEAD LIQUID MEASUREMENT
Frequenc
:'1Hz v Relative permittivity (g,") Conductivity (o) S/m
required measured required measured

5000 36.2 £10% 4,45 +10%
5100 36.1 £10% 4.56 ¥10%
5200 36.0 £10% PASS 4,66 10 % PASS
5300 35.9 ¥10% 4.76 ¥10%
3400 35.8 ¥10% PASS 4.86 ¥10% PASS
5500 35.6 ¥10% 4.97 ¥10%
2600 35.5£10% PASS 3.07 ¥10% PASS
5700 35.4 ¥10% 5.17 ¥10%
2800 35.3 £10% PASS 3.27 ¥10% PASS
5900 35.2 ¥10% 5.38+10%
6000 35.1110% 5.48 110%

-

7.2 SAR MEASUREMENT RESULT WITH HEAD LIQUID

At those frequencies. the target SAR value can not be generic. Hereunder 1s the target SAR value

defined by MVG. within the uncertainty for the system validation.

All SAR values are normalized

to 1 W net power. In bracket, the measured SAR is given with the used input power.

Software OPENSAR V4

Phantom SN 20/09 SAM71

Probe SN 18/11 EPG122

Liquid Head Liquid Values 5200 MHz: eps' :36.62 sigma - 4.93

Head Liquid Values 5400 MHz: eps'
Head Liquid Values 5600 MHz: eps'
Head Liquid Values 5800 MHz: eps’

3595 sigma - 5.18
:36.08 sigma - 5.60
3473 sigma : 5.74

Distance between dipole waveguide and liquid

0 mum

Area scan resolution

dx=8mm/dv=8mm

Zoon Scan Resolution

dx=4mm/dyv=4m/dz=2mm

Hotline: 400-6611-140

Frequency 5200 MHz
5400 MHz
5600 MHz
5800 MHz
Input power 20 dBm
Liquid Temperature 21°C
Lab Temperature 21°C
Lab Humidity 45 %
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Frequency (MHz) 1 g SAR (Wkg) 10 g SAR (Wikg)
required measured required measured
5200 159.00 163.88 (16.39) 56.90 57.29(5.73)
5400 166.40 172.23 (17.22) 58.43 59.16 (5.92)
5600 173.80 181.28 (18.13) 59.97 61.57 (6.16)
5800 181.20 188.95 (18.90) 61.50 63.45 (6.35)

SAR MEASUREMENT PLOTS @ 5200 MHz
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SAR MEASUREMENT PLOTS @ 5600 MHz
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7.3 BODY LIQUID MEASUREMENT

FreauHechy Relative permittivity (e,") Conductivity (o) S/m
required measured required measured

5200 43.0 410 % PASS 5.30 £10 % PASS
5300 48.9+10% 5.42 +10 %
5400 48.7 410 % PASS 5.53 +10 % PASS
5500 48.6 10 % 5.65 +10 %
5600 48.5+10% PASS 577 £10 % PASS
5800 48.2+10% PASS .00 +10 % PASS

74 SAR MEASUREMENT RESULT WITH BODY LIQUID

Software OPENSAR V4

Phantom SN 20/09 SAMT1

Probe SN 18/11 EPG122

Liqu.id Body Ligmd Values 5200 MHz: eps' :50.69 sigma : 4.98

Body Ligmd Values 5400 MHz: eps' :48 45 sigma : 5.82
Body Ligmd Values 5600 MHz: eps
Body Liquid Values 5800 MHz: eps' :48.19 sigma : 6.45

:50.57 sigma : 6.37

Distance between dipole waveguide and liquid

0 mum

Area scan resolution

dx=8mm/dy=8mm

Zoon Scan Resolution

dx=4mm/dy=4m/dz=2mm

Lab Humidity

Frequency 5200 MHz
5400 MHz
5600 MHz
5800 MHz
Input power 20 dBm
Liquid Temperature 21°C
Lab Temperature 21°C
45 %

Frequency (MHz) 1 g SAR (Wkg) 10 g SAR (Wkg)
measured measured
5200 158.49 (15.85) 55.40 (5.54)
5400 167.20 (16.72) 57.39 (5.74)
5600 175.65 (17.57) 50.48 (5.95)
5800 183.06 (18.31) 61.62 (6.16)
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BODY SAR MEASUREMENT PLOTS @ 5200 MHz
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BODY SAR MEASUREMENT PLOTS @ 5600 MHz
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BODY SAR MEASUREMENT PLOTS (@ 5800 MHz
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8§ LIST OF EQUIPMENT
Equipment Summary Sheet
Equipment Manufacturer / o - Current Next Calibration
Identification No.
Description Model CRTHCAlton X0 Calibration Date Date
Flat Phantom MVG SN-20/09-SAMT 1 Valld_ated_ No cal Valld_ated. No cal
required. required.
COMOSAR Test Bench|  Version 3 NA Validated. Nocal — alidated.  No cal
required. required.
Network Analyzer | Rnode Z&Vi"hwarz SN100132 02/2016 02/2019
Calipers Carrera CALIFER-01 01/2017 01/2020
Reference Probe MVG EPG122 SN 18/11 10/2016 1002017
Multimeter Keithley 2000 1188656 0172017 01/2020
Signal Generator Agilent E4438C MY49070581 0172017 01/2020
Amplifier Aethercomm SN 046 Characterized prior to|Characterized prior to
test. No cal required. |test. No cal required.
Power Meter HP E4418A UsS38261498 0172017 01/2020
Power Sensor HP ECP-E26A US37181460 01/2017 01/2020
) ) Characterized prior to |Characterized prior to
Directional Coupler Narda 4216-20 01386 test. No cal required. |test. No cal required.
Temperature and
Humidity Sensor Control Company 150798832 10/2015 1002017
Page: 13/13
This document shall not be reproduced, except in full or in part, without the written approval of MT'G.
The information contained herein is to be used only for the purpose for which it is submitted and is not to
be released in whole or part without written approval of MT'G.

Hotline: 400-6611-140

s END OF REPORT*+xx

Tel: 86-755-27673339

Fax: 86-755-27673332

Page 226 of 226

http://www.tct-lab.com




